Panasonic SEPTEMBER, 2018 


BROADCAST AND PROFESSIONAL VIDEO 


PRODUCT LINEUP 


Panasonic video production lineup covering 
all kinds of video production needs, including cinema, 
broadcast, professional video and business use. 
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Memory Card Camera Recorder Memory Card Camera Recorder Memory Card Camera Recorder 
AJ-PX380G AG-HPX610 AJ-PX270 
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AG-AC30 AG-UMR20 AG-MDR25 

Memory Card Camera Recorder Memory Card Portable Recorder Memory Card Portable Recorder 
AG-UCK20GJ AG-MDC20GJ 
Compact Camera Head Compact Camera Head 
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US Only Model = 

BT-4LH310 BT-LH910G BT-LH1770P 3 
789 mm (31.1 inches) 230 mm (9 inches) 420 mm (16.5 inches) ty 


4K LCD Monitor LCD Video Monitor LCD Video Monitor 


VariCam/Cinema Camera 


CINEMA CINEMA 

~ FL Uncompressed RQ D&D Achieve Your Vision 
f V-RAW Recording f 

VARICAM VARICAM 


PROFESSIONAL 


Ema AVE ULTRA 


VariCam 35 


4K Camera Recorder 


PPutens J superssmm ios J ProRes _| 
Super 35mm 4K MOS Sensor with 4K/120-fps 


VariCam Pure 
4K Camera Recorder 


Uncompressed 4K/120p V-RAW Recording with 
Compact, Lightweight Package 


+ A Package of the VariCam 35 camera module and 

the Codex’s “V-RAW 2.0” recorder*'. 

Super 35mm 4K MOS sensor. 

-—14+ stops of latitude with “V-Log” gamma. 

—Dual Native ISO (ISO800/ISO5000). 

+ Uncompressed 4K/120p V-RAW Recording 

— The recorder captures uncompressed V-RAW data 
to Codex’s Capture Drive 2.0 at 4K up to 120 fps. 

— Using Codex’s Production Suite, recorded data 
can be offloaded as a wide range of file formats 
including V-RAW, ProRes and DNxHR. This ensures 
wide-ranging support for existing workflows. 

High mobility with compact size of 33 mm shorter 

than VariCam 35. 

Camera module and recorder module can be operated 

in separate locations using an extension module. 


Compatibility ina 4K Cinema Camera. 


Super 35mm 4K MOS sensor. 

— 14+ stops of latitude with “V-Log” gamma. 

— Dual Native ISO (ISO800/ISO5000). 

Multiple codec recording for 4K/UHD/2K/HD. 
AK/UHD-VFR recording: 1 fps to 120 fps. 
AVC-Intra4K recording (4:4:4 12 bit,** 4:2:2 10 bit). 
For 2K/HD recording, Apple ProRes” is supported 
in addition to AVC-ULTRA. 

AVC-Intra 4K/UHD/2K/HD recording. 

Dual codec recording as main (4K/UHD/2K/HD) and 
sub (2K/HD/Proxy) simultaneously. 

In-camera color grading function. 

Camera module and recorder module can be operated 
in separate locations using an extension module. 


: >) 
_ Capture Action _ yp Acquisition System with 2/3-type Depth of 
yA Field and Maximum 240-fps Speed for 
VARICAM Capturing Decisive Moments. 
+ 2/3-type 2.2-megapixel 3MOS sensor. 
— 2/3-type bayonet mount for use with 
conventional HD lens. 
— 14 stops of latitude, “F REC” and “V-Log” 
gamma. 
+ Maximum 240-fps VFR recording: 1 fps to 240 fps. 
+ Multiple codec HD recording. 
— Visually loss-less quality codec AVC-Intra200. 
— Apple ProRes* supported. 
: MWVZ ULTRA — Dual codec recording as main (HD) and sub 
VariCam HS ee ee 
ais type nD Catnora Recorder + Camera module and recorder module can be 
operated in separate locations using an 
(_ CXTELES ETE extension module. J 


CINEMA 
GF Cinematic VariCam Look 
& in Your Hands 
VARICAM 


AVE ULTRA 


; 
VariCam LT 


4K Camera Recorder 


PL Lens (option) super35mm 1MOS 
expressP2/P2 card Slotx 1 | SD Memory Card Slot x 1 


Lightweight, Compact 4K Cinema Camera 
Offering Many of The Features of VariCam 35. 


Same Super 35mm 4K MOS sensor as VariCam 35. 
— 14+ stops of latitude with “V-Log” gamma. 

— Dual Native ISO (ISO800/ISO5000). 

A standard EF lens mount*’ and a optional PL 
mount user changeable mount. 

V-LOOK scene file mode for creating cinematic 
images without color grading. 

Native 4K/60p shooting and 2K/HD cropped 240p 
slow motion. 

AVC-Ultra 4K/UHD/2K/HD recording. 

For 2K/HD recording, Apple ProRes* is supported 
in addition to AVC-Ultra. 

Dual codec recording as main (4K/UHD/2K/HD) and 
sub (proxy) simultaneously. 

Uncompressed RAW output with 4K or 2K cropped. 
In-camera color grading function. 

IR (Infrared) cinematography shooting function. 


. 


. 


VariCam Series Web Site 
https://pro-av.panasonic.net/en/varicam/index.html 


* Pictures are the example of the configuration using options. 
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EVA! 


AU-EVA1 


Compact Cinema Camera 


Gk 5.7K super35mm 1MOS_j SD Memory Card Slot x 2 


Explore Your Undiscovered Creativity 
With 5.7K Compact Cinema Camera 


+ The 5.7 K Super 35mm image sensor achieves high- 
quality 4K/10 bit 4:2:2 images. 

The wide 14 stops dynamic range, V-Log gamma 
and wide-color-gamut V-Gamut colorimetry, which 
are inherited from the VariCam Series, ensure 
cinema-like pictures. 

Dual native ISO of 800/2500 offers very high 
sensitivity with low noise. 

Supports High-frame-rate recording of 4K 60 fps/2K 
240 fps maximum. 

The IR (infrared ray) cut filter ON/OFF mechanism 
provides the ability to shoot fantasy-like IR images 
with Cinematography mode. 

Supports 5.7K RAW output compatible with third 
party recorders. 

The main unit is lightweight and compact, weighing 
only 1.2 kg.*° It is equipped with an EF lens 
mount.** The LCD monitor features a touch-panel 
function and allows flexible mounting. 

The detachable handle and rotary grip add a new 
dimension of mobility by enabling the installation of 
the camera to a drone or gimbal. 


AU-EVA1 Special Site 
https://pro-av.panasonic.net/en/evat/index.html 


*4 : Customers who have already purchased the VariCam 35 camera module can also connect to the V-RAW 2.0 recorder AU-VCXRAW2. V-RAW 2.0 is 
manufactured by Codex and sold by Panasonic. Jointly developed with Codex Digital. *2 : ProRes is licensed from Apple Inc. Apple ProRes codec from 
Atomos under license. Atomos is trademark and copyright of Atomos Global Pty. Ltd. *3: Up to 30p of frame rate. *4: Panasonic does not guarantee the 
compatibility or performance of all EF lenses. For more details, to be updated on the Panasonic website. *5: Main unit only (excluding the handle, grip and 


LCD monitor). 
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Major Features of the VariCam Series 


*Applicable function varies depending on the models. 
*These do not include the function of AU-EVA1. 


The Hollywood Post Alliance Engineering Excellence Award 2015 


Super 35mm Native 4K Sensor 

All models in the Cinema VariCam Series are equipped 
with the super 35mm sensor. This sensor won The 
Hollywood Post Alliance Engineering Excellence 
Award 2015. 


Wide Latitude “V-Log” Gamma 

All models in the series also offer the dynamic range of 
14+ stops on “V-Log” gamma. This wide dynamic range 
assures accurate image rendering, particularly from the 
critical shadow to highlight areas. Transition into 
highlights is remarkable for its highly natural roll-off. 


Natural “V-Gamut” Color Space 

The color separation filter is optimized to achieve the 
Cinematic VariCam look. It offers natural color and 
accurate color linearity. The new “V-Gamut” color space 
encompasses the entire BT. 2020 color space. “V-Log” 
with “V-Gamut” has sufficient latitude and color space for 
HDR. Grading output is available for post production. 


Dual Native ISO 

The image sensor has two native ISO settings: 800 and 
5000. This allows the camera to achieve much higher 
sensitivity without increased noise before gain 
processing. It captures images with very low light or 
natural light, reduces the amount of additional lighting 
required, and may extend the “Magic Hour.” 


In-Camera Color Grading 

A built-in LUT box lets you make color decisions on-set 
with 3rd party applications. Grading information, such as 
3D LUT files and CDL files, allows you to provide the 
same images you create on-set to post-production with 
easy management. 


4K Master and HD Graded Simultaneous Recording 
In addition to main recording up to 4K, you can record 
one more version up to 2K. This enables an ungraded 4K 
master recording with V-Log, simultaneous with an HD 
graded recording. You can use the HD graded recording 
for immediate viewing or off-line editing. Dailies that had 
been created after shooting can now be produced on-set 
and with only the camera. 


Multi-Codec 4K/UHD/2K/HD Recording 

+ V-RAW: VariCam Pure supports uncompressed 4K 
resolution RAW recording with a frame rate of up to 120 
fps. VariCam LT can output uncompressed RAW from SDI 
output terminals. 

+ AVC-ULTRA: VariCam 35 supports AVC-Intra 4K. 

It offers high picture quality and a manageable file size. 

+ Apple ProRes:* ProRes (2K/HD) is the industry standard 


codec. * ProRes is licensed from Apple Inc. 


Large-Diameter OLED Viewfinder 

Newly developed 1080p OLED panel shows very clear & 
accurate image, no lag, low latency, very sharp, accurate 
color. Wide field angle with viewfinder magnification of 0.78x 
and large-diameter 38 mm eyepiece lens offer comfortable 
viewing with minimum vignetting. Optical zoom adjusts image 
size to personal preference. This viewfinder assists you to 
expose properly with the Y-Get (spot meter), waveform, false 
color and zebra. It is capable of 2x, 3x and 4x expand focus. 


Separate Operation with Extension Module 
VariCam Pure, VariCam 35 and VariCam HS have a 
modular design. The camera module and recording 
module can be positioned at separate locations and 
connected with the AU-VEXT1G Extension Module. This 
lets you mount only the camera head to a crane, thus 
adding flexibility to your camera work. 


Remote Control App “VariCam ROP” 

The VariCam ROP app for iPad/iPhone is available free of 
charge from the Apple App Store. It enables wireless 
remote control of the VariCam Series. 

* For wireless LAN connection with the camera, the AJ-WM30 or AJ-WM50 
Wireless Module must be purchased separately. 

Incredibly Fast Offload — expressP2 x Thunderbolt™ 3 
The expressP2 card B Series has a data offload speed of 
10 Gbps. The AU-XPD3 expressP2 Drive, equipped with 
Thunderbolt™ 3 interface, brings out the best of the 
expressP2 card B Series. 


Single drive performance 


Thunderbolt™ 3 


TET 2porox.7 min* 


10.0 Gbps*' 


Thunderbolt™ 3 


512 GB 


3 hours 
(AVC-Intra4k 422 24P) 


Daisy-chain performance 


Thunderbolt™ 3 


TED 270:0%. 8 min*" 


17.6 Gbps*! 


Thunderbolt™ 3 


1 TB (1024 GB) 
6 hours 
(AVC-Intradk 422 24P) 


*4: The actual data transfer speed and time depend on the system. 
* Thunderbolt and the Thunderbolt logo are trademarks of Intel Corporation 
in the U.S. and/or other countries. 
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Custom Splash Screen 
and Owner Information 


The camera will have 2 visible and 
indelible marks of ownership. 

+ Custom Splash Screen: You can 
personalize your flash screen with any 
logo, text, or graphics . 

* Owner Information: You can input the 
name, address, and contact information 
of the equipment’s owner. 


*Change of 1 and 2 requires password if CSS/Owner 
Info data in camera is password protected. 
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Custom Splash Screen The Cinema VariCam line of cameras has been used on a wide variety of 


movies, commercials, and TV programs. 


Camera Module: 


Camera Module: 


Camera Module: 


: 5 AU-V35C1G AU-V35C1G AU-V35LT1G AU-EVA1 AU-V23HS1G 
Module Configuration Recording Module: Recording Module: (Integrated) (Integrated) Recording Module: 
AU-VCXRAW2 AU-VREC1G AU-VREC1G 
eer AU-VCVF20GJ : 
Viewfinder AU-VCVF2GJ AU-VCVF2GJ (HD-SDI Input Type) Supplied LCD AU-VCVF2GJ 
Extension Module AU-VEXT1G AU-VEXT1G = oa AU-VEXT1G 
EF mount 
Lens Mount PL mount PL mount (exchangeable to EF mount 2/3-type B4 mount 
optional PL mount) 
super35 mm, super35 mm, ir A 
jper35 mm, MOS, super385mm, MOS, 2.2 megapixels, 
mage) Sensor HUTONS) ch) ROSS eh) 8.9 megapixels 17.25 megapixels MOS x3 
megapixels megapixels 
Exposure Latitude 14+ stop 14+ stop 14+ stop 14 stop 14 stop 
V-Gamut Color Space. v v v v = 
Dual Native ISO ISO 800, ISO 5000 ISO 800,!SO 5000 ISO 800, |SO 5000 ISO 800, ISO 2500 - 
n Camera Grading v v v - v 
CODEX expressP2 card, eae ake expressP2 card, 
Recording Media : P2 card, z SD Memory Card P2 card, 
Capture Drive , SD Memory Card : 
microP2 card (sub) (proxy) microP2 card (sub) 
Recording Format 4K, UHD 4K, UHD, 2K, HD 4K, UHD, 2K, HD 4K, UHD, 2K, HD HD 
4K/UHD: 
, 60 fps/50 fps, 4K: 60 fps 
Maximum Frame Rate 120 fps/100 fps 120 fps/100 fps OK/HD: 2K: 240 fps 240 fps/200 fps 
240 fps/200 fps 
Dual Codec Recording - v v - v 
V-RAW Recording v - - _ - 
AVC-ULTRA Recording — v “a - v 
ProRes Recording - v v - v 
RAW Output - - v vat - 
Remote Control App J Vv Vv ye v 
supported 
Custom Splash Screen ve v ae fe ¥ 


and Owner Information 


v: It is possible to use it. *1: This function will be supported by version upgrade. *2: “EVA ROP App” for iPad or Android tablet. 


VariCam Modules, Accessories, Memory Card Drives and Memory Cards 


AU-V35C1G 
4K Camera Module 


AU-V23HS1G 
2/3 type HD Camera Module 


AU-V35LT1G 
Memory Card Camera Recorder 


AU-VCVF2GJ 
HD Color View Finder 


AU-VSHL1G AU-VMPL1G 
Shoulder Mount Module PL Mount 
AU-VCBL20G (20m) AJ-MC900G 
AU-VCBL05G (6m) Microphone 
Extension Cable 

AK-HRP200G AK-HRP1000 


Remote Operation Panel (ROP) Remote Operation Panel (ROP) 


S 7) THUNDERBOLT. 
AJ-WM30 AU-XPD3 


Wireless Module 
* Not available in some areas. 


Memory Card Drive 
expressP2 card drive 


(p 


AU-VREC1G 
Recording Module 


*S 


AU-VCVF20GJ 
HD Color View Finder 


af 


AU-VGRP1G 
Grip Module 


4 


AG-MC200G 
XLR Microphone 


AK-HRP1005GJ 
Remote Operation Panel (ROP) 


4 


AU-XPD1 
Memory Card Drive 
expressP2 card drive** 


*1: The AU-VCXRAW2 is manufactured by Codex and sold by Panasonic. Jointly developed with Codex Digital. 
*2: Exchanging AU-XPD1 hardware, free of charge, might be necessary when expressP2 card B series used on AU-XPD1. For details please visit Panasonic 
website. (https://pro-av.panasonic.net/). “Notes when using expressP2 card B series”. Connection of the AU-XPD1 requires two USB cables. And a power 


supply is connected with USB 3.0 port of PC or an AC adaptor. 


AU-VCXRAW2 
V-RAW2.0 Recorder*' 


—” 


AU-VSHL2G 
Shoulder Mount Module 


AU-VEXT1G 


Extension Module 


q 


\ 4 


AJ-MH800G 


Microphone Holder 


‘*e 
AJ-WM50 


Wireless Module 
* Not available in some areas. 
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AU-XP0512BG  AU-XP0256BG AJ-P2E060FG  AJ-P2E030FG Y90 x2 i : eg 
AU-XP0512BG (612 GB) AJ-P2EQ60FG (60GB) AJ-P2M064BG (64GB) SDXC/SDHC/SD 
AU-XP0256BG (256 GB) AJ-P2E030FG (30 GB) Memory Card Memory Card 
Memory Card Memory Card microP2 card B series 
expressP2 card B series*? P2card F series 


VariCam Pure § VariCam 35 VariCam LT AU-EVA1 VariCam HS 


Electronic HD Color View Finder AU-VCVF2GJ v v v 
View Finder AU-VCVF20GJ vi 

Shoulder Mount Module AU-VSHL2G v v v v 
Shoulder Mount Module AU-VSHL1G vil v v v 
PL Mount AU-VMPL1G v 

Grip Module AU-VGRP1G v 

Extension Module AU-VEXT1G v v v 
Extension Cable (20 m) AU-VCBL20G v v v 
Extension Cable (5 m) AU-VCBLO5G v v v 
Microphone AJ-MC9006 v v v v 
XLR Microphone AG-MC200G v 

Microphone Holder AJ-MH800G v v v v 
Remote Operation Panel (ROP) AK-HRP200G v v v v 
Remote Operation Panel (ROP) AK-HRP1000 v 

Remote Operation Panel (ROP) AK-HRP1005GJ v 

Wireless Module* AJ-WM50 v v v v v 
Wireless Module*' AJ-WM30 v v v v 
Memory Card Drive expressP2 card drive pee v v v 
expressP2 card (B series) fie ae v v v 
P2 card (F series) pean v2 vr v 
microP2 card (B series) AJ-P2M064BG v v v v 
SDXC/SDHC/SD Memory Card v v v v 


¥: It is possible to use it. *1: Not available in some areas. *2: 2K/HD only. 
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4K Work Flow Partners 


ATOMOS 


&\ AUTODESK. 


IN 
T\ 4) 


= calibrated 


CDVnes codex 


comm |? 


Al 


DAYANG 


Digital Vision 


FilmtLignt 


(OA grass valley 


ABELDEN GRAND 


IBEX 2. 


mf ECORE MAIN po POMFORT } re 
SOV” sobey WOWOW) B@@ur! 
ewasibe = faNTERTAINMENT, INC. 


4K Workflow Partners are committed to support the VariCam 4K workflow, including AVC-Intra4k, V-LUT, V-RAW, and/or In-Camera Color Grading. 


In Camera Grading 
Colorfront: On-Set Live! RC6 619262 
Filmlight: Prelight v5.0 
In2Core: Qtake v1.3 
Pomfort: Live Grade PRO v2.2 
WOWOW: Wonder Look Pro v3.5.2 


Offloading 
Codex: Production Suite 
Imagine Products: ShotPutPro 
Pomfort: SilverStack 
YoYotta: YoYottalD 


RAW Recorder 
Atomos: Shogun Inferno, Shogun Flame, 
Sumo19 
Codex: V-RAW 2.0 recorder 
Convergent Design: Odyssey 7Q/ 7Q+ 


Editing/Grading 
Adobe: Premiere Pro CC 
Apple: Final Cut Pro X 
Assimilate: Scratch, Scratch Play 
Autodesk: Flame family, Smoke 
Avid: Media Composer 
Blackmagic Design: DaVinci Resolve, 
DaVinci Resolve Studio 
Colorfront: On-Set Dailies, 
Express Dailies, Transkoder 
Digital Vision: NuCoda 
Filmlight: Baselight, Daylight 
GrassValley: EDIUS Pro, Rio, Rio Assist 


AVC-Ultra / RAW Import Plug-in 
Calibrated Software: AVC-Intra LT Import for Adobe 
Drastic Technology: Media Reactor 


Products and versions are informed by Partners as of July 2018. 


VariCam/Cinema Camera Specificati 


VariCam PURE 


General (Combination of AU-V35C1G and AU-VCXRAW2) 


As of September, 2018 


Other Input/Output 


Power: DC IN 24V 


GENLOCK IN: HD (1.5 G)/3G-SDI, 0.8 V [p-p], 75 2 


Power Consumption: 105 W TC IN/OUT: BNC x 1 (Input/Output switching) 
Operating Temperature: 0°C to 40°C (32°F to 104°F) IN: 0.5 V [p-p] - 8 V [p-p], 10 kQ 
Operating Humidity: 10 % to 85 % (Relative humidity) OUT: 2.0 V [p-p] + 0.5 V [p-p], low impedance 
Weight: Approx. 5.15 kg (11.35 Ib) DC IN: 24 V (10.5 V - 34 V) 2-pin Fisher 

(V35C1: 2.7 kg (5.95 Ib)/VRAW2.0: 2.45 kg (5.40 Ib)) DC OUT/RS: 24Vx3 

*5.45 kg (12.02 Ib) including a cheese plate DC OUT: 12Vx1 
Dimensions: 180.2 mm (W) x 236.3 mm (H) x 314 mm (H) LENS: 12-pin 

(7-3/32 inches x 9-19/64 inches x 12-23/64 inches) LAN: 100BASE-TX/10BASE-T LEMO 

excluding protrusion and accessories USB 2.0 (HOST): _ Type A connector, 4-pin 

CONTROL PANEL: 20-pin, control panel contact terminals 

Camera SD Card Slot: x1 
Pickup Device: Super 35 mm, MOS sensor for Version Up 


Number of Pixels: Total pixels: Approx.10.3 million pixels 
Effective Pixels: Approx. 8.9 million pixels 


3D LUT/ CDL file Upload and Save 
Set Up File Upload and Save 


Lens Mount: PL mount 
Optical Filter: ND filter: 1: CLEAR, 2: 0.6 ND, 3: 1.2 ND, 4: 1.8 ND Control Panel 
Latitude: 14+ Stops Control Pane: LCD 3.5-type QHD color monitor, 
ISO Setting: Native ISO: 800, 5000 approx. 1.56 million dots 
800 Base: 200 to 4000 
5000 Base: 1250 to 12800 Electronic HD Color View Finder (AU-VCVF2GJ) 
Shutter Speed: [deg] mode: 1.0 deg to 358 deg (0.5 deg step) Display Panel: 0.7-type 


[sec] mode: 1/24 sec. to 1/250 sec. (for 24p) 


OLED (Organic Light Emitting Diode) display 


V-RAW2.0 Recorder (AU-VCXRAW2) 
When used with AU-V35C1G 
Memory Card Recorder 
Recording Media: CODEX Capture Drive 
Recording Resolution: 
4096 x 2160 (4K), 3840 x 2160 (UHD) 
Recording Frame Rate: 
Maximum 120 fps/100 fps 
System Frequency 59.94p, 50p, 29.97p, 25p, 24p, 23.98p 
Recording Format V-RAW: 4K 12 bit/4K 10 bit/ 
UHD 12 bit/UHD 10 bit 
Recording Video Signal: 
4096 x 2160/ 
59.94p, 50p, 29.97p, 25p, 24p, 23.98p 
3840 x 2160/ 
59.94p, 50p, 29.97p, 25p, 23.98p 
Recording Time: with 2TB Capture Drive 
4K 12 bit (23.98 fps ): Approx. 100 min. 
4K 10 bit (23.98 fps): Approx. 112 min. 
4K 10 bit (120 fps): Approx. 22 min. 


Input Video Signal: 1080/59.94p, 1080/50p, 1080/60p 
Connector: LEMO 14-pin 


Offload Formats From CODEX Production Suite 


Recording Mode Recording Format 


UHD 12 bit (23.98 fps): Approx. 106 min. 1920 x 1080, 10 bit 
UHD 10 bit (23.98 fps): Approx. 119 min. 2048 x 1080, 10 bit 
UHD 10 bit (120 fps): Approx. 23 min. monies dee HQ 4096 x 2160, 10 bit 
Bical vid 3840 x 2160, 10 bit 
igital Video 1920 x 1080, 12 bit 
Quantizing: 12 bit/10 bit 2048 x 1080, 12 bit 
Video Data Process: Uncompressed RAW ProRes 4444 4096 x 2160, 12 bit 
Digital Audio 3840 x 2160, 12 bit 
- a 1920 x 1080, 12 bit 
Recording Audio Signal: 2048 x 1080, 12 bit 
48 kHz/24 bit, 2 CH ProRes 4444 XQ Siesta 
Headroom: 18 dB/20 dB MENU switching 2096) 2160, debit 
- 3840 x 2160, 12 bit 
Digital Audio 2048 x 1080, 10 bit 
SDI OUT 1-4: HD (1.5 G)/3G-SDI: 0.8 V [p-p], 75 Q DNxHR 444 3840 x 2160, 10 bit 
MON OUT 1/2: HD (1.5 G)/3G-SDI: 0.8 V [p-p], 75 2 4096 x 2160, 10 bit 
VF OUT: HD (1.5 G)/3G-SDI: 0.8 V [p-p], 75 Q 2048 x 1080, 10 bit 
; DNxHR HQX 3840 x 2160, 10 bit 
Audio Input/Output 4096 x 2160, 10 bit 
INPUT 1/2: XLR x 1, 5-pin 2048 x 1080, 10 bit 
PHONES: Stereo mini jack DNxHR HQ 3840 x 2160, 10 bit 
Speaker: 20 mm diameter, round x 1 4096 x 2160, 10 bit 
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VariCam/Cinema Camera Specifications 


VariCam 35 


General (Combination of AU-V35C1G and AU-VREC1G) 


Digital Audio 


Power: DC 12 V (11.0 V- 17.0 V) 


Recording Audio Signal: 48 kHz/24 bit, 4 ch 


Power Consumption: 99 W (With all optional accessories connected Headroom: 18 dB/20 dB menu switchable 
and maximum power supplied from each output 
terminal) Proxy 

Operating Temperature: 0°C to 40°C (32°F to 104°F) File Format: MOV 


Operating Humidity: 10 % to 85 % (Relative humidity) 


Video Compression Format: H.264/AVC High Profile 


Storage Temperature:-20°C to 60°C (-4°F to 140°F) 


Audio Compression Format: LPCM 


Weight: Approx. 5.0 kg (Body only) 


Recording Time: Approx. 25 min. (1 GB)* 


Dimensions: 179 mm (W) x 230.5 mm (H) x 347 mm (D) 
(7-1/16 inches x 9-1/16 inches x 13 -21/32 inches) 
(Body only, excluding protrusion) 


Camera Module (AU-V35C1G) 
Pickup Device: super 35 mm MOS 8.9 megapixels 


Number of Pixels: Total pixels: Approx.10.3 million pixels 
Effective Pixels: Approx. 8.9 million pixels 


Lens Mount: 35 mm PL mount 
Optical Filter: ND filter: 1: CLEAR, 2: 0.6 ND, 3: 1.2 ND, 4: 1.8 ND 
El Settings: Native ISO: 800, 5000 
800 Base: 200 to 4000 
5000 Base: 1250 to 12800 
Shutter Speed: [deg] mode: 1.0 deg to 358 deg (0.5 deg step) 


[sec] mode: 1/24 sec. to 1/250 sec. 
(When 24p mode) 


Recording Module (AU-VREC1G) 
When used with AU-V35C1G 


Memory Card Recorder 
Recording Media: expressP2 card, P2 card, microP2 card 
Recording Resolution: 

4096 x 2160, 3840 x 2160, 2048 x 1080, 

1920 x 1080 
Recording Frame Rate: 

Maximum 4K/UHD 100p/120p, HD 100p/120p 
System Frequency: 59.94p, 50p, 29.97p, 25p, 24p, 23.98p 
Recording Format: AVC-Intra4k444, AVC-Intra4k422, 
(Main Recorder) — AVC-Intra4K-LT, AVC-Intra2K444, 

AVC-Intra2K422, AVC-Intra444, 

AVC-Intra200, AVC-Intra422, AVC-Intra100, 

ProRes 4444 XQ, ProRes 4444, 

ProRes 422 HQ, ProRes 422, ProRes 422 LT 
Recording Format: AVC-Intra2K422, AVC-Intra422, 
(Sub Recorder) AVC-Intra100, AVC-LongG 50, AVC-LongG 25 
Recording Video Signal: 
4096 x 2160/59.94p, 50p, 29.97p, 25p, 24p, 23.98p 
3840 x 2160/59.94p, 50p, 29.97p, 25p, 23.98p 
2048 x 1080/59.94p, 50p, 29.97p, 25p, 24p, 23.98p 
1920 x 1080/59.94p, 50p, 29.97p, 25p, 23.98p, 
59.94i, 50i 
When expressP2 card 512 GB is used* 
AVC-Intra4k444 (24p): Approx. 90 min. 
AVC-Intra4K422 (VFR ON, 50fps/60 fps): Approx. 72 min. 
AVC-Intra4K422 (VFR OFF, 24p): Approx. 180 min. 
AVC-Intra4K-LT (VFR ON, 100fps/120 fps): Approx. 64 min. 
AVC-Intra100 (VFR ON, 100fps/120 fps): Approx. 128 min. 
ProRes 422 HQ (VFR ON, 60 fps): Approx. 120 min. 
When microP2 card 64 GB is used* 


Recording Time: 
(Main Codec) 


Recording Time: 


(Sub Codec) AVC-Intra2K422 (25p/29.97p): Approx. 64 min. 
AVC-Intra100 (25p/29.97p): Approx. 64 min. 
AVC-LongG 50 (25p/29.97p): Approx. 128 min. 
AVC-LongG 25 (25p/29.97p): Approx. 256 min. 

Digital Video 

Quantizing: 12 bit (AVC-Intra4kK444), 


10 bit (Other than AVC-Intra4k444) 
Video Compression Format: 

AVC-Intra4K444, AVC-Intra4kK422, 

AVC-Intra4K-LT, AVC-Intra2K422, 

AVC-Intra100: 

MPEG-4 AVC/H.264 Intra Profile 

AVC LongGs0, AVC LongG25: 

MPEG-4 AVC/H.264 ProRes 422 HQ 


Video Input/Output 


SDI OUT: HD (1.5 G) /3G-SDI, 0.8 V [p-p], 75 Q (1 set, 4 pieces) 
MON OUT1: HD (1.5 G)/3G-SDI, 0.8 V [p-p], 75 Q 
MON OUT2: HD (1.5 G)/3G-SDI, 0.8 V [p-p], 75 Q 
VF SDI: HD (1.5G) /3G-SDI, 0.8 V [p-p], 75 Q 


Audio Input/Output 
AUDIO IN (CH1/CH2):XLR x 2, 3-pin, LINE/MIC/MIC+48 V/AES switchable 


MIC IN: XLR x 1, 5-pin 
PHONES: Stereo mini jack 
Speaker: 20 mm diameter, round x 1 


Other Input/Output 


GENLOCK IN: HD (1.5 G) /3G-SDI, 0.8 V [p-p], 75 Q 
TC IN/OUT: BNC x 1, IN/OUT switch selection 
IN: 0.5 V [p-p] to 8 V [p-p], 10 kQ 
OUT: 2.0 V [p-p] + 0.5 V [p-p], Low impedance 
DC IN: XLR 4-pin, DC 12 V (DC 11.0 V - 17.0 V) 
DC OUT/RS: 4-pin, DC 12 V (DC 11.0 V-17.0 V), 
maximum output current 1.0 A 
DC OUT: 2-pin, DC12 V (DC 11.0 V- 17.0 V), 
maximum output current 1.0 A 
LENS: 12-pin x 1, 4-pin x 2 
VF: 14-pin 
LAN: 100BASE-TX/10BASE-T 


USB 2.0 (DEVICE): Type B connector, 4-pin 
USB 2.0 (HOST): Type A connector, 4-pin 
EXT: 50-pin (for external recording only)* 


Control Panel 
Display Panel: 


LCD, 3.5-type QHD color monitor 
Approx. 1.56 million dots 


Extension Module (AU-VEXT1G) 

Power: DC 12 V (11.0 V- 17.0 V) 

Power Consumption: 33 W (Body only) 
63 W (With all optional accessories connected 
and maximum power supplied from each output 
terminal) 

Operating Temperature: 0°C to 40°C (32°F to 104°F) 

Operating Humidity:10 % to 85 % (Relative humidity) 

Storage Temperature:—20°C to 60°C (-4°F to 140°F) 


Weight: Camera Extension Module: Approx. 0.95 kg 
Recording Extension Module: Approx. 0.65 kg 
Dimensions: Camera Extension Module: 
121 mm (W) x 143 mm (H) x 73 mm (D) 
(4-13/16 inches x 5-11/16 inches x 2-7/8 inches) 
Recording Extension Module: 
106 mm (W) x 143 mm (H) x 61 mm (D) 
(4-3/16 inches x 5-11/16 inches x 2-7/16 inches) 
Input/Output 
DC IN: XLR 4-pin, DC 12 V (DC 11.0 V - 17.0 V) 
DC OUT: 2-pin, DC 12 V (DC 11.0 V- 17.0 V), 
maximum output current 1.0 A 
EXT: 48-pin 


Electronic HD Color View Finder (AU-VCVF2GJ) 

Display Panel: 0.7-type OLED (Organic Light Emitting Diode) display 
Input Video Signal: 1080/59.94p, 1080/50p, 1080/60p 

Connector: LEMO 14-pin 


*These are reference values for continuous recording. The recording time 
may differ depending on the scene or the number of clips. 


VariCam LT 


General Specification 


As of September, 2018 


Digital Video 


Power: DC 12 V (11.0 V- 17.0 V) 


Power Consumption: 47 W (with body only) 
77 W (with all optional accessories 
connected and maximum power supplied 
from each output terminal) 


Operating Temperature:0°C to 40°C (32°F to 104°F) 


Operating Humidity: 10 % to 85 % (Relative humidity) 


Storage Temperature: -20°C to 60°C (-4°F to 140°F) 


Weight: Approx. 2.7 kg (6.0 Ib), 

excluding handle and accessories 

Approx. 3.0 kg (6.6 Ib), 

including handle, excluding accessories 
Dimensions: 184.0 mm (W) x 230.5 mm (H) x 247.0 mm (D) 


(7-1/4 inches x 9-3/32 inches x 9-3/4 inches) 
Body only, excluding protrusion and accessories 


Ensure that the total current taken from the DC OUT terminal, LENS/GRIP 
terminal, DC OUT/RS terminal and USB HOST terminal does not exceed 30 W. 


Camera Unit 


Pickup Device: Super 35 mm, MOS sensor 


Number of Pixels: Total pixels: Approx.10.3 megapixels 
Effective pixels: Approx. 8.9 megapixels 


Lens Mount: EF mount 
Optical Filter: ND filter: 

1: CLEAR, 2: 0.6 ND, 3: 1.2 ND, 4: 1.8 ND 
Gain setting: [ISO] mode: 

Native ISO: 800, 5000 

800 Base: 200 to 4000 

5000 Base: 1250 to 12800 

[dB] mode: -12 dB to 14 dB (2 dB step) 
Shutter Speed: [deg] mode: 1.0 deg to 358 deg (0.1 deg step) 

[sec] mode: 1/24 sec. to 1/250 sec. (for 24p) 
Sensitivity: [GAIN MODE]=[NORMAL], [GAMMA]=[VIDEO45] 


F7 (2000 Ix, 3200 K, 89.9 % reflection, 1080/59.94p) 
F8 (2000 Ix, 3200 K, 89.9 % reflection, 1080/50p) 


AVC-Intra2K444, AVC-Intra444: 12 bit 
Others: 10 bit 

Video Compression Format: 

AVC-Intra4K422, AVC-Intra4K-LT, 
AVC-Intra2K444, AVC-Intra2K422, 
AVC-Intra2K-LT, AVC-Intra444,AVC-Intra422, 
AVC-Intra-LT, AVC-Intra100: 

MPEG-4 AVC/H.264 Intra Profile 

ProRes 422 HQ, ProRes 4444: 

Apple ProRes*? 


Quantizing: 


Digital Audio 
Recording Audio Signal: 
48 kHz/24 bit, 4 ch 


Headroom: 18 dB/20 dB switchable menu 
AVC Proxy 
File Format: MOV 


Video Compression Format: 
MPEG-4 AVC/H.264 Intra Profile 
Audio Compression Format: 
AAC 
Recording Time*® Approx. 655 min. 
When using a 64 GB SDXC memory card 


Video Input/Output 

SDI OUT1/ SDI OUT2: 

HD (1.5 G)/3G-SDI, 0.8 V [p-p], 75 Q 
HD (1.5 G)/3G-SDI, 0.8 V [p-p], 75 2 


VF SDI: 


Audio Input/Output 

INPUT 1/2: XLR x 1, 5-pin 

INPUT 3/ INPUT 4: XLR x 2, 3-pin, Supports menu switching 
to select LINE/MIC or enable/disable 
the power supply of the microphone. 


PHONES: Stereo mini jack 
Memory Card Recorder Speaker: 20 mm diameter, round x 1 
Recording Media: Main slot x 1: expressP2 card, P2 card 
Sub slot x 1: SD memory card Other Input/Output 
Recording Resolution: GENLOCK IN: HD (1.5 G) /3G-SDI, 0.8 V [p-p], 75 Q 
4096 x 2160 (4K), 3840 x 2160 (UHD), TC IN/OUT: BNC x 1, Input/Output switching 


2048 x 1080 (2K), 1920 x 1080 (HD) 


Recording Frame Rate: 
4K/UHD: Maximum 60 fps or 50 fps 
2K/HD Crop: Maximum 240 fps or 200 fps 


System Frequency: 59.94p, 50p, 29.97p, 25p, 24p, 23.98p, 
59.94i, 50i 


Recording Format: AVC-Intra4K422, AVC-Intra4K-LT, 

(Main Recorder) AVC-Intra2K444, AVC-Intra2K422, 
AVC-Intra2K-LT, AVC-Intra444, AVC-Intra422, 
AVC-Intra-LT, AVC-Intra100, 
ProRes 4444 XQ, ProRes 4444 
ProRes 422 HQ, ProRes 422, ProRes 422 LT 


Recording Format (Sub Recorder): 
AVC-LongGé6 Recording 


4096 x 2160/ 

59.94p, 50p, 29.97p, 25p, 24p, 23.98p 

3840 x 2160/ 

59.94p, 50p, 29.97p, 25p, 23.98p 

2048 x 1080/ 

59.94p, 50p, 29.97p, 25p, 24p, 23.98p 

1920 x 1080/ 

59.94p, 50p, 29.97p, 25p, 23.98p, 59.94i, 50i 


Video Signal: 


Input: 0.5 V [p-p] to 8 V [p-p], 10 kQ 
Output: 2.0 V [p-p] + 0.5 V [p-p], low impedance 


DC IN: XLR x 1, 4-pin, DC 12 V (DC 11.0 V- 17.0 V) 


DC OUT/RS: 4-pin, DC 12 V (DC 11.0 V- 17.0 V), 
maximum output current 1.0 A 

DC OUT: 2-pin, DC12 V (DC 11.0 V- 17.0 V), 
maximum output current 1.0 A 

LENS/GRIP: 12-pin 

LAN: 100BASE-TX/10BASE-T 

USB DEVICE: USB 2.0 devices: Type B connector, 4-pin 

USB HOST: USB 2.0 host: Type A connector, 4-pin 


CONTROL PANEL: 20-pin, control panel contact terminals 


EF Mounting Contact: 
8-pin 


Control Panel 


LCD, 3.5-type QHD color monitor, 
approx. 1.56 million dots 


Display Panel: 


Electronic HD Color View Finder (AU-VCVF20GJ) 


Display Panel: 0.7-type OLED (Organic Light Emitting Diode) display 


Recording Time*': When using expressP2 card 512 GB 

(Main Codec) and when [FREQUENCY]= [23.98p] 
AVC-Intra4kK422, 23.98 fps: Approx. 180 min. 
AVC-Intra4K422, VFR ON, 30 fps: Approx. 146 min. 
AVC-Intra4K-LT, VFR ON, 60 fps: Approx. 128 min. 
AVC-Intra422, VFR ON, 60 fps: Approx. 260 min. 
ProRes 422 HQ VFR ON, 60 fps: Approx. 134 min. 


Recording Time”: AVC-LongGé6: 
(Sub Codec) Approx. 655 min. 


Input Video Signal: 1080/59.94p, 1080/50p, 1080/60p, 1080/23.98PsF, 
1080/24PsF, 1080/25PsF, 1080/29.97PsF, 
1080/59.94i, 1080/50i 


Connector: SDI, DC IN 


*1: Figures are for continuous recording as one clips. Depending on the 
number or clips, the overall recording time may be shorter than the above. 
*2: ProRes is licensed from Apple Inc. Apple ProRes codec is under license 
from Atomos. Atomos is a trademark and copyright of Atomos Global Pty. Ltd. 
*3: Reference value for continuous recording. The recording the may differ 
depending on the scene or the number of clips. 
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VariCam/Cinema Camera Specifications 


AU-EVA1 


General Specification Digital Audio 
Power: DC 7.28 V (battery operation) Recording Audio Format: 
DC 12 V (AC adapter operation) MOV: 48 kHz/24 bit, 2 CH, Linear PCM 


Power Consumption: 19 W (when LCD monitor is used) 
Operating Temperature:0 °C to 40 °C (32°F to 104°F) 


AVCHD: 48 kHz/16 bit, 2 CH, Dolby Audio™ 
18 dB/20 dB (menu switchable) 


Headroom: 


Operating Humidity: 10% to 80% (relative humidity) 
Storage Temperature:-20 °C to 60 °C (-4°F to 140°F) 


Weight: Body: Approx. 1.2 kg (2.65 Ib) 
(excluding accessories) 
Shooting: Approx. 2.05 kg (4.52 Ib) 
(with accessories) 

Dimensions: 135 mm (W) x 133 mm (H) x 170 mm (D) 


(excluding protrusions and accessories) 
(5-5/16 inches x 5-1/4 inches x 6-11/16 inches) 


Camera Unit 
Image Sensor: Super 35 mm, MOS sensor 
Number of Pixels: Total pixels: 
Approx. 20.49 megapixels, 6340 (H) x 3232 (V) 
Effective pixels: 
Approx. 17.25 megapixels, 5720 (H) x 3016 (V) 
Sensor Area and Max Frame Rate: 
S35: 4K/UHD 60 fps/50 fps 
2K/HD 120 fps/100 fps 
4/3-type: 2K/HD 240 fps/200 fps 


Video Output 
SDI OUT: 


BNC x 1, SDI REC REMOTE is supported 

0.8 V [p-p], 75 2, 4K (6G), HD (8G/1.5G) 

Output format (4:2:2 10 bit): 

+ 4096 x 2160: 29.97p, 25p, 24p, 23.98p 

+ 3840 x 2160: 29.97p, 25p, 24p, 23.98p 

* 1920 x 1080: 59.94p, 50p, 59.94i, 50i, 29.97p, 
29.97PsF, 25p, 25PsF, 24p, 24PsF, 23.98p, 23.98PsF 

+ 1280 x 720p: 59.94p, 50p 

RAW output format (10 bit): 

+ 5760 x 3072: 29.97p, 25p, 24p, 23.98p 
(up to 30 fps / 25 fps) 

+ 4096 x 2160: 59.94p, 50p, 29.97p, 25p, 24p, 23.98p 
(up to 60 fps / 50 fps) 

+ 2048 x 1080: 59.94p, 50p, 29.97p, 25p, 24p, 23.98p 
(up to 240 fps / 200 fps) 

HDMI x 1, TypeA, 

HDMI REC REMOTE is supported, 

Viera Link is NOT supported 

Output format (4:2:2 10 bit): 


HDMI: 


Latitude: 14 stop + 4096 x 2160: 59.94p, 50p, 29.97p, 25p, 24p, 23.98p 
Log: V-Log + 3840 x 2160: 59.94p, 50p, 29.97p, 25p, 24p, 23.98p 
Gamma: eV-Look Gamma (2 types) + 1920 x 1080: 59.94p, 50p, 59.94i, 50i, 29.97p, 25p, 
Video Gamma 24p, 23.98p 
Hybrid Log Gamma (HLG) + 1280 x 720: 59.94p, 50p + 720 x 480: 59.94p 
Gamut: V-Gamut (V-Log) Ses pea nn 2:0 8 bi) 
ang : 5 utput format (4:2: it): 
EL SeINgS: [sojimode: ee alae aie a + 4096 x 2160: 59.94p, 50p + 3840 x 2160: 59.94p, 50p 
2500 Base: 1000 to 25600 . 
[dB] mode: (Normal) -12 dB to 8 dB Audio Input/Output 
(High) -8 dB to 20 dB Internal Mic: Stereo microphone 
Shutter Speed: [deg] mode: 3.0 deg to 357.0 deg (0.5 deg step) INPUT1/2: XLR (3-pin) x 2 (INPUT1/2), input high impedance, 
12 presets LINE/MIC/MIC +48 V (menu switchable) 
[sec] mode: 1/24.1 sec to 1/8000 sec (23.98p) MIC: —40 dBu/-50 dBu/-60 dBu (menu switchable) 
12 presets LINE: +4 dBu/O dBu (menu switchable) 
Color Temp: ATW, AWB, 2000 K to 15000 K +10.0 GMg SDI OUT: Linear PCM 2 CH 
12 presets HDMI: Linear PCM 2 CH 
Lens Mount: EF mount PHONES: 3.5 mm stereo mini jack x 1 
Image Stabilization: Electric Image Stabilization (EIS) Speaker: 20 mm diameter, round x 1 


Auto Focus: One push auto focus 
ND Filter: CLEAR, 0.6ND, 1.2ND, 1.8ND, Electrical driven 
IR Cut Filter: USER assignable IR shooting (filter ON/OFF) 


Memory Card Recorder 

Recording Media: SDXC memory card (32 GB to 128 GB), 
SDHC memory card (4 GB to 32 GB) 
UHS-I/UHS-II UHS Speed Class3 is supported, 
Video Speed Class V90 is supported 


Other Input/Output 
TC IN/OUT: BNC x1 for IN/OUT (menu switchable) 

IN: 1.0 V [p-p] to 4.0 V [p-p], 10 kQ 

OUT: 2.0 V [p-p] +0.5 V [p-p], low impedance 
LCD: 40-pin (for connecting LCD monitor) 
REMOTE: 2.5 mm Super Mini Jack 
USB 2.0 (HOST): _ Type-A, 4-pin for Wireless Module (AJ-WM50) 
EF Mounting Contact: 8-pin 


Recording Slot: SD memory card slot x 2 DC IN 12 V: DC 12 V EIAd type 4 
Recording Resolution:4096 x 2160 (4K), 3840 x 2160 (UHD), . 
2048 x 1080 (2K), 1920 x 1080 (FHD), LCD Monitor 
1280 x 720 (HD) Size: 3.5-type LCD monitor (approx. 1,150,000 dots) 
Recording System Frequency: Touch panel 
59.94p, 50p, 29.97p, 25p, 24p, 23.98p (MENU control, Shooting assist functions) 
59.94i, 50i Switches: MIRROR (OFF, B/T, ROTATE) 
Recording Format: Please see page 14 for the 
Recording Format and Recording Time table Hand Grip 


Recording Time: Please see page 14 for the 


Recording Format and Recording Time table 


Mounting Mechanism: 
One touch rotatable/Detachable 


2slot Functions: — Simul Rec, Relay Rec 
Other Rec Functions: Pre Rec, Interval Rec 


REC, MENU, MENU/IRIS multi-dial, 
User switch x 2 


Switches: 


Digital Video 


Included Accessories 


Quantizing: MOV: = 4:2:2 10 bit/4:2:0 8 bit 
AVCHD: 4:2:0 8 bit 

Video Compression Format: 
H.264/MPEG-4 AVC High Profile 


Accessories: Battery (5900 mAh), Battery charger, AC adapter, 
AC cable, Shoulder strap, Microphone holder, 
Microphone holder adapter, LCD monitor (with 
hood and mounting attachment), Handle, Grip, 


Grip belt, Mount cap 


As of September, 2018 


Recording Format and Recording Time 


Format Pixel Main Codec (bps) Frequency Sampling Bit Rate (average) Recording Time (128 GB) i?) 
422AL1-| 400M 29.97p, 24p, 25p, 23.98p 4:2:2 10 bit} 400 Mbps (VBR) | Approx. 40 min. Fa 

4096 x 2160 422LongGOP 150M | 29.97p, 24p, 25p, 23.98p 4:2:2 10 bit | 150 Mbps (VBR) | Approx. 1 hour 50 min. 3 

(4K) 420LongGOP 150M | 59.94p, 50p 4:2:0 8 bit | 150 Mbps (VBR) | Approx. 1 hour 50 min 9 
420LongGOP 100M | 29.97p, 24p, 25p, 23.98p 4:2:0 8 bit | 100 Mbps (VBR) | Approx. 2 hours 40 min. 3 
422ALL-| 400M 29.97p, 25p, 23.98p 4:2:2 10 bit} 400 Mbps (VBR) | Approx. 40 min. Py 

3840 x 2160 422LongGOP 150M | 29.97p, 25p, 23.98p 4:2:2 10 bit | 150 Mbps (VBR) | Approx. 1 hour 50 min. 

(UHD) 420LongGOP 150M_ | 59.94p, 50p 4:2:0 8 bit | 150 Mbps (VBR) | Approx. 1 hour 50 min. 
420LongGOP 100M | 29.97p, 25p, 23.98p 4:2:0 8 bit | 100 Mbps (VBR) | Approx. 2 hours 40 min. 
422ALL-1| 200M 59.94p, 50p 4:2:2 10 bit | 200 Mbps (VBR) | Approx. 1 hour 20 min. 

Nove 422ALL-1 100M 29.97p, 24p, 25p, 23.98p 4:2:2 10 bit] 100 Mbps (VBR) | Approx. 2 hours 40 min. = 

2048 x 1080 422LongGOP 100M __| 59.94p, 50p 4:2:2 10 bit] 100 Mbps (VBR) | Approx. 2 hours 40 min. 9 

(2K) 422LongGOP 50M 29.97p, 24p, 25p, 23.98p 4:2:2 10 bit] 50 Mbps (VBR) | Approx. 5 hours 20 min. FA 
420LongGOP 100M _ | 59.94p, 50p 4:2:0 8 bit | 100 Mbps (VBR) | Approx. 2 hours 40 min. Q 
420LongGOP 50M 29.97p, 24p, 25p, 23.98p 4:2:0 8 bit |50 Mbps (VBR) | Approx. 5 hours 20 min. oy 
422ALL-| 200M 59.94p, 50p 4:2:2 10 bit} 200 Mbps (VBR) | Approx. 1 hour 20 min. 
422ALL-1 100M 29.97p, 25p, 23.98p, 59.94i, 50i | 4:2:2 10 bit] 100 Mbps (VBR) | Approx. 2 hours 40 min. 

4920 x 1080 422LongGOP 100M _ | 59.94p, 50p 4:2:2 10 bit} 100 Mbps (VBR) | Approx. 2 hours 40 min. 

(FHD) 422LongGOP 50M __| 29.97p, 25p, 23.98p, 59.94i, 50i | 4:2:2 10 bit|50 Mbps (VBR) _| Approx. 5 hours 20 min. 
420LongGOP 100M _ | 59.94p, 50p 4:2:0 8 bit | 100 Mbps (VBR) | Approx. 2 hours 40 min. 
420LongGOP 50M 29.97p, 25p, 23.98p 4:2:0 8 bit |50 Mbps (VBR) | Approx. 5 hours 20 min. 

PS 59.94p, 50p 4:2:0 8 bit |25 Mbps (VBR) | Approx. 11 hours 

AeHD hay age PH 23.98p, 59.94i, 50i 4:2:0 8bit | 21 Mbps(VBR) | Approx. 12 hours 30 min. 
HA 59.94i, 50i 4:2:0 8 bit | 17 Mbps (VBR) | Approx. 17 hours 
1280 x 720 (HD) | PM 59.94p, 50p 4:2:0 8 bit | 8 Mbps (VBR) Approx. 35 hours 


* SDXC memory card is required for MOV recording. 


Available Memory Card 


Format Memory Card Type _ Bit Rate or Recording Function Speed Class 
400 Mbps : 
Video Speed Class V60 or faster aS 
2K/FHD VFR Mode* (ALL-| Codec) i=] 
200 Mbps 9 
150 Mbps Video Speed Class V30, 3 
MOV oe 100 Mbps UHS Speed Class 3 or faster 8 
2K/FHD VFR Mode* (LongG Codec) a 
50 Mbps Video Speed Class V10, UHS Speed Class 1, 2 
pI Speed Class 10 or faster 
AVCHD SDHC/SDXC All Speed Class 4 or faster 
“VFR: Variable Frame Rate 
Available Battery Pack 
Battery Voltage and Capacity Charge time*’ Continuous shooting time*” 
r 
AG-VBR859 (Bundled) 7.28 V, 5900 mAh/43 Wh Approx. 3 hours 20 min. Approx. 2 hours 50 min. a 
AG-VBR89G 7.28 V, 8850 mAh/64 Wh Approx. 4 hours Approx. 4 hours 15 min. = 
Ss 
AG-VBR118G 7.28 V, 11800 mAh/86 Wh Approx. 4 hours 40 min. Approx. 5 hours 40 min. mh 
ie} 
=4 
VW-VBD58 7.2 V, 5800 mAh/42 Wh Approx. 5 hours 20 min. Approx. 2 hours 40 min. 
“1: When using bundled battery charger. *2: “Continuous shooting time” is when you use this machine in the following condition [Menu setting is factory 
preset, Have LCD monitor and grip attached, No cable is connected to outputs]. Under other conditions, continuous shootable time becomes shorter. 
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VariCam/Cinema Camera Specifications 


VariCam HS 


General (Combination of AU-V23HS1G and AU-VREC1G) 

Power: DC 12 V (11.0 V- 17.0 V) 

Power Consumption: 90 W (With all optional accessories connected 
and maximum power supplied from each output 
terminal) 

Operating Temperature:0°C to 40°C (32°F to 104°F) 

Operating Humidity: 10 % to 85 % (Relative humidity) 

Storage Temperature: -20°C to 60°C (-4°F to 140°F) 

Weight: Approx. 4.5 kg (Body only) 

Dimensions: 179 mm (W) x 230.5 mm (H) x 347 mm (D) 
(7-1/16 inches x 9-1/16 inches x 13-21/32 inches) 
(Body only, excluding protrusion) 


Camera Module (AU-V23HS1G) 


Proxy 
File Format: MOV 
Video Compression Format: 
H.264/AVC High Profile 
Audio Compression Format: 
LPCM 
Recording Time (1GB)*: 
Approx. 25 min. 


Video Input/Output 


SDI OUT: HD (1.5 G) /3G-SDI: 0.8 V [p-p], 75 Q (1 set, 4 pieces) 
MON OUT1: HD (1.5 G) /3G-SDI: 0.8 V [p-p], 75 Q 
MON OUT2: HD (1.5 G) /3G-SDI: 0.8 V [p-p], 75 Q 
VF SDI: HD (1.5 G) /3G-SDI: 0.8 V [p-p], 75 Q 


Pickup Device: 2/3-type 2.2 megapixels, MOS x 3 


Lens Mount: 2/3-type bayonet Audio Input/Output 
Optical filter: CC filter A: 3200 K, B: 4300 K, C: 5600 K, D: 0.3N AUDIO IN (CH1/CH2): 
ND filter 1: CLEAR, 2: 0.6ND, 3: 1.2ND, 4: 1.8ND XLR x 2, 3-pin, LINE/MIC/MIC+48 V/AES switchable 
Gain Settings: [ISO] mode: ISO 2500 to 12800 MIC IN: XLR x 1, 5-pin 
[dB] mode : 0 dB to 18 dB (3 dB step) PHONES: Stereo mini jack 
Shutter Speed: [deg] mode: 1.0 deg to 360 deg (0.5 deg step) Speaker: 20 mm diameter, round x 1 
[sec] mode: 1/24 sec. to 1/250 sec. 
(when 23.98p mode) Other Input/Output 
Sensitivity: [Gamma: HD] mode: GENLOCK IN: HD (1.5 G) /3G-SDI: 0.8 V [p-p], 75 Q 
F9 (2000 Ix, 3200 K, 89.9 % reflection, 1080/59.94p) TC IN/OUT: BNC x 1, IN/OUT switch selection 
F10 (2000 Ix, 3200 K, 89.9 % reflection, 1080/50p) IN: 0.5 V [p-p] to 8 V [p-p], 10 kQ 
: OUT: 2.0 V [p-p] + 0.5 V [p-p], Low impedance 
Recording Module (AU-VREC1G) DC IN: XLR 4-pin, DC12 V (DC 11.0 V- 17.0 V) 
When used with AU-V23HS1G DC OUT/RS: 4-pin, DC12 V (DC 11.0V- 17.0 V), 
Memory Card Recorder maximum output current 1.0 A 
Recording Media: expressP2 card, P2 card, microP2 card DC OUT: 2-pin, DC12 V (DC 11.0 V- 17.0 V), 
Recording Resolution: maximum output current 1.0 A 
1920 x 1080, 1280 x 720 LENS: 12-pin 
Recording Frame Rate: VF: 14-pin 
Maximum 240p/200p LAN: 100BASE-TX/10BASE-T 


System Frequency: 59.94p, 50p, 29.97p, 25p, 23.98p, 59.94i, 50i 
Recording Format: AVC-Intra444, AVC-Intra200, 
(Main Recorder) AVC-Intra422, AVC-Intra100, 

ProRes 4444 XQ, ProRes 4444, 

ProRes 422 HQ, ProRes 422, ProRes 422 LT 
Recording Format: AVC-Intra422, AVC-Intra100, 
(Sub Recorder) AVC-LongG 50, AVC-LongG 25 
Recording Video Signal: 
1080/59.94p, 50p, 29.97p, 25p, 23.98p, 
59.94i, 50i, 720/59.94p, 50p 
When expressP2 card 512 GB is used* 
Approx. 256 min. (AVC-Intra100, VFR OFF) 
Approx. 64 min. (AVC-Intra100, VFR ON, 200 fps/240 fps) 
Approx. 120 min. (ProRes 422 HQ, VFR ON, 60 fps) 
When microP2 card 64 GB is used*' 


Recording Time: 
(Main Codec) 


Recording Time: 


(Sub Codec) Approx. 64 min. (AVC-Intra100, 25p/29.97p) 
Approx. 128 min. (AVC-LongG50, 25p/29.97p) 
Approx. 256 min. (AVC-LongG25, 25p/29.97p) 

Digital Video 

Quantizing: AVC-Intra2K444, AVC-Intra444: 12 bit 


Others: 10 bit 
Video Compression Format: 
AVC-Intra444, AVC-Intra200, AVC-Intra422, 
AVC-Intra100: 
MPEG-4 AVC/H.264 Intra Profile 
AVC-LongG 50, AVC-LongG 25: 
MPEG-4 AVC/H.264 
ProRes 422 HQ, ProRes 4444: Apple ProRes 


Digital Audio 
Recording Audio Signal: 
48 kHz/24 bit, 4 ch 
Head room 18 dB/20 dB menu switchable 


USB 2.0 (DEVICE): Type B connector, 4-pin 
USB 2.0 (HOST): Type A connector, 4-pin 


Control Panel 
Display Panel: 


LCD, 3.5-type QHD color monitor 
Approx. 1.56 million dots 


Extension Module (AU-VEXT1G) 

Power: DC 12 V (11.0 V-17.0 V) 

Power Consumption:33 W (Body only) 
63 W (With all optional accessories connected 
and maximum power supplied from each output 
terminal) 

Operating Temperature: 0°C to 40°C (32°F to 104°F) 

Operating Humidity:10 % to 85 % (Relative humidity) 

Storage Temperature:—20°C to 60°C (-4°F to 140°F) 


Weight: Camera Extension Module: Approx. 0.95 kg 
Recording Extension Module: Approx. 0.65 kg 
Dimensions: Camera Extension Module: 
121 mm (W) x 143 mm (H) x 73 mm (D) 
(4-13/16 inches x 5-11/16 inches x 2-7/8 inches) 
Recording Extension Module: 
106 mm (W) x 143 mm (H) x 61 mm (D) 
(4-3/16 inches x 5-11/16 inches x 2-7/16 inches) 
Input/Output 
DC IN: XLR 4-pin, DC 12 V (DC 11.0 V - 17.0 V) 
DC OUT: 2-pin, DC 12 V (DC 11.0 V- 17.0 V), 
maximum output current 1.0 A 
EXT: 48-pin 


Electronic HD Color View Finder (AU-VCVF2GJ) 
Display Panel: 0.7-type OLED (Organic Light Emitting Diode) display 


Input Video Signal: 1080/59.94p, 1080/50p, 1080/60p 
Connector: LEMO 14-pin 


* These are reference values for continuous recording. The recording time 
may differ depending on the scene or number of clips. 


Cinema Camera 4K Camcorder HD Camcorder LCD Monitor 


As of September, 2018 


PROFESSIONAL 


AVCHD » sw - LEICA 
Progressive Homi REY MXIDOLBY AUDIO DICOMAR 


AG-DVX200 


Memory Card Camera Recorder 


Integrated Lens System (Optical 13x Zoom) 4/3-type MOS 
SD Memory Card Slot x 2 


New 4/3-type Sensor Opens New Doors 
for Image Production with an Integrated Lens 
4K/60p*' Camera Recorder. 


4/3-type sensor for beautiful bokeh effects and 4K 
resolution. 

12 stops of latitude from V-Log L gamma. 

Variable frame rate HD recording up to 120 fps. 
Nimble mobility with an optical 13x zoom lens and 
intelligent full-auto functions. 

High quality 4K 10-bit 4: 2: 2 images can be output 
via the HDMI terminal. 

Microdrive focus unit provides a high-speed, high- 
precision Intelligent AF. 

Advanced Optical Image Stabilizer (O.1.S.) expand 
correction area with ball OIS system. 

The 5-axis Hybrid Image Stabilizer effects hand- 
shake correction in various directions.*? 

Dual Codec Recording allows images to be 
simultaneously recorded into two different, Main 
UHD*°/FHD and Sub FHD, formats. 

* Two SD Memory Card slots boosts recording 
reliability: Background Recording, Relay Recording, 
Simultaneous Recording, SD Memory Card Copy. 
The manual three rings and other controls are 
specially designed to satisfy professional users. 
Equipped with professional interfaces such as 
3G-SDI out, XLR in and TC preset in/out. 

+ Wireless remote control from an iPad.“* 


*Pictures are the example of the configuration using options. 
*1: Actual recording is UHD (3840 x 2160) 59.94p/50p. 

*2: It does not work in 4K / UHD shooting mode. 

*3: UHD 60p/50p recording mode is not supported. 


FOR PROFESSIONAL 4K SHOOTING 


PROFESSIONAL 


1 93¢ SERIES 


AVCHD »s 


Progressive 


AG-UX180 


Memory Card Camera Recorder 


Integrated Lens System (Optical 20x Zoom) 1.0-type MOS 
SD Memory Card Slot x 2 


4K 60p/50p*' Camcorder featuring the 
Industry’s Widest Angle 24 mm,*® 

20x Optical Zoom and 1.0-type MOS Sensor. 
High-definition, high-sensitivity 1.0-type 

(effective size) MOS sensor. 

4K 24p, UHD 60p/50p, FHD 60p/50p multi-format 
and HD 120 fps (59.94 Hz) /100 fps (50 Hz) super 
slow-motion recording are available. 

New microdrive focus unit provides a high-speed, 
high-precision Intelligent AF. 

Advanced hand-shake correction with increased 
correction area, ball OIS system, and 5-axis Hybrid 
Image Stabilizer. (FHD only) 

Dual Codec Recording allows images to be 
simultaneously recorded into two different, Main 
UHD*3/FHD and Sub FHD, formats. 

Two SD Memory Card slots boosts recording 
reliability: Background Recording, Relay Recording, 
Simultaneous Recording. 

The manual three rings and other controls are 
specially designed to satisfy professional users. 
Equipped with professional interfaces such as 
3G-SDI out, XLR in and TC preset in/out. 
Wireless remote control from an iPad.** 


se - LEICA 
Hom Xe y CODOLBY AUDIO’ Ooivsn 


*4: iOS 7.1, iOS 8.1, and iOS 9 are supported. The optional AJ-WM30/WM50 Wireless Module is required for wireless connection. 
*5: Equivalent to 35mm under 4K 24p (aspect ratio of 17:9) Wide angle 24mm is the widest in the industry for a camcorder with integrated lens. 


(As of September 2018, according to Panasonic survey.) 
*6: 35mm film camera equivalent in FHD mode. 35.4mm in UHD mode. 


*7: 60 Hz area model: UHD 30p/24p, FHD 60p. 50 Hz area model: UHD 25p, FHD 50p. 


As of September, 2018 


Bene qocoicc 4K (UHD) /FHD Camcorder with a Wide-Angle 


FOR PROFESSIONAL 4K SHOOTING 24.5 mm*, 15x Optical Zoom Lens and 
1.0-type MOS Sensor. 


* High-definition 1.0-type MOS sensor. 

+ UHD 30p (25p*’) /24p, FHD 60p (50p*’) multi-format 
recording are available. 

* High bit rate 50 Mbps mode for FHD image 
recording. 

+ New microdrive focus unit provides a high-speed, 

high-precision Intelligent AF. 

Advanced hand-shake correction with increased 

correction area, ball OIS system, and 5-axis Hybrid 


(ec sens] Image Stabilizer. (FHD only) 
* Two SD Memory Card slots boosts recording 
ae Hom 32 [DOLBY AUDIO’ TEIED reliability: Relay Recording, Simultaneous 
Recording. 
* The manual three rings and other controls are 
AG-UX90 specially designed to satisfy professional users. 


Memory Card Camera Recorder Pro-level functions and design, including XLR audio 


Integrated Lens System (Optical 15x Zoom) 1.0-type MOS input. 


Wireless remote control from an iPad.** 


4K Camcorder Comparison Table 
Pe AG-DvX200_ | AG-UXISD | AG-UXQD 
speared Miew (FHP) 28 mm to 365.3 mm/x13 24 mm to 480 mm/x20 25.4 mm to 367.5 mm/x15 
i.Zoom/Digital Zoom v vi v 
5-Axis Hybrid Image Stabilizer v v v 
Manual Three Rings v v v 
Intelligent AF v v v 
Custom AF v v v 
Expand/Peaking v v v 
One-Push AF v v v 
Manual Focus Assist v v - 
Focus Transition v v - 
Area Function v v v 
Image Sensor 4/3-type MOS 1.0-type (effective size) MOS 1.0-type MOS 
Gamma V-Log L + 8 mode 8 mode 8 mode 
16-Axis Independent Color Correction sf v _ 
IR (Infrared) Shooting in Vv ¥ as 
Dark Places 
Skin Detail/Master Detail v v v 
Variable Frame Rate FHD: 2 fps to 120 fps FHD: 2 fps to 60 fps FHD: 2 fps to 60 fps 
Super Slow — HD: 120 fps —_ 
Recording Format 4K/UHD/FHD/HD/SD 4K/UHD/FHD/HD/SD UHD/FHD/HD/SD 
Relay/Simultaneous Recording v v v 
Background Recording v v — 
Dual Codec Recording v v - 
Pre Rec/Interval Rec v v v 
Time Stamp v v v 
16 bit PCM Audio v v v 
XLR Microphone /Line Input Vi v v 
. 4.3-type 3.5-type 3.5-type 
LCD'Monitor (Approx. 2,760,000 dots) (pprox. 1,450,000 eis) (Abpren 1150 ooo dats) 
Wiewnnden 0.39-type OLED 0.39-type OLED 0.24-type LCD 
(Approx. 2,360,000 dots) (Approx. 2,360,000 dots) (Approx. 1,560,000 dots) 
User Buttons 9 buttons on the body, 9 buttons on the body, 9 buttons on the body, 
4 buttons on the touch screen 4 buttons on the touch screen 4 buttons on the touch screen 
ND Filters v v v 
SDI OUT v v = 
HDMI OUT v v v 
TC PRESET v v = 
USB (HOST/DEVICE) v v v 
REMOTE v v v 
iPad Remote v v v 
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4K Camcorder Features and Functions 


4K lens and 4K Image Sensor 


LEICA DICOMAR 4K Zoom Lens 


e LEICA DICOMAR: The lenses have passed the stringent 
quality standards of Leica Camera AG. A multi-coating 
process minimizes ghosts and flaring. 


* Leica is a registered trademark of Leica Microsystems IR GmbH. 

* DICOMAR is a registered trademark of Leica Camera AG. 

* LEICA DICOMAR products are manufactured using Leica-certified 
measuring instruments and quality assurance systems based on rigorous 
quality standards approved by Leica Camera AG. 


e Wide Angle Zoom: Its enable wide-angle and minimal- 
distortion shooting without the use of a conversion lens 
and allows shooting in a vehicle or room. The AG-UX180 
achieves 24 mm” wide-angle and 20x zoom ratio. 


High Quality 4K Image Sensor 


The AG-DVX200 features a 4/3-type, large format MOS 
sensor. It creates highly attractive Bokeh effects by 
blending 4K resolution with shallow depth of field. 

The AG-UX180/UX90 feature a 1.0-type MOS sensor 
provides an appropriate depth of field and excellent 
balance between image quality and sensitivity. 


i.Zoom in Super-High Resolution 


In FHD shooting modes, the i.Zoom function increases the 
zooming capability while maintaining high resolution. 


Digital Zoom (2x, 5x or 10x) 


Using the optical zoom and i.Zoom* (in FHD) together, it 
gives you supertelephoto magnification without dropping in 
light intensity. 


Advanced Optical Image Stabilizer (0.1.S.) 


The correction area has been expanded to the 
conventional model. This provides powerful correction 
even in unstable shooting situations. The ball OIS system 
reduces wear on the drive section, and greatly improves 
correction for small amplitude hand-shake. 


5-Axis Hybrid Image Stabilizer [in FHD] 


In HD shooting modes, by using hand-shake correction 
that combines the effects of both optical and electronic 
image stabilization, hand-shake in various directions, 

including the rotary direction, is detected and corrected. 


Manual Three Rings 


All models feature manual three rings for Zoom, Focus and 
Iris control. Precise operation is possible by this function. 


An image shot using the wide angle.(AG-UX180/UX90) 


Applicable function varies depending on the models. Please see page 18 for details. 


High-Speed AF, Various Picture Adjustment 


High-Speed, High-Precision Intelligent Auto Focus 


The Micro Drive Focus unit achieves high focusing speed, 
tracking performance and stability in 4K. 


Custom AF Function 


Auto focus operation can be customised by adjusting the 

AF Speed, AF Sensitivity and AF Area Width. This function 
enables the AF to operate exactly as intended by the user 
in accordance with the subject type or application. 


Focus Assist 


e Expand and Peaking: Expand (enlargement)”* or Peaking 
(colored emphasis of focus point) is displayed to assist 
manual focusing. Its can also be displayed simultaneously. 
e One-Push AF: This function temporarily activates Auto 
Focus when shooting in manual focus mode. 

e Manual Focus Assist**: Focus is automatically adjusted 
after you adjust it with the focus ring. (AG-DVX200/UX180) 
° Focus Transition: The focus can be shifted to a preset 
position with a single touch. (AG-DVX200/UX180) 

e Area Function: Auto Focus, Auto Iris or Brightness 
Display with just a touch on the LCD panel. 


V-Log L Gamma/8-Mode Gamma 


e V-Log L gamma: The AG-DVX200 features a 12-stop 
wide dynamic range of V-Log L gamma that is equivalent 
to the V-Log and curve characteristics provided on the 
Cinema VariCam Series. 

e 8-Mode gamma: All models are equipped with eight 
selectable gamma modes, including Cine-Like Gamma. 


Creative Image Adjustment Functions 


© 16-Axis Independent Color Correction: It enables color 
matching of multiple cameras as well as creative image 
rendering. (AG-DVX200/UX180) 

e Skin Detail: Makes skin colors appear soft and beautiful. 
+ Master Detail: Adjusts the overall degree of contour 
enhancement. 

° Scene Files: Six files preset with picture quality settings 
are provided as Scene Files. You can change any of the 
settings as desired and store as Custom Files. 


IR (Infrared) Shooting in Dark Places 


IR shooting is possible by turning the IR REC ON*. 
Images can be captured in dark places by using an IR light 
(commercially available). (AG-DVX200/UX180) 


Ball OIS System 
las 


AG-UX180/UX90 
Correction Area, 


Expanded to 
Approximately 


900% 


General Pro Camera Recorder” 
Correction Area 


*Comparison with AG-AC160A 


— hand-shake 


OIS Lens Unit 


Sn 


Advanced hand-shake correction (AG-UX180/UX90) 


4K/High Frame Rate Shooting 


4K/UHD/FHD/SD Multi-Format Recording 


MOV (QuickTime), MP4 and AVCHD file formats are 
supported. The variety of recording modes with selectable 
image quality, frame rate and bit rate settings respond to a 
wide range of applications, from cinema production to 
online distribution. 

*Applicable recording modes varies depending on the models. 


High Frame Rate and Variable Frame Rate 


e AG-DVX200: High frame rate of up to 60 fps at UHD. 
Variable frame rate of 2 to 120 fps at FHD.*° 

¢ AG-UX180: High frame rate of maximum 120 fps at HD. 
Variable frame rate of 2 to 60 fps at FHD.*° 

e AG-UX90: Variable frame rate of 2 to 60 fps at FHD.*® 


Double SD Memory Card Slots 


Two SD card slots are provided. This enables below 
recording functions that ensure high operability and high 
recording reliability. 

e Relay Rec.: Automatically records continuously*’ “Slot to 
Slot”. Images can be recorded for many hours. 

¢ Simultaneous Recording: Identical data is recorded onto 
cards in both slots. 

¢ Background Rec.: Records Rec Start/Stop-controlled 
data in Slot 1, and records all data, even when Slot 1 is 
stopped, in Slot 2. (AG-DVX200/UX180) 

¢ Dual Codec Rec.: This function records images 
simultaneously into two different formats, Main (UHD or 
FHD) and Sub FHD. Sub-recording files can be used for 
preview, off-line editing and online transmission, thus 
improving the workflow efficiency. (AG-DVX200/UX180) 


Other Recording Functions 


e Pre Rec: This function constantly caches few seconds of 
video and audio data prior to Rec Start, so the data can be 
recovered in case there is a delay in pressing Rec Start. 

e Interval Rec: Records intermittently based on a set 
interval time of 1 sec, 10 sec, 30 sec, 1 minute or 2 
minutes. 

e Freeze Frame: Still lmage can be recorded together with 
audio. This function is convenient when moving the camera 
to a different location or when shooting a different scene. 

¢ Time Stamp: The date and time can be stamped onto 
recorded images. 


By moving the Micro Drive Focus Unit minutely and quickly, highly 
precise AF performance is also achieved when shooting in 4K or 
shooting with a shallow depth of field. 


The Micro Drive Focus achieves highly precise AF performance 
(AG-DVX200/UX180/UX90) 


As of September, 2018 


Professional Function and Design 


16-bit PCM Professional Audio 


¢ High-Quality Audio Recording: All models record two 
audio channels using either the 16-bit linear PCM (MOV/ 
MP4) or Dolby Audio (AVCHD). 

e XLR AUDIO IN: Equipped with two channels of XLR 
audio input (with switchable 48 V phantom power supply, 
MIC and LINE), manual audio volume and OSD level meter. 


Touch-panel LCD/EVF 


eLCD Monitor: The monitor LCD built into the handle 
section can be pulled out and turned 270 degrees in the 
vertical direction. The touch panel function can be used for 
menu setting and area functions. It can be display WFM 
(AG-DVX200/UX180), ZEBRA, Marker (Y Level) and Level 
Gauge. 

e EVF: The viewfinder features a high-resolution display for 
excellent color reproduction. 


Shooting Assist Functions 


e User Buttons: Any of the various functions can be allocated. 
¢ ND Filters: OFF, 1/4, 1/16, 1/64. 

¢ Gain Selector: Select from 3-position (L/M/H) allocation. 
e AWB Selector: Two-value (A/B) memory and presets 
(3200/5600/VAR) can be selected. 


Professional Interfaces 


e SDI OUT: Panasonic recorders equipped with SDI input 
can be linked to the Rec Start/Stop function of the camera. 
(AG-DVX200/UX180) 

¢ HDMI OUT: Digital outputs support 4K/UHD. 

¢ TC PRESET IN/OUT: Time code synchronization is 
possible for two cameras. (AG-DVX200/UX180) 

e USB: Connection with PC/external storage are possible. 
¢ REMOTE: Wired remote operation of iris, focus, Zoom 
and REC start/stop are possible. 

e iPad Remote Control: The AG ROP app for iPad"? is 
available free of charge from the Apple App Store. 

It enables wireless remote control of Panasonic 4K 
cameras with installation of a wireless module (optional 
AJ-WM50 or AJ-WM30). 

“1: Equivalent to 35mm, in 4K 24p (17:9 aspect ratio). 25.4 mm in UHD/FHD 
(16:9 aspect ratio). *2: The higher the magnification, the greater the image 
quality degradation. *3: The part to be expanded is designated by touching 
the screen. *4: Not operable in combination with VFR or wired remote 
controller. *5: When the IR REC is ON, iris, gain, and shutter speed are 
automatically adjusted. *6: Selective mode differs by product. *7: Recording 
can continue across multiple SD Memory Cards. However, each time the file 
reaches 96 GB, it will be split into two files, but the recording continues. If 
the Relay recording time reaches 10 hours, shooting will temporarily stop, 


and then automatically restart a few seconds later. 
*8: iOS 7.1, iOS 8.1, and iOS 9 are supported. 


Double SD Memory Card Slots (an example of AG-DVX200) 
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4K Camcorder Specifications 


AG-DVX200 


General 


Power: DC 7.2 V (when the battery is used) 

DC 12 V (when the AC adaptor is used) 
Power Consumption: 21.7 W 
Operating Temperature:0°C to 40°C (32°F to 104°F) 
Operating Humidity: 10 % to 80 % (no condensation) 
Weight: Approx. 2.7 kg (5.95 Ib) 
(body only, excluding lens hood, battery, 
and accessories) 
Approx. 3.1 kg (6.84 Ib) 
(including lens hood, battery, and eye cup) 
181 mm (H) x 216 mm (W) x 374 mm (D) 
(excluding protrusion and eye cup) 
(7-1/8 inches x 8-1/2 inches x 14-23/32 inches) 


Dimensions: 


Camera Unit 


Pickup Device: 4/3-type MOS 

Effective Pixcels: FHD (1920 x 1080): 15.49 megapixel 
UHD (3840 x 2160) 59.94p/50.00p: 8.71 megapixel 
UHD (3840 x 2160) 29.97p/25p.00: 12.89 megapixel 
4K (4096 x 2160) 24p: 13.35 megapixel 

Lens: Optical image stabilizer lens, 

motorized/manual mode switching, 13x zoom 
F2.8 to F4.5 (f=12.8 mm to 167 mm) 

35 mm equivalent: 

FHD: 28.0 mm to 365.3 mm 

UHD 59.94p/50.00p: 37.2 mm to 485.1 mm 
UHD 29.97p/25.00p: 30.6 mm to 398.7 mm 
4K 24p: 29.5 mm to 384.9 mm 

Filter Diameter: 72mm 

ND Filter: OFF, 1/4, 1/16, 1/64 

IR Filter: Incorporates the ON/OFF control function 

Shortest Shooting Distance (M.O.D.): 

Approx. 1.0 m from the front lens 

L/M/H selector switch 

-6 dB to -1 dB, 0 dB to 24 dB (Adjustable in 

1 dB steps. Negative gain values are 

available only when [EXPAND] is enabled, and 

the automatic setting can be assigned to L/M/H.) 

30 dB and 36 dB switched 

(when assigning [S.GAIN] to the USER button) 

Color Temperature Setting: 

ATW, ATW LOCK, Ach, Bch, preset 3200 K/ 

preset 5600 K/VAR (2000 K to 15000 k) 

When [SYSTEM MODE] = 59.94 Hz 

+ 60i/60p mode: 1/60 sec., 1/100 sec., 

1/120 sec., 1/180 sec., 1/250 sec., 1/350 sec., 

1/500 sec., 1/750 sec., 1/1000 sec.,1/1500 sec., 

1/2000 sec., 1/3000 sec., 1/4000 sec.,1/8000 sec. 

30p mode: 1/30 sec.,1/50 sec.,1/60 sec., 

1/100 sec., 1/120 sec., 1/180 sec., 1/250 sec., 

1/350 sec., 1/500 sec., 1/750 sec., 1/1000 sec., 

1/1500 sec., 1/2000 sec., 1/3000 sec., 

1/4000 sec., 1/8000 sec. 

24p mode: 1/24 sec., 1/48 sec., 1/50 sec., 

1/60 sec., 1/100 sec., 1/120 sec., 1/180 sec., 

1/250 sec., 1/350 sec., 1/500 sec., 1/750 sec., 

1/1000 sec., 1/1500 sec., 1/2000 sec., 

1/3000 sec., 1/4000 sec., 1/8000 sec. 

When [SYSTEM MODE] = 50 Hz 

+ 50i/50p mode: 1/50 sec., 1/60 sec., 1/100 sec., 
1/125 sec., 1/180 sec., 1/250 sec., 1/350 sec., 
1/500 sec., 1/750 sec., 1/1000 sec., 

1/1500 sec., 1/2000 sec., 1/3000 sec., 
1/4000 sec., 1/8000 sec. 

+ 25p mode: 1/25 sec., 1/50 sec., 1/60 sec., 
1/100 sec., 1/125 sec., 1/180 sec., 1/250 sec., 
1/350 sec., 1/500 sec., 1/750 sec., 1/1000 sec., 
1/1500 sec., 1/2000 sec., 1/3000 sec., 

1/4000 sec., 1/8000 sec. 


Gain Setting: 


Super Gain: 


Shutter Speed: 


Shutter Speed: When [SYSTEM MODE] = 59.94 Hz 
(Slow) + 60i/60p mode: 1/2 sec., 1/4 sec., 1/8 sec., 
1/15 sec., 1/30 sec. 
+ 30p mode: 1/2 sec., 1/4 sec., 1/8 sec., 1/15 sec. 
+ 24p mode: 1/2 sec., 1/3 sec., 1/6 sec., 1/12 sec. 
When [SYSTEM MODE] = 50 Hz 
+ 50i/50p mode: 1/2 sec., 1/3 sec., 1/6 sec., 
1/12 sec., 1/25 sec. 
+ 25p mode: 1/2 sec., 1/3 sec., 1/6 sec., 1/12 sec. 
Shutter Speed: When [SYSTEM MODE] = 59.94 Hz 
(Synchro Scan) + 60i/60p mode: 1/60.0 sec. to 1/249.8 sec. 
+ 30p mode: 1/30.0 sec. to 1/249.8 sec. 
+ 24p mode: 1/24.0 sec. to 1/249.6 sec. 
When [SYSTEM MODE] = 50 Hz 
+ 50i/50p mode: 1/50.0 sec. to 1/250.0 sec. 
+ 25p mode: 1/25.0 sec. to 1/250.0 sec. 
Shutter Open Angle: 5.0 deg to 180.0 deg to 360.0 deg 
(in 0.5 deg steps, angle display) 
VFR Recording Frame Rate: 
When [SYSTEM MODE] = 59.94 Hz 
+ 60p mode: 2, 15, 30, 40, 55, 58, 60, 62, 65, 75, 
90, and 120 (frames per second) 
+ 30p mode: 2, 15, 26, 28, 30, 32, 34, 45, 60, 75, 
90, and 120 (frames per second) 
+ 24p mode: 2, 12, 18, 20, 22, 24, 26, 28, 30, 36, 
48, 60, 72, 84, 96, and 120 (frames per second) 
When [SYSTEM MODE] = 50 Hz 
+ 50p mode: 2, 12, 25, 33, 45, 48, 50, 52, 55, 62, 
75, 100, and 120 (frames per second) 
+ 25p mode: 2, 12, 21, 23, 25, 27, 30, 37, 50, 62, 
75, 100, and 120 (frames per second) 
When [HIGH SENS.] mode 
F11 (2,000 Ix, 3,200 K, 89.9 % reflect, 1080/59.94i) 
F12 (2,000 Ix, 3,200 K, 89.9 % reflect, 1080/50i) 
Minimum Subject Illumination: 
0.2 Ix (F2.8, gain 18 dB, [1/2S.], 
Manual slow shutter, [HIGH SENS.] mode) 


Sensitivity: 


Digital Zoom: x2/x5/x10, i.Zoom 
(1.0x to 1.54x, Variable zoom) 
Lens Hood: Hood with lens cover 


Memory Card Recorder 
Recording Media*': SDHC Memory Card (4 GB to 32 GB), 
SDXC Memory Card (48 GB to 128 GB), 
UHS-I supported 
Recording Slot: Slot x 2 
System Format: 59.94 Hz / 50 Hz 
Video Recording Format: 
Recording Format: MOV, MP4, AVCHD 
Recording Mode: Please see page 22 for the Video record mode table. 
Recording Time: Please see page 26 for the Recording Time table. 
Still Picture Recording Format: 
JPEG (DCF/Exif2.2) supported 
8.8M: 4096 x 2160 (17:9), 8.3M: 3840 x 2160 (16:9), 
2.1M: 1920 x 1080 (16:9), 0.9M: 1280 x 720 (16:9), 
0.2M: 640 x 360 (16:9), 0.3M: 640 x 480 (4:3) 


Digital Video 
External Output Video Signal**: 
8 bit 4:2:2/10 bit 4:2:2 (switchable menu) 
Recording Video Signal: 
8 bit 4:2:0 
Video Compression Format: 
MPEG-4 AVC/H.264 High Profile 
(MOV/MP4/AVCHD) 


Digital Audio 
Recording Audio Signal: 
48 kHz/16 bit, 2 CH 


Audio Compression Format: 
LPCM (MOV/MP4) Dolby Audio (AVCHD) 
Headroom: 12 dB 


As of September, 2018 


Dual Codec Monitor/Viewfinder 
File Format: MOV, MP4 LCD Monitor: 4.3-type HD color monitor (Approx. 2760000 dots) 
Video Compression Format: Viewfinder: 0.39-type OLED (organic EL display) 


MPEG-4 AVC/H.264 High Profile 
Audio Compression Format: 
LPCM 

Recording Format: When [Dual Codec] = FHD 50 Mbps 
[Main Recording Side] 
Recording mode = MOV/MP4 
+UHD/29.97p/25.00p/23.98p 100 Mbps 
[Sub Recording Side] 
Recording mode = Same as the recording 
mode of the Main Recording Side 
+FHD/29.97p/25.00p/23.98p 50 Mbps 
When [Dual Codec] = FHD 8Mbps. 
[Main Recording Side] 
Recording mode = MOV/MP4 
+UHD/29.97p/25.00p/23.98p 100 Mbps 
+FHD/59.94p/50.00p/29.97p/25.00p/23.98p 
200 Mbps 
+FHD/59.94p/50.00p 100 Mbps 
[Sub Recording Side] 
Recording mode = MOV 
+FHD/59.94p/50.00p/29.97p/25.00p/23.98p 8 Mbps 


Video Input/Output 


SDI OUT: BNC x1, 0.8 V [p-p], 75 2, 3 G/1.5 G HD SDI, 
SD-SDI supported 

Output format: 

1080/59.94p LEVEL-A/50.00p LEVEL-A, 
1080/29.97PsF/25.00PsF/24.00PsF/23.98PsF, 
1080/59.94i/50.00i, 720/59.94p/50.00p, 
480/59.94i, 576/50.00i 

BNC x 1, Composite 1.0 V [p-p], 75 Q 

HDMI x 1 (HDMI type A terminal, not compatible 
with VIERA Link) 

Output format: 
2160/59.94p/50.00p/29.97p/25.00p/24.00p/23.98p, 
1080/59.94p/50.00p/29.97p/25.00p/24.00p/ 
23.98p/59.94i/50.00i, 

720/59.94p/50.00p, 480/59.94p, 576/50.00p 


VIDEO OUT: 
HDMI OUT: 


Audio Input 


Built-in Microphone: Stereo microphone 


XLR IN: XLR (3-pin) x 2 (INPUT1, INPUT2) 
Input high impedance, LINE/MIC/MIC+48 V 
(switchable SW) 
LINE: 4 dBu/O dBu (switchable menu) 
MIC: -40 dBu/-50 dBu/-60 dBu (switchable menu) 


Audio Output 


(Approx. 2360000 dots, 
video display area: Approx. 1770000 dots) 


Included Accessories 

Battery (VW-VBD58), Shoulder strap, Battery charger, 

Microphone holder, AC adaptor, Screw for microphone holder 

(12 mm), Power code x 2, Eye cup, Lens hood, INPUT terminal cap, 
CD-ROM (Operating Instructions) 


*1: An SD Memory Card with a capacity of UHS Speed Class 3 (U3) is 
required to shoot videos with a bit rate of 100 Mbps or higher. An SDXC 
Memory Card with a capacity of 64 GB or more and UHS Speed Class 3 
(U3) is required to shoot UHD 2160/59.94p/50.00p videos with a bit rate of 
150 Mbps or higher. 

*2: HDMI output of UHD/59.94p/50.00p becomes 8 bit 4:2:0. Also, when 10 
bit 4:2:2 is selected, recording is not possible with the main unit. 

*3: “External media device with a capacity of 32 GB or below or a capacity 
above 2 TB cannot be used. 


ll Video Recording Mode 
When System Frequency is 59.94 Hz 


Recording Mode Recording Format Bit Rate 


4k | 4096 x 2160/24.00p 100 Mbps 
3840 x 2160/59.94p 150 Mbps 
UHD 3840 x21 60/29.97p/23.98p | 100 Mbps 
oo so poa oes (ALL-1) | 200 Mbps 
FHD | 1920 x 1080/59.94p 100 Mbps 
aie Hr aeasalesios 50 Mbps 
PS | 1920 x 1080/59.94p 25 Mbps 
PH | 1920 x 1080/59.94i/23.98p —_| 21 Mbps 
HA | 1920 x 1080/59.94i 17 Mbps 
AVCHD HE | 1440 x 1080/59.94i 5 Mbps 
PM | 1280 x 720/59.94p 8 Mbps 
720 x 480/59.941 
SA | (SIDE CROP/LETTERBOX/ | 9 Mbps 
SQUEEZE) 


SDI OUT: 2 CH (LPCM) switchable gain: 0 dB/-6 dB/-12 dB 
HDMI OUT: 2 CH (LPCM) 
Audio OUT: 3.5 mm diameter stereo mini jack x 1, 
Output level: 600 Q, 316 mV 
Headphone: 3.5 mm diameter stereo mini jack x 1 
Speaker: 20 mm diameter, round x 1 
Other Input/Output 
CAM REMOTE: 2.5 mm diameter super mini jack x1 (ZOOM, S/S) 


3.5 mm diameter mini jack x1 (FOCUS, IRIS) 


TC PRESET IN/OUT: BNC x 1, 
Used as the input and output terminals 
Input: 1.0 V to 4.0 V [p-p], 10 kQ 
Output: 2.0 V +0.5 V [p-p], low impedance 


USB HOST: Type A connector, 9-pin, bus power supported 
In Recording mode; USB 2.0 compatible (5 V, 0.5 A) 
In Playback mode; USB 3.0 compatible (5 V, 0.9 A), 


used for external media device connection** 


USB DEVICE: Micro-B connector, 10-pin, USB 3.0, 


Mass storage function (read only) 


DC IN 12 V: DC 12 V (11.4 V to 12.6 V), EIAJ type 4 


When System Frequency is 50.00 Hz 


Recording Mode Recording Format Bit Rate 


4K | 4096 x 2160/24.00p 100 Mbps 
3840 x 2160/50.00p 150 Mbps 
VHD 3840 x 2160/25.00p 100 Mbps 
pou sens 008 (ALL) 200 Mbps 
FHD | 1920 x 1080/50.00p 100 Mbps 
srigoces Casi 50 Mops 
PS | 1920 x 1080/50.00p 25 Mbps 
PH | 1920 x 1080/50.00i 21 Mbps 
HA | 1920 x 1080/50.00i 17 Mbps 
AVCHD HE | 1440 x 1080/50.00i 5 Mbps 
PM | 1280 x 720/50.00p 8 Mbps 
720x576/50.00i 
SA | (SIDE CROP/LETTERBOX/ | 9 Mbps 
SQUEEZE) 
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4K Camcorder Specifications 


AG-UX180 


General 


Power: DC 7.28 V (when the battery is used) 
DC 12 V (when the AC adaptor is used) 


Power Consumption: 19.7 W (when the LCD monitor is used) 


Operating Temperature:0 °C to 40 °C (32 °F to 104 °F) 


Operating Humidity: 10 % to 80 % (no condensation) 


Weight: Body: Approx. 2.0 kg (4.41 Ib) 
(body only, excluding lens hood, battery, 
and accessories) 
Shooting: Approx. 2.4 kg (5.29 Ib) 
(including lens hood, battery, and eye cup) 


Dimensions: 173 mm (W) x 195 mm (H) x 346 mm (D) 
(6-13/16 inches x 7-11/16 inches x 13-5/8 inches) 
(excluding protrusion and eye cup) 

173 mm (W) x 195 mm (H) x 392 mm (D) 
(6-13/16 inches x 7-11/16 inches x 15-7/16 inches) 


(including eye cup, excluding protrusion) 


Camera Unit 


Pickup Device: 1.0-type (effective size) 


MOS solid state image sensor 


Effective Pixels: 8.79 megapixel: UHD/FHD 59.94p/29.97p/23.98p 


9.46 megapixel: 4K 24p 


Shutter Speed: When [SYSTEM MODE] = 59.94 Hz 

(Slow Shutter) 60i/60p mode: 1/2 sec., 1/4 sec., 1/8 sec., 
1/15 sec., 1/30 sec., 
30p mode: 1/2 sec., 1/4 sec., 1/8 sec., 1/15 sec. 
24p mode: 1/2 sec., 1/3 sec., 1/6 sec., 1/12 sec. 
When [SYSTEM MODE] = 50.00 Hz 
50i/50p mode: 1/2 sec., 1/3 sec., 1/6 sec., 
1/12 sec., 1/25 sec. 
25p mode: 1/2 sec., 1/3 sec., 1/6 sec., 1/12 sec. 

Shutter Speed: When [SYSTEM MODE] = 59.94 Hz 

(Synchro Scan) 59.94i/59.94p mode: 1/60.0 sec. to 1/249.7 sec. 
29.97p mode: 1/30.0 sec. to 1/249.7 sec. 
23.98p mode: 1/24.0 sec. to 1/249.6 sec. 
24.00p mode: 1/24.0 sec. to 1/249.9 sec. 
When [SYSTEM MODE] = 50.00 Hz 
50i/50p mode: 1/50.0 sec. to 1/250.0 sec. 
25p mode: 1/25.0 sec. to 1/250.0 sec. 

VFR Recording Frame Rate: 
When [SYSTEM MODE] = 59.94 Hz 
30p mode: 2, 15, 26, 28, 30, 32, 34, 45, 60 (fps) 
24p mode: 2, 12, 20, 22, 24, 26, 28, 36, 48, 60 (fps) 
SYSTEM MODE = 50.00, Hz 
25p mode: 2, 12, 21, 23, 25, 27, 30, 37, 50 (fps) 


Lens: Optical image stabilizer lens, 

optical 20x motorized zoom 

F2.8 to F4.5 (f=8.8 mm to 176 mm) 

35 mm equivalent: 

f=25.4 mm to 508.0 mm: 

UHD/FHD 59.94p/29.97p/23.98p 

f=24.0 mm to 480.0 mm: 4K24.00p 

Filter Diameter: 67 mm 

ND Filter: 4 Positions (OFF, 1/4, 1/16, 1/64) 

IR Filter: Incorporates the ON/OFF control function 
Shortest Shooting Distance (M.O.D.): 

Approx. 1.0 m from the front lens 

L/M/H selector switch 

Standard mode: 0 dB to 24 dB 

(Adjustable in 1 dB steps) 

(Automatic setting can be assigned to L/M/H) 
Extended ON: -3 dB to 24 dB 

(Adjustable in 1 dB steps) 

(Automatic setting can be assigned to L/M/H) 
30 dB and 36 dB switched 

(when assigning [S. GAIN] to the USER button) 
Color Temperature Setting: 

ATW, ATW LOCK, Ach, Bch, 

preset 3200 K/preset 5600 K/VAR 

(2000 K to 15000 k) 

When [SYSTEM MODE] = 59.94 Hz 

60i/60p mode: 1/60 sec., 1/100 sec., 1/120 sec., 
1/180 sec., 1/250 sec., 1/350 sec., 1/500 sec., 
1/750 sec., 1/1000 sec., 1/1500 sec., 1/2000 sec., 
1/3000 sec., 1/4000 sec., 1/8000 sec. 

30p mode: 1/30 sec., 1/50 sec., 1/60 sec., 
1/100 sec., 1/120 sec., 1/180 sec., 1/250 sec., 
1/350 sec., 1/500 sec., 1/750 sec., 1/1000 sec., 
1/1500 sec., 1/2000 sec., 1/3000 sec., 

1/4000 sec., 1/8000 sec. 

24p mode: 1/24 sec., 1/48 sec., 1/50 sec., 

1/60 sec., 1/100 sec., 1/120 sec., 1/180 sec., 
1/250 sec., 1/350 sec., 1/500 sec., 1/750 sec., 
1/1000 sec., 1/1500 sec., 1/2000 sec., 

1/3000 sec., 1/4000 sec., 1/8000 sec. 

When [SYSTEM MODE] = 50.00 Hz 

50i/50p mode: 1/50 sec., 1/60 sec., 1/100 sec., 
1/125 sec., 1/180 sec.,1/250 sec., 1/350 sec., 
1/500 sec., 1/750 sec., 1/1000 sec., 1/1500 sec., 
1/2000 sec., 1/3000 sec., 1/4000 sec., 1/8000 sec. 
25p mode: 1/25 sec., 1/50 sec., 1/60 sec., 
1/100 sec., 1/125 sec., 1/180 sec., 1/250 sec., 
1/350 sec., 1/500 sec., 1/750 sec., 1/1000 sec., 
1/1500 sec., 1/2000 sec., 1/3000 sec., 

1/4000 sec., 1/8000 sec. 


Gain Setting: 


Shutter Speed: 


23 


Super-Slow Motion Recording: 
When [SYSTEM MODE] = 59.94 Hz 
Shooting frame rate FHD 120 fps, 
Slow motion effect 1/4 speed (when 30p mode), 
1/5 speed (when 24p mode) 
When [SYSTEM MODE] = 50.00 Hz 
Shooting frame rate FHD 100fps, 
Slow motion effect 1/4 speed (when 25p mode) 
Sensitivity: When [HIGH SENS.] mode 
F11 (2000 Ix, 3200 K, 89.9 % reflect, 1080/59.94i) 
F12 (2000 Ix, 3200 K, 89.9 % reflect, 1080/50i) 
Minimum Subject Illumination: 
0.2 Ix (F2.8, gain 18 dB, Manual slow shutter 1/2S, 
When [HIGH SENS.] mode) 
2x/5x/10x, i.Zoom (max. 30x) 
Hood with lens cover 


Digital Zoom: 
Lens Hood: 


Memory Card Recorder 
Recording Media:*! SDHC Memory Card (4 GB to 32 GB), 
SDXC Memory Card (48 GB to 128 GB), 
UHS-I supported 
Recording Slot: Slot x 2 
System Format: 59.94 Hz/50 Hz 
Motion Picture Recording: 
Recording Format: MOV, MP4, AVCHD 
Recording Mode: Please see page 24 for the Recording Format table. 
Recording Time: Please see page 26 for the Recording Time table. 
2 Slot Functions: Relay, Simultaneous, Background”, Dual codec 
Still Picture Recording Mode: 
JPEG (DCF/Exif2.2) 
Still Picture Recording: 
Motion Picture Playback: 
8.8M: 4096 x 2160 (17:9), 8.3M: 3840 x 2160 (16:9), 
2.1M: 1920 x 1080 (16:9), 0.9M: 1280 x 720 (16:9) 


Digital Video 
Video Signal for External Output: 
8bit 4:2:2*3 
Recording Video Signal: 
8bit 4:2:0 
Video Compression Format: 
MPEG-4 AVC/H.264 High Profile 
(MOV/MP4/AVCHD) 


Digital Audio 


Recording Audio Signal: 

48 kHz/16 bit 2CH 
Audio Signal Format: 

LPCM (MOV/MP4), Dolby Audio (AVCHD) 
Headroom: 12 dB 


Dual Codec 


Recording Method: MOV, MP4 
Video Compression Format: 
MPEG-4 AVC/H.264 High Profile 
Audio Signal Format:LPCM 
Recording Format: Please see page 24 for 
the Dual Codec Recording table. 
Recording Time: FHD 50Mbps FHD 8Mbps 
(82 GB) Approx. 1 hour 20 min. Approx. 8 hour 30 min. 
(64 GB) Approx. 2 hour 40 min. Approx. 17 hour 10 min. 
(128 GB) Approx. 5 hour 20 min. Approx. 35 hours 


Video Input/Output 

SDI OUT: BNC x 1, 0.8 V [p-p], 75 Q, 3 G/1.5 G, 
HD SDI, SD SDI supported 
Output format: 
1080/59.94p LEVEL-A/50.00p LEVEL-A, 
1080/29.97PsF/25.00PsF/24.00PsF/23.98PsF, 
1080/59.94i/50.00i, 720/59.94p/50.00p, 
480/59.94i, 576/50.00i 

VIDEO OUT: AV connector x 1 

HDMI: Type A connector x 1, VIERA Link not supported 
Output format: 
2160/59.94p/50.00p/29.97p/25.00p/24.00p/23.98p, 
1080/59.94p/50.00p/29.97p/25.00p/24.00p/23.98p/ 
59.94i/50.00i, 
720/59.94p/50.00p, 480/59.94p, 576/50.00p 


Audio Input 
Built-in Microphone: Stereo microphone 
XLR Input: XLR (3-pin) x 2 (INPUT1, INPUT2) 
Input high impedance, 
LINE/MIC/MIC+48V (switchable SW) 
LINE: +4 dBu/O dBu (switchable menu) 
MIC: -40 dBu/—-50 dBu/—60 dBu (switchable menu) 


Audio Output 


SDI: 2 ch (LPCM) switchable gain: 0 dB/-6 dB/-12 dB 
HDMI: 2 ch (LPCM) 
AUDIO OUT: AV connector x 1, Output level: 600 Q, 251 mV 


Headphone: 3.5 mm diameter stereo mini jack x 1 
Speaker: 20 mm diameter, round x 1 
Other Input/Output 


Camera Remote: 2.5 mm diameter super mini jack x1 (ZOOM, S/S) 
3.5 mm diameter mini jack x1 (FOCUS, IRIS) 

TC PRESET IN/OUT: BNC x 1, Used as the input and output terminals 

Input: 1.0 V to 4.0 V [p-p] 10 KQ 

Output: 2.0 V + 0.5 V [p-p] low impedance 

Type A connector, 9-pin, bus power supported 

In Recording mode; USB 2.0 compatible (6 V, 0.5 A) 

In Playback mode; USB 3.0 compatible (5 V, 0.9 A), 

used for external media device connection** 

USB 3.0 DEVICE: Micro-B connector, 

10-pin, Mass storage function (read only) 

DC 12V (11.4V to 12.6V) EIAJ Type4 


USB HOST: 


DC IN 12V: 


Monitor/Viewfinder 
LCD Monitor: 3.5 type LCD color monitor, Approx. 1,150,000 dots 


As of September, 2018 


i Recording Format 


When System Frequency is 59.94 Hz 


Recording Mode Recording Format Bit Rate 


4k | 4096 x 2160/24.00p 100 Mbps 
Unp |3840x2160/59.94p 150 Mbps 
3840 x 2160/29.97p/23.98p _| 100 Mbps 
1920 x 1080/ 
MOV/MP4 
59.94p/29.97p/23.98p (ALL-1) | 2° Mbps 
FHD | 1920 x 1080/59.94p 100 Mbps 
1920 x 1080/ 
59.94p/29.97p/23.98p/59.941 | °° Mbps 
PS | 1920 x 1080/59.94p 25 Mbps 
PH | 1920 x 1080/59.94i/23.98p | 21 Mbps 
HA | 1920 x 1080/59.94i 17 Mbps 
AVCHD HE | 1440 x 1080/59.94i 5 Mbps 
PM | 1280 x 720/59.94p 8 Mbps 
720 x 480/59.94i 
SA | (SIDE CROP/SQUEEZE) 9 Mbps 
When System Frequency is 50.00 Hz 
Recording Mode Recording Format Bit Rate 
4k | 4096 x 2160/24.00p 400 Mbps 
Up |3840%2160/50.00p 150 Mbps 
3840 x 2160/25.00p 100 Mbps 
1920 x 1080/ 
MOV/MP4 
50.00p/25.00p (ALL-!) 200 Mbps 
FHD | 1920 x 1080/50.00p 100 Mbps 
1920 x 1080/ 
50.00p/25.00p/50.00i 50 Mbps 
PS | 1920 x 1080/50.00p 25 Mbps 
PH | 1920 x 1080/50.00i 21 Mbps 
HA | 1920 x 1080/50.00i 17 Mbps 
AVCHD HE | 1440 x 1080/50.00i 5 Mbps 
PM | 1280 x 720/50.00p 8 Mbps 
720x576/50.00i 
SA _ | (SIDE CROP/SQUEEZE) o Mbps 


i Dual Codec Recording 
When FHD 50 Mbps mode 


Recording Mode 
Main-Recording |MOV/MP4 
Sub-Recording |MOV/MP4* 


Recording Format 
UHD 29.97p/25p/23.98p 100Mbps 
FHD 29.97p/25p/23.98p 50Mbps 


Viewfinder: 0.39 type OLED (organic EL display) 
Approx. 2,360,000 dots, 
video display area: approx. 1,770,000 dots 


Included Accessories 

Battery (AG-VBR59), Battery charger, AC adaptor, 
Microphone holder kit, AC cable, Eye cup, Lens hood, 
INPUT terminal cap, Operating instructions 


*4: An SD Memory Card with a capacity of UHS Speed Class 3 (U3) is 
required to shoot videos with a bit rate of 100 Mbps or higher. An SDXC. 
Memory Card with a capacity of 64 GB or more and UHS Speed Class 3 
(U3) is required to shoot UHD 2160/59.94p/50.00p videos with a bit rate of 
150 Mbps or higher. 

*2: It supports in record mode less than 50 Mbps. 

*3: Output of UHD/59.94p/50.00p becomes 8 bit 4:2:0. 

*4: External media devices with a capacity of below 32 GB or a capacity 
above 2 TB cannot be used. 


* Same recording mode selected in the main-recording side. 


When FHD 8 Mbps mode 


Recording Mode Recording Format 


UHD 29.97p/25p/23.98p 100 Mbps 
FHD 59.94p/50p/29.97p/25p/23.98p 
200Mbps 

FHD 59.94p/50p 100Mbps 

FHD 59.94p/50p/29.97p/25p/23.98p 
8Mbps 


Main-Recording | MOV/MP4 


Sub-Recording {MOV 
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4K Camcorder Specifications 


AG-UX90 


General 


Power: DC 7.28 V (when the battery is used) 
DC 12 V (when the AC adaptor is used) 


Power Consumption: 12.2 W (when the LCD monitor is used) 


Operating Temperature:0 °C to 40 °C (32 °F to 104 °F) 


Operating Humidity: 10 % to 80 % (no condensation) 


Weight: Body: Approx. 1.9 kg (4.19 Ib) 
(body only, excluding lens hood, battery, 
and accessories) 
Shooting: Approx. 2.3 kg (5.07 Ib) 
(including lens hood, battery, and eye cup) 


Dimensions: 169 mm (W) x 195 mm (H) x 340 mm (D) 
(6-21/32 inches x 7-11/16 inches x 13-3/8 inches) 
(excluding protrusion and eye cup) 

169 mm (W) x 195 mm (H) x 382 mm(D) 

(6-21/32 inches x 7-11/16 inches x 15-1/32 inches) 


(including eye cup, excluding protrusion) 


Camera Unit 


Pickup Device: 1.0-type MOS solid state image sensor 


Effective Pixels: [59.94 Hz model] 

17.78 megapixel: FHD 59.94p/29.97p/23.98p 
8.59 megapixel: UHD 29.97p/23.98p 

[50.00 Hz model] 

17.78 megapixel: FHD 50.00p/25.00p 


8.59 megapixel: UHD 25.00p 


Lens: Optical image stabilizer lens, 
optical 15x motorized zoom 
F2.8 to F4.5 (f=8.8 mm to 132 mm) 
35 mm equivalent: 
[59.94 Hz model] 
f=24.5 mm to 367.5 mm: FHD 59.94p/29.97p/23.98p 
f=35.4 mm to 531.0 mm: UHD 29.97p/23.98p 
[50.00 Hz model] 
f=24.5 mm to 367.5 mm: FHD 50.00p/25.00p 
f=35.4 mm to 531.0 mm: UHD 25.00p 
Filter Diameter: 67 mm 
ND Filter: 4 Positions (OFF, 1/4, 1/16, 1/64) 
Shortest Shooting Distance (M.O.D.): 
Approx. 1.0 m from the front lens 


59.94 Hz model 
60i/60p mode: 1/2 sec., 1/4 sec., 1/8 sec., 

1/15 sec., 1/30 sec. 

30p mode: 1/2 sec., 1/4 sec., 1/8 sec., 1/15 sec. 
24p mode: 1/2 sec., 1/3 sec., 1/6 sec., 1/12 sec. 
50.00 Hz model 
50i/50p mode: 1/2 sec., 1/3 sec., 1/6 sec., 

1/12 sec., 1/25 sec. 

25p mode: 1/2 sec., 1/3 sec., 1/6 sec., 1/12 sec. 
VFR Recording Frame Rate: 

59.94 Hz model 
30p mode: 2, 15, 26, 28, 30, 32, 34, 45, 60 (fps) 
24p mode: 2, 12, 20, 22, 24, 26, 28, 36, 48, 60 (fps) 
50.00 Hz model 
25p mode: 2, 12, 21, 23, 25, 27, 30, 37, 50 (fps) 
Minimum Subject Illumination: 
59.94 Hz model 
1.3 Ix (F2.8, Super Gain 36dB, 
Manual slow shutter 1/30s) 
50.00 Hz model 
1.1 Ix (F2.8, Super Gain 36dB, 
Manual slow shutter 1/25s) 


Shutter Speed: 
(Slow Shutter) 


Digital Zoom: 2x/5x/10x, 
i.Zoom: max. 25x (optical zoom + digital zoom) 
Lens Hood: Hood with lens cover 


Memory Card Recorder 

Recording Media:*! SDHC Memory Card (4 GB to 32 GB), 
SDXC Memory Card (48 GB to 128 GB) 
UHS-I supported 


Recording Slot: Slot x 2 

System Format: [59.94 Hz model] 
59.94 Hz 
[50.00 Hz model] 
50 Hz 


Recording Format: MOV, MP4, AVCHD 

Recording Mode: Please see page 26 for the Recording Format table. 
Recording Time: Please see page 26 for the Recording Time table. 
2 Slot Functions: Relay, Simultaneous 


L/M/H selector switch 

Standard mode: 0 dB to 30 dB 

(Adjustable in 1 dB steps) 

(Automatic setting can be assigned to L/M/H) 
Extended ON: -3 dB to 30 dB 

(Adjustable in 1 dB steps) 

(Automatic setting can be assigned to L/M/H) 
33 dB and 36 dB switched 

(when assigning [S.GAIN] to the USER button) 


Gain Setting: 


Color Temperature Setting: 
ATW, ATW LOCK, Ach, Bch, 
preset 3200 K/preset 5600 K/VAR 
(2000 K to 15000 k) 


Shutter Speed: [59.94 Hz model] 

60i/60p mode: 1/60 sec., 1/100 sec., 1/120 sec., 
1/180 sec., 1/250 sec., 1/350 sec., 1/500 sec., 
1/750 sec., 1/1000 sec., 1/1500 sec., 1/2000 sec., 
1/3000 sec., 1/4000 sec., 1/8000 sec. 

30p mode: 1/30 sec., 1/50 sec., 1/60 sec., 
1/100 sec., 1/120 sec., 1/180 sec., 1/250 sec., 
1/350 sec., 1/500 sec., 1/750 sec., 1/1000 sec., 
1/1500 sec., 1/2000 sec., 1/3000 sec., 

1/4000 sec., 1/8000 sec. 

24p mode: 1/24 sec., 1/48 sec., 1/50 sec., 

1/60 sec., 1/100 sec., 1/120 sec., 1/180 sec., 
1/250 sec., 1/350 sec., 1/500 sec., 1/750 sec., 
1/1000 sec., 1/1500 sec., 1/2000 sec., 

1/3000 sec., 1/4000 sec., 1/8000 sec. 

[50.00 Hz model] 

50i/50p mode: 1/50 sec., 1/60 sec., 1/100 sec., 
1/125 sec., 1/180 sec., 1/250 sec., 1/350 sec., 
1/500 sec., 1/750 sec., 1/1000 sec., 1/1500 sec., 
1/2000 sec., 1/3000 sec., 1/4000 sec., 1/8000 sec. 
25p mode: 1/25 sec., 1/50 sec., 1/60 sec., 
1/100 sec., 1/125 sec., 1/180 sec., 1/250 sec., 
1/350 sec., 1/500 sec., 1/750 sec., 1/1000 sec., 
1/1500 sec., 1/2000 sec., 1/3000 sec., 

1/4000 sec., 1/8000 sec. 


Still Picture Recording Mode: 
JPEG (DCF/Exif2.2) 

Still Picture Recording: 
Motion Picture Playback: 
8.3 M: 3840 x 2160 (16:9), 
2.1 M: 1920 x 1080 (16:9), 
0.9 M: 1280 x 720 (16:9) 


Digital Video 
Video Signal for External Output: 
8 bit 4:2:2 
Recording Video Signal: 
8 bit 4:2:0 
Video Compression Format: 
MPEG-4 AVC/H.264 High Profile 
(MOV/MP4/AVCHD) 


Digital Audio 
Sampling Frequency: 
48 kHz/16 bit 2 ch 


Audio Signal Format: 
LPCM (MOV/MP4), Dolby Audio (AVCHD) 
Headroom: 12 dB 


Video Input/Output 

VIDEO OUT: VIDEO OUT connector x 1 

HDMI: Type A connector x 1, VIERA Link not supported 
[59.94 Hz model] 
Output format: 2160/29.97p/23.98p, 
1080/59.94p/29.97p/23.98p/59.94i, 
720/59.94p, 480/59.94p 
[50.00 Hz model] 
Output format: 2160/25.00p, 1080/50p/25p/50i, 
720/50p, 576/50p 


Audio Input 


Built-in Microphone: 

Stereo microphone 

XLR (3-pin) x 2 (INPUT1, INPUT2) 

high impedance, 

LINE/MIC/MIC+48V (switchable SW) 

LINE: +4 dBu/O dBu (switchable menu) 

MIC: -40 dBu/-50 dBu/—60 dBu (switchable menu) 


XLR Input: 


Audio Output 


HDMI: 2 ch (LPCM) 
AUDIO OUT: AUDIO OUT x 2 
Headphone: 3.5 mm diameter stereo mini jack x 1 


Speaker: 20 mm diameter, round x 1 


Other Input/Output 

Camera Remote: 2.5 mm diameter super mini jack x1 (ZOOM, S/S) 
3.5 mm diameter mini jack x1 (FOCUS, IRIS) 

Type A connector, 9-pin, bus power supported 

In Recording mode; USB 2.0 compatible (5 V, 0.5 A) 
In Playback mode; USB 3.0 compatible (5 V, 0.9 A), 
used for external media device connection*? 
USB 3.0 DEVICE: Micro-B connector, 10-pin, 

Mass storage function (read only) 

DC 12 V (11.4 V to 12.6 V) EIAJ Type4 


USB HOST: 


DC IN 12V: 


Monitor/Viewfinder 


LCD Monitor: 3.5-type LCD monitor, 
Approx. 1,150,000 dots 
Viewfinder: 0.24-type EVF, 


Approx. 1,560,000 dots equivalent 


Included Accessories 


Battery (AG-VBR59), Battery charger, AC adaptor, Microphone holder, 
Screw for microphone holder (12 mm), AC cable x 2, Eye cup, 
Lens hood, INPUT terminal cap, Operating instructions 


*4: An SD Memory Card with a capacity of UHS Speed Class 3 (U3) is 
required to shoot videos with a bit rate of 100 Mbps or higher. 

*2: External media devices with a capacity of below 32 GB or a capacity 
above 2 TB cannot be used. 


i Recording Time of AG-DVX200/UX180/UX90 


As of September, 2018 


i Recording Format 
59.94 Hz Model 


Recording Mode Recording Format Bit Rate 


UHD | 3840 x 2160/29.97p/23.98p | 100 Mbps 
MOV/MP4 1920 x 1080/59.94p/29.97p/ 
FHD | 55 98p/59.94i 50 Mbps 
PS | 1920 x 1080/59.94p 25 Mbps 
PH | 1920 x 1080/59.94i/23.98p | 21 Mbps 
HA | 1920 x 1080/59.94i 17 Mbps 
AVCHD HE | 1440 x 1080/59.94i 5 Mbps 
PM | 1280 x 720/59.94p 8 Mbps 
720 x 480/59.94i 
SA | (SIDE CROP/SQUEEZE) 9 Mbps 
50.00 Hz Model 
Recording Mode Recording Format Bit Rate 
UHD | 3840 x 2160/25.00p 100 Mbps 
MOV/MP4 
le) FHD | 1920x 1080/50.00p/25.00P/ | 55 sins 
50.00i 
PS | 1920 x 1080/50.00p 25 Mbps 
PH | 1920 x 1080/50.00i 21 Mbps 
HA | 1920 x 1080/50.00i 17 Mbps 
AVCHD HE | 1440 x 1080/50.00i 5 Mbps 
PM | 1280 x 720/50.00p 8 Mbps 
720 x 576/50.00i 
SA | (SIDE CROP/SQUEEZE) 9 Mbps 


Recording Format Bit Rate 32 GB 64GB 128 GB 
4K 100 Mbps* Approx. 40 min. Approx. 1 hour 20 min. Approx. 2 hours 40 min. 
UHD 150 Mbps* = Approx. 55 min. Approx. 1 hour 50 min. 
MOV/MP4 100 Mbps Approx. 40 min. Approx. 1 hour 20 min. Approx. 2 hours 40 min. 
200 Mbps* Approx. 20 min. Approx. 40 min. Approx. 1 hour 20 min. 
FHD 100 Mbps* Approx. 40 min. Approx. 1 hour 20 min. Approx. 2 hours 40 min. 
50 Mbps Approx. 1 hour 20 min. Approx. 2 hours 40 min. Approx. 5 hours 20 min. 
PS 25 Mbps Approx. 2 hours 40 min. Approx. 5 hours 20 min. Approx. 11 hours 
PH 21 Mbps Approx. 3 hours Approx. 6 hours Approx. 12 hours 30 min. 
AVCHD HA 17 Mbps Approx. 4 hours 10 min. Approx. 8 hours 30 min. Approx. 17 hours 
HE 5 Mbps Approx. 13 hours 40 min. Approx. 27 hours 30 min. Approx. 56 hours 
PM 8 Mbps Approx. 8 hours 30 min. Approx. 17 hours 10 min. Approx. 35 hours 
SA 9 Mbps Approx. 8 hours Approx. 16 hours 30 min. Approx. 34 hours 


* Not support AG-UX90. 
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4K Camcorder Optional Accessories 


AG-VBR118G 
Battery Pack (11,800 mAh) 


A 


AG-VBR89G 
Battery Pack (8,850 mAh) 


ag 


VW-VBD58 AG-B23 
Battery Pack (5,800 mAh) Battery Charger 
AJ-WM50 AJ-WM30 


Wireless Module Wireless Module 


* Not available in some areas. 


* Not available in some areas. 


SS 


AG-BRD50 
Battery Charger 


AG-VBR59 
Battery Pack (5,900 mAh) 


» 


AG-MC200G 
XLR Microphone 


VW-LED1 
LED Video Light 


BB. 
xe 


SDXC/SDHC/SD Memory Card 


BT-4LH310 
787.4 mm (31 inches) 
4K LCD Monitor 


4K Camcorder options AG-DVX200 AG-UX180 | acu 


Battery Pack (11,800 mAh) AG-VBR118G 
Battery Pack (8,850 mAh) AG-VBR89G 
Battery Pack (5,900 mAh) AG-VBR59 
Battery Charger AG-BRD50 
Battery Pack (5,800 mAh) VW-VBD58 
Battery Charger AG-B23 
XLR Microphone AG-MC2006 
LED Video Light VW-LED1 
Wireless Module*' AJ-WM50 
Wireless Module*! AJ-WM30 


787.4 mm (31 inches) 4K LCD Monitor BT-4LH310 
SDXC/SDHC/SD Memory Card*? 


v v 
v v 
v v v 
v v v 
v v v 
v v v 
v v v 
v v Vi 
v v v 
v v v 
v v v 
v v v 


v: It is possible to use it. *1: Not available in some areas. *2: UHS Speed Class 3 (U3) SD Memory Card is necessary for video recording of 100 Mbps or more. 
UHS Speed Class 3 (U3) SDXC Memory Card of 64 GB or more is necessary for video recording of UHD2160/59.94p/50.00p 150 M. 


Cinema Camera 4K Camcorder HD Camcorder LCD Monitor 


As of September, 2018 
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AJ-PX5100GJ AVZULTRA 


Scheduled for release in December 2018 


2/3-type Lens 2/3-type 3M0S 24 bit Audio 
P2cardslotx2 J microP2cardslotx2 J Network — | 


High-End ENG Camera Recorder with HDR Acquisition 
and RTSP/RTMP Streaming/Transmission. 


* Supports HDR (High Dynamic Range) image 
acquisition and outputs SDR"! while acquiring HDR. 
Offers a streaming function compatible with RTMP 
(Real-Time Message Protocol), in addition to RTSP 
(Real-Time Streaming Protocol). 

1080/60p* (50p) recording and 3G-SDI output. 
AVC-Intra or AVC-LongG high-quality images and 
dual codec recording of AVC-Proxy. 

Includes various network connections, such as 
“Wired/wireless LAN”**, “4G/LTE”** and “Bonding 
Services”™* (with LiveU, TVU Networks etc.) 
Provides near-live uploading to P2 Cast, and live 
streaming with P2SS by QoS mode. 


AVE ULTRA 


2/3-type Lens 2/3-type 3M0S 24 bit Audio 
P2cardslotx2 J microP2cardslotx2 J Network — | 


High-End Camera Recorder with Both 
High-Quality Shooting and Network Operation. 


* 1080/60p* (50p) recording and 3G-SDI output. 

+ AVC-Intra or AVC-LongG high-quality images and 
dual codec recording of AVC-Proxy. 

+ Various network connections such as “Wired/ 
wireless LAN**”, “4G/LTE**” and “Bonding 
Services**” (with LiveU, TVU Networks etc.) 

* Provides near-live uploading to P2 Cast, and live 
streaming with P2SS by QoS mode. 


AJ-PX5000G 


AJ-PX800G AVL ULTRA 


AJ-PX800GH: Bundled with AG-CVF15G Color LCD Viewfinder 


2/3-type Lens | 2/3-type 3M0S 24 bit Audio 
P2cardslotx2 | microP2cardsupported* [ Network — | 


2/3-type Shoulder-Type HD Camera Recorder 
with Three Image Sensors. 


Light weight of approx. 2.8 kg (6.2 Ib). 

AVC-Intra or AVC-LongG high-quality images and 
dual codec recording of AVC-Proxy. 

Various network connections such as “Wired/ 
wireless LAN**”, “4G/LTE**” and “Bonding 
Services**” (with LiveU, TVU Networks etc.) 
Provides near-live uploading to P2 Cast, and live 
streaming with P2SS by QoS mode. 


AVE ULTRA 


1/3-type Lens | 1/3-type 3M0S 24 bit Audio 
P2 card slot x1 microP2 card slotx2 | Network | 


High Cost-Performance, Lightweight Design with 
High-Quality Shooting and Network Operation**. 


+ 1080/60p*? (50p) recording and 3G-SDI output. 
AVC-Intra or AVC-LongG high-quality images and 
dual codec recording of AVC-Proxy. 

Various network connections such as “Wired/ 
wireless LAN**”, “4G/LTE**” and “Bonding 
Services**” (with LiveU, TVU Networks etc.) 

The built-in camera adaptor function provides direct 
linking for simpler studio camera workflows. 
Provides near-live uploading to P2 Cast, and live 
streaming with P2SS by QoS mode. 


AJ-PX380G 


AG-HPX610" 


AG-HPX610PJH/EJH: Bundled with AG-CVF15G Color LCD Viewfinder 


2/3-type Lens | 2/3-type 1MOS 
P2 card slot x 2 microP2 card supported*? 


High Cost-Performance System with Expandable 
Functions Meets Needs in a Wide Range of Uses. 


+ AVC-Intra100/50, DVCPRO (HD/50/25) and DV 
recording capability. 

+ Proxy video recording and playlist editing.*® 

* Optional production package: Variable frame rate 
shooting and 24PsF output. 

+ Wired/wireless LAN** network connection.*® 


AVE ULTRA 


Integrated Lens System | 1/3-type 3MOS 24 bit Audio 
P2 card slot x 1 microP2 card slotx2 [ Network — | 


High-Performance, Handheld Shooting with 
Shoulder-Type Quality and Network Operation. 


22x zoom lens with three manual operation rings. 
Switches and controls designed to match shoulder- 
type usability. 

600% dynamic range with 1/3-type 3MOS sensors. 
Offers a streaming function compatible with RTMP 
(Real-Time Message Protocol), in addition to RTSP 
(Real-Time Streaming Protocol). 

1080/60p* (50p) recording and 3G-SDI output. 
AVC-Intra200 or AVC-LongG high-quality images 
and dual codec recording of AVC-Proxy. 

+ Variable Frame Rate Supporting 1080p. 

+ Various network connections such as “Wired/ 
wireless LAN**”, “4G/LTE**” and “Bonding 
Services**” (with LiveU, TVU Networks etc.) 
Provides near-live uploading to P2 Cast, and live 
streaming with P2SS by QoS mode. 


AJ-PX270 


As of September, 2018 
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Integrated Lens System | 1/3-type 3M0S 24 bit Audio 
microP2 card slot x 2 


Featuring Superb Image Quality, Functionality and 
Operability Matching Shoulder-Type Cameras. 


AJ-PX230" 


* 22x zoom lens with three manual operation rings. 

+ Switches and controls designed to match shoulder- 
type usability. 

* 600% dynamic range with 1/3-type 3MOS sensors. 

* 1080/60p* (50p) recording and 3G-SDI output. 

* AVC-Intra200 or AVC-LongG high-quality images. 

* Variable Frame Rate Supporting 1080p. 


*Pictures are the example of the configuration using options. ** For details, 
refer to “Notes Regarding Network Connections” on the back page. 

*1: SDR image is output with monitor gamma. *2: 60i, 60p, 24p and 30p 
are actually recording in 59.94p, 23.98p, 29.97p respectively. “3: Requires 
the optional AJ-P2AD1G Memory Card Adapter to use the microP2 card. 
*4: Package model only. *5: Requires the optional AG-SFU604G Upgrade 
Software Key and AG-YDX600G Video Encoder Board. *6: Requires the 
activation of bundled AG-SFU601G Upgrade Software Key. *7: *This model 
is not available in some areas. 
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AJ-PD500 AVE ULTRA 


Memory Card Recorder 


P2cardslotx2 } microP2 card slotx2 | 24 bit Audio 
Ci? Git EE CSE Chih 
USB 3.0/2.0 J RS-422A | Parallel [ AC/DC 


From Mastering to Network Solutions, 
a Half-Rack Size Recorder for a High-Quality, 
High-Speed Workflow. 


+ AVC-Intra200, AVC-LongG, AVC-Proxy recording 
and AVCHD"' playback capability. 

* Gigabit-Ethernet-compatible client function.** 

+ Playlist editing via LAN.** 

+ Wide range of interfaces, including USB 3.0, 
3G-SDI and HDMI. Homi 


AJ-PG50 


Memory Card Recorder 


P2cardslotx1 | microP2 card slotx2 J Network | 
24bitAudio [ Analog I/O } 3G-SDII/0 | HDMII/O 
USB 3.0/2.0 | Battery /DC 


High Picture Quality AVC-Intra200 codec, 
A Compact Field Recorder Realizing 
Network Workflow. 


* AVC-Intra200 or AVC-LongG high-quality images 
and dual codec recording of AVC-Proxy. 

+ Various network connections such as “Wired/ 
wireless LAN**”, “4G/LTE**” and “Bonding 
Services**” (with LiveU, TVU Networks etc.) 

* Clips are automatically uploaded to FTP server 
while recording (Rec during uploading). 

+ Robust live streaming with FHD quality by QoS 
mode. 

* Versatile interfaces, including HDMI IN/OUT and 
3G-SDI IN/OUT. Homi 
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express 


AU-XPD3" 


Memory Card Drive “expressP2 drive” 


expressP2/P2 card slot x 1 | microP2 card supported? 
Thunderbolt™ 3 


The expressP2 drive with High-Speed Thunderbolt™ 3 
Interface 


+ Power Source: DC 16 V 3.1 A + Weight: approx. 1.2 kg (2.65 Ib) 
main unit only * AC adapter: Input: AC 100 V - 240 V, 50 Hz/60 Hz, 
1.5 A-0.8 A, Output: DC 16 V 3.75 A + Dimensions (W x H x D): 
126 mm x 62 mm x 215.6 mm, excluding protruding parts (4-31/32 
inches x 2-7/16 inches x 8-17/32 inches) 


express 


AU-XPD1" 


Memory Card Drive “expressP2 drive” 


expressP2/P2 card slot x 1 || microP2 card supported** 
USB 3.0/2.0 


Drive supports both of expressP2 card and P2 card 


+ Power Source: DC 5 V 1.8 A + Weight: approx. 280 g (0.62 Ib) main 
unit only * AC adapter: AC 100 V, 50 Hz/60 Hz + Dimensions (W x H 
x D): 97 mm x 33 mm x 155 mm, excluding protruding parts 
(3-13/16 inches x 1-5/16 inch x 6-1/8 inches) 


V90 52 £° 
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AJ-P2M064BG 


AJ-P2E060FG 


AJ-P2E060FG 
AJ-P2E030FG 


P2 card F series 


AJ-P2M064BG" 


microP2 card B series 


AJ-P2AD1G™ 


Memory Card Adapter 


AJ-P2E030FG 


AJ-P2AD1G 


™ For details, refer to “Notes Regarding Network Connections” on the back page. *1: Requires the optional AJ-YCX500G AVCHD Codec Board. *2: Requires 
the optional AJ-P2AD1G Memory Card Adapter to use the microP2 card. *3: The AU-XPD3 do not support the CPS (Content Protection System). *4: Connection 
of the AU-XPD1 requires two USB cables. Power supply to be connected with an AC adaptor or USB 3.0 port of PC. *5: Encoding formats cannot be used 
because the microP2 Card B Series does not support the CPS (Content Protection System). If the card is mistakenly formatted with a P2 device, card access 
will be temporarily disabled. It’s can be recovered by removing a card from P2 equipment. *6: “AVC-Intra100 of 1080/59.94p,50p recording” and 


“AVC-Intra200 recording” is not supported. 


As of September, 2018 
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Instantly confirms images 
shot by a camera operator. 
Grants access to metadata 
from remote locations. 


Automatically 
uploads footage METADATA’ 


from the news site PROXY/ 
HIGH QUALITY VIDEO 
AVCINEA 
AVC IEEIEH 


P2 CAST MOBILE TV STATION 


NEWSROOM 


ON-SITE CAMERA 


P2 Cast 


P2 Workflow Solution 


JAPJOOWILD Hy 


An loT Solution for News Gathering 
That Directly Connects On-Site News 
Acquisition with the Newsroom. 


+ Automatically uploads camera recorder images to 
the cloud in real time. 

+ Allows sharing of proxy clips on the P2 Cast 
Cloud by multiple staff members. 

* Highlight Editing function reduces the time for 
previewing, editing and obtaining high-res news 
image sources. 

Monitors camera recorder status and GPS 
location information. 

Enables remote metadata editing and remote 
camera recorder setting. 

P2 Cast Bridge: Connects directly to the 
newsroom — Nonlinear Editor, News Automation, 
and Media Asset Management Systems. 

LiveU, TVU: Supports bonding connection 
services. 


+ P2 Cast Mobile App: Connects smartphone 
cameras to P2 Cast/P2SS. 


Fes ee 


*See the following App Store for information on the P2 Cast Mobile 
operating environment. https://itunes.apple.com/us/app/p2-cast-mobile/ 
id11804868037Is=1&mt=8 

+ App Store is a registered service mark of Apple Inc. 

+ iPhone is a registered trademark of Apple Inc. in the U.S. and other 
countries. 
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FE cast 


Cloud Server 


Jepsoowey GH 


Thumbnail Command Command Thumbnail 
AJ-SRKO01 
Streaming Receiver Server KIT 
(Software Key) 


(Direct) 


———e 


P2 QoS Streaming P2SS (P2 Streaming Server) 


P2SS 


P2 Streaming Server 


AJ-SRKOO1 


P2 Streaming Server Delivers 
Streaming Receiver Server KIT 


Full-HD Streaming with Web GUI Management. 
+ Provides stable streaming by original QoS technology. 


* Manages 1,000 cameras and monitors 20 cameras/page. 


* Allows a maximum of 4 simultaneous streaming outputs. 


(Software Key for Windows; Mac not supported) 
*P2SS is a software product (AJ-SRKO01 Streaming Receiver 
Server KIT) that is installed onto the server. The customer must 
provide the server. 

*The red front panel is available only in some areas. 


P2 Cast/P2SS Supported Model: AJ-PX5100GJ, AJ-PX5000G, AJ-PX800G, AJ-PX380G, AJ-PX270, AJ-PG50 
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[= Camera Recorder Comparison Table 


| 51006. AJ-PX50006 AJ-PX8006 


Lens System 

(Angle of view, 35 mm equiv.) 
Digital Zoom 

Optical Image Stabilizer 
Manual Rings 


Built-in Optical Filters 


Image Pick-up Device 

HDR (High Dynamic Range) 
Scan Reverse 

CAC 

FBC 

DRS 

Gamma Modes 

60 Hz/50 Hz Switchable 

24 bit LPCM Recording 


VFR 


microP2 card Capability 
P2 Card Slot 

SD Memory Card Slot 
Relay Recording 
Simultaneous Recording 
Background Recording 
One-Clip Rec 

Interval Rec/ 

One-Shot Rec/Loop-Rec 
Pre-Rec (HD mode) 
Shot Mark/Text Memo 
Meta-data Recording 
Time Stamp Recording 
Proxy Recording 

Scene File (Dial) 

User Buttons 

Built-in Monitor 


EVF 


Waveform Display 
Vectorscope Display 


Focus Assist 


GENLOCK IN 

TC IN/OUT 

Built-in Microphone 

XLR AUDIO IN 

Slot-In Wireless Receiver 


SDI IN 


SDI OUT 
HDMI OUT 
Analog Video Output 


Down Converter 
(Aspect Conversion Mode) 


ECU/ 
Wired Remote Control Terminals 


LAN Port 

USB 3.0 

USB 2.0 

Wireless LAN Capability*2 
4G/LTE Network Capability*+ 
Video Streaming 

P2 ROP APP 

Rec During Upload 

LiveU/TVU Networks Bonding*s 


2/3-type B mount lens 
interchangeable (option) 
2x, 3x, 4x 


ND: CLEAR, 1/4, 1/16, 1/64 
2/3-type 2.2 MP, MOS x3 


KL ORKK AS 


Native Slot 
P2 x 2, microP2 x 2 
SDx1 
v 
v 


v 
v 


HD: 8 sec*1, SD: 15sec 


3.5-type LCD (1,560 K dots) 
Option 


va 
v 


Focus-In-Red, Expand, 
Focus Bar 
v 
v (IN and OUT) 
3-pin x 2, 5-pin x 1 
v 


v (Ret In) 


2 
v 
v 


Side Crop, Letterbox, Squeeze 


10P for ECU 


v 
1 (Host) 
2 (Device/Sub Host) 
v 
v 
RTSP, RTMP 
v 
v 
v 


2/3-type B mount lens 
interchangeable (option) 
2x, 3x, 4x 


CC: 3200 K/4300 K/5600 K/6300 K CC: 3200 K/4300 K/5600 K/6300 K 


ND: CLEAR, 1/4, 1/16, 1/64 
2/3-type 2.2 MP, MOS x 3 


\B~ BS NB N8 


Native Slot 
P2 x 2, microP2 x 2 
sDx1 
v 
v 


v 
v 


HD: 8 sec*1, SD: 15sec 


3.45-type LCD (921 K dots) 
Option 


v 
v 


Focus-In-Red, Expand, 
Focus Bar 
v 
v (IN and OUT) 
3-pin x 2, 5-pin x 1 
v 


v (Ret In) 


2 
v 
v 


Side Crop, Letterbox, Squeeze 


10P for ECU 


v 
1 (Host) 
2 (Device/Sub Host) 
v 
v 
RTSP. 
v 
v 
v 


2/3-type B mount lens 
interchangeable (option) 
2x, 4x 


ND: CLEAR, 1/4, 1/16, 1/64 
2/3-type 2.2 MP, MOS x 3 


\B~B NB sa 


Need Adapter 
B2be2 


SDx1 
v 
v 


v 
v 
HD: 3 sec, SD: 7 sec 


Focus-In-Red, Expand, 
Focus Bar 

v 

¥ (Switchable IN/OUT) 
3-pin x 2, 3-pin x 1 
v 
Option 
(Switchable to SDI OUT) 
1+1 (Mon Out) 
v 
¥ (Switchable to Mon Out) 


Side Crop, Letterbox, Squeeze 


10P for ECU 
v 


3 (Host/Device/Sub Host) 
v 
ve 
RTSP 
v 
v 
v 


“1: About 8 seconds at 1080/59.94p mode. About 3 seconds at 50p mode and AVC-Intra100 codec. *2: For a wireless LAN connection, the AJU-WM30 or 
AJ-WM50 Wireless Module are required. *4: 4G/LTE module is required from a 3rd party. Availability of this function may vary depends on areas. 


ey AJ-PX380G AG-HPX610 AJ-PX270 AJ-PX230 


1/3-type B mount lens 
interchangeable (option) 
2x, 4x 


ND: CLEAR, 1/4, 1/16, 1/64 
1/3-type 2.2 MP, MOS x 3 


\B~ BS NBS NB 


Native Slot 
P2 x 1, microP2 x 2 
SDx1 
v 
v 


v 
v 
HD: 3 sec, SD: 7 sec 


Focus-In-Color, Expand, 
Focus Bar 
Switchable to VIDEO OUT 
¥ (Switchable IN/OUT) 


3-pin x 2, 3-pin x 1 
v 


Switchable to SDI OUT 


1+1 (Switchable to SDI IN (Ret In)) 
v 


¥ (Switchable to GENLOCK IN) 


Side Crop, Letterbox, Squeeze Side Crop, Letterbox, Squeeze Side Crop, Letterbox, Squeeze 


10P for ECU 
v 


3 (Host/Device/Sub Host) 
v 
v 
RTSP 
vo 
v 
v 


2/3-type B mount lens 
interchangeable (option) 
2x, 4x 


ND: CLEAR, 1/4, 1/16, 1/64 
2/3-type MOS 


SR BS > SS 


Option 
1080: 1 fps — 30 fps, 
720: 1 fps — 60 fps 
Need Adapter 
P2x2 


SDx1 
v 


v 
v 
HD: 3 sec, SD: 7 sec 


Expand, Focus Bar 
Push Auto (Bundled Lens) 
v 
v 
3-pin x 2, 3-pin x 1 
v 
Option 
(Switchable to SDI OUT) 
1+1 (Mon out) 

v 
¥ (Switchable to Mon Out) 


10P for ECU 
v 


3 (Host/Device/Sub Host) 
¥ (Option)*4 


Motorized 22x zoom 
(28 mm - 616 mm) 
2x, 5x, 10x 
v 
3 rings [zoom, focus, iris] 


ND: OFF, 1/4, 1/16, 1/64 
1/3-type 2.2 MP, MOS x3 


<o 


SANSA 


1080/59.94p: 1 fps — 60 fps 
1080/50p: 1 fps - 50 fps 
Native Slot 
P2 x 1, microP2 x 2 
SDx1 


3.5-type LCD (1,560 K dots) 
0.5-type OLED 
(2,360 k dot-equiv.) 
v 
v 
Turbo-Speed One-Push AF, 
Focus-In-Red, Expand, 
Focus Bar 
Switchable to Video Out 
v 
Stereo 
3-pin x 2 


1 
v 
v 


Zoom, Rec-S/S, Focus, Iris 


v 
1 (Host) 
2 (Device/Sub Host) 
v 
v 
RTSP, RTMP 
v 
v 
v 


As of September, 2018 


Motorized 22x zoom 
(28 mm - 616 mm) 


2x, 5x, 10x 
v 


3 rings [zoom, focus, iris] 
ND: OFF, 1/4, 1/16, 1/64 
1/3-type 2.2 MP, MOS x 3 


<p 


SANA AI 


1080/59.94p: 1 fps - 60 fps 
1080/50p: 1 fps - 50 fps 
Native Slot 
microP2 x 2 
SDx1 


« Bais 


HD: 3 sec, SD: 7 sec 


3.5-type LCD (1,560 K dots) 
0.5-type OLED 
(2,360 k dot-equiv.) 

v 

v 
Turbo-Speed One-Push AF, 

Focus-In-Red, Expand, 
Focus Bar 


Stereo 
3-pin x 2 


1 
v 


Side Crop, Letterbox, Squeeze 


Zoom, Rec-S/S, Focus, Iris 


2 (Device/Maintenance) 


*4: The optional AG-SFU601G Upgrade Software Key is required to use the AJ-WM30 Wireless Module. *5: Connection requires communication devices offered 
by both LiveU and TVU Networks. For details, please visit the following website. <https://pro-av.panasonic.net/en/sales_o/p2/bonding_devices/index.html> 


(Connection Confirmed Bonding Devices) 


BIOWIED BUISUID 
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[= Feature and Technology 


Multi-Codec, Multi-Functions Recording 


AVC-ULTRA Codec Family 

AVC-ULTRA is an H.264-based video compression codec 
featuring high image quality and excellent efficiency. 

By selecting the image quality and bit rate, it is possible 
to respond to various needs of broadcasting and image 
production, from 4K production to streaming distribution. 


AVE ULTRA 


Codec Picture Quality 


640 x 360 
Low 320 x 240 


2 


ns 
Proxy AVC Ea) oi sco 


Evolving P2 Card Series i. a 
The P2 card series (P2 

card, microP2 card 

expressP2 card*) took 

advantage of its solid- 

state memory capabilities 


micro 
V90 <2 ¢" 
to provide high reliability 


and mobility to acquisition under virtually all conditions. 
*The expressP2 card can be used with VariCam 35/LT/HS. 


High-Quality 24 bit 4 Channel Audio Recording 
AVC-Intra and AVC-LongG modes support 24 bit/48 kHz 
digital audio recording* (16 bit for DYVCPRO HD, DVCPRO 
and DV). All modes have four audio channels. 


* The audio signal can be played back by using 24 bit audio equipment. 
For details, refer to “Note Regarding 24 bit Audio” on the back page. 


Recording with Two Memory Card Slots 
Models that have two P2 
card slots or two microP2 
card slots are capable of 
consecutive recording 


Simultaneous Recording 
| a 

BM sje) 
using two of the same 


or 
type of cards; card select, Simultaneous Recording 


hot swapping (exchanging BELA bee G oul) 
cards while recording), : 
> re ae ee 

d 


Simul Recording", 
Background Recording*? 


and Dual-Codec 
Recording. 
*1: Cannot be recorded to 


microP2 card and P2 card 
simultaneously. 


*2: Can be recorded only to 
microP2 card slot. 


Dual-Codec Recording 
a mee | Ce 
Proxy.A) Proxy B) Proxy C 


or 


Dual-Codec Recording 
| | | 
Proxy. A) (ProxyB) Proxy C 


[BJ Proxy.) (Proxy B) Proxy C | 


Applicable function varies depending on the models. Please see page 33 to 34 for details. 


Network Connections — Workflow Revolution 


Wired/Wireless LAN, 4G/LTE Network Connections** 
The standard LAN port allows network connection. When 
the optional Wireless Module is installed, the camera 
recorder gains wireless LAN connectivity, enabling access 
to the functions of Proxy Preview, Camera Remote, 
Playlist Editing and File Transfer from a network PC/Mac, 
tablet device or smartphone. 4G/LTE connection and 
LiveU/TVU Networks bonding connection are also 
possible.* 


** For details, refer to “Notes Regarding Network Connections” on back page. 
“Connection requires communication devices offered by both LiveU and 
TVU Networks. For details, please visit the following Panasonic website. 


= =m -)) Wireless LAN (G | | | 


AJ-WM30/WMS50 
PC/iPad 
4J-PX5100GJ/PX5000G/ 
PX800G/PX380G/PX270 a 
Wired LAN 
PG 
«))) Wireless o\ 47 TX > 
— )) LAN Co) ) E 
AJ-WM30W/WM50_ ‘Mobile Router 
AJ-PX5100GJ/PX5000G/ (option) 
PX800G/PX380G soso: ir 
| «))) Wireless _______|__._ ion 
=)" La 
AJ-WM30W/WM50_ Wireless LAN Router > 
(option) 
Rees see iceseattecat teed 
- cm) 4G/ALTE ————— =m} |__| 
FTP Server 
Third party 4G/ 
spl’ 
Ee Ce teh hier | 
a. Wired LAN < ||) 
AJ-PD500 LAN 


* Requires the SDI Output Board. 


Full-HD Streaming Supported** 


Full-HD (1920 x 1080) proxy video can be streamed via a 
network connection while recording mainstream video. 
QoS"! (Quality of Service) streaming modes which 
prioritize uninterrupted video transmission is supported.*? 


“1: P2 Streaming Receiver software (Windows only, not supported by Mac; 
available free of charge) is required for receiving the QoS mode. Please visit 
Panasonic website (https://pro-av.panasonic.net/en/download/). 

*2: The video and audio signals arrive with a delay. The latency varies 
depending on the network environment and the hardware/software 
environment of the PC, server, etc. 


Rec During Uploading Function** 

Recorded clips are uploaded directly from the camera 
recorder to a network*. The Rec During Upload function 
automatically uploads files to a network server in the 
background, and recording/playback continues during the 
transfer. 

* During simultaneous recording, only recorded clips in slot 1 is 
automatically transferred. Clips of interval recording, loop recording, 
one-clip recording or one-shot recording are not transferred automatically. 
The streaming 
function are 
disabled, while 
using the Rec 
During 
Uploading 
function. 


Rec Upload 


Rec Upload 


Chromatic Aberration Compensation (CAC) 

When using a CAC compatible lens, the small amount of 
circumjacent chromatic aberration (circumjacent blur) that 
is not corrected by the lens is compensated by this 
process. 


Full screen 


Dynamic Range Stretcher (DRS) 

When dark, bright, and intermediate shades are all 
contained in the same scene, such as when panning from 
indoors to outdoors, the DRS function automatically 
suppresses blocked shadows and blown highlights. 


yy wr: a. . 
DRS\OFF ee i CON 


*Blown highlights and Blocked shadows are suppressed simultaneously. 


Gamma Function Further Approaches Film Tone 
VariCam technology and know-how are also applied to 
other P2 camera recorders, allowing selection of various- 
model gamma curves, such as Cinema-like Gamma, to 
easily achieve the most suitable image tone. 


E 
2s 
CINE-LIKE D mode 


HD NORM mode 


Variable Frame Rate (VFR) 

This creates a wide range of film-camera-like images, 
such as overcranking for slow-motion and undercranking 
for quick-motion effects. 


Overcranking 
(higher-speed shooting) 


Undercranking 
(lower-speed shooting) 
Focus Assist Functions 
Focus assist functions — 
Expand, Focus Bar, 
Focus-in-Red, Graph and 
One-Push AF— support 
quick and accurate 
focusing in manual focus 
mode. 


Focus-in-Red (AJ-PX270) 


As of September, 2018 


10-pin Remote Terminal 

A remote terminal is provided for the 
optional AG-EC4G Extension Control 
Unit or AK-HRP200G Remote 
Operation Panel. This enables camera 
settings to be made and recording to be controlled while 
watching the monitor at the remote end. 


*Only functions that are supported by the camera recorder can be controlled. 


Wired LAN Remote 

A wired LAN connection 
allows the camera to be 
remotely controlled. 
Remote operation, including 
fine menu settings, is 
possible by using the 
optional AK-HRP200G 
Remote Operation Panel for 
studio cameras. 


Camera Studio System 

The shoulder-type P2 cam supports the Camera Studio 
System. The optional camera extension system 
(AG-CA300G Camera Adapter and AG-BS300 Base 
Station) support cost-efficient studio integration. 

Also, built-in camera adaptor model (AJ-PX380G) can 
directly be connected with base station. 


*Only functions that are supported by the camera recorder can be controlled. 


The P2 ROP App for Wireless Control using iPad** 
The P2 ROP App (downloadable free of charge from the 
Apple App Store) for iPad is available.* It enables iPad to 
control functions/setting of the camera recorder remotely 
via wireless connection. P2 ROP App can control variety 
of settings similar to those of the AG-EC4G Extension 
Control Unit controls, including picture quality settings 


and REC start/stop. 


* It supports to iOS7.1 and iOS8.1. 
+ Apple App Store and iPad are service marks or trademarks of Apple Inc. 
registered in the United States and other countries. 


"P2 ROP App" 
Control from iPad 


P2 Viewer Plus*' 


Viewing Software 

(Download Free/Optional Functions require Licensing Fees) 
Supports P2HD. This Windows/Mac utility makes it 
easy to view and copy P2 files. 


“1: For P2 Viewer Plus download and operating requirement information, 
see “P2 Viewer Plus” on the Panasonic web site 
https://pro-av.panasonic.net/en/sales_o/p2/p2viewerplus/ 


AJ-SK001G 


Ingesting Function Software Key*? 

(Optional, Subject to Licensing Fee) 

The ingesting function copies all clips on P2 cards to 
a storage medium, such as an HDD. During ingesting, 
the clips are verified for secure copying, with log files 
created. 


*2: For information on purchasing software keys, see “Service and 
Support” on the Panasonic web site https://pro-av.panasonic.net/ 


Video Ingester 


* Linking with Archiving Software*' enables tape- 
recorded footage (HD/SD) to be input for MXF 
format file conversion, and saving and management 
on LTO tape or Blu-ray Discs. 

+ Auto Ingest and Error Rate Monitoring function 
eliminates the need for physical monitoring while 
loading and also increases reliability. 

+ Metadata can be added during ingestion. 


*1: Video Ingest Software can be installed on the same PC as the Archiving 
Software, but ingestion and archiving cannot be done simultaneously. 


Avid NLE P2 Plug-In Software* 


AJ-PS001G eS 


Software Key 
for AVC-Proxy file import to edit and re-link to Hi-res. 


AJ-PS002G 


Software Key 
for AVC-Intra 4k and AVC-Intra50/100 P2 file export. 


= 


Archive 


+ Proxy video can be generated and metadata can be 
edited while archiving. 

+ Up to 10 copy tasks can be registered for batch 
execution. 

+ Direct playback? and segmented retrieve® are 
possible from archive data stored on LTO tape. 


*2: Tape cueing requires some time when directly playing back LTO tapes. 
*3: Partial retrieve is possible only with P2 and XDCAM codecs. Partial 
retrieve is not possible for content stored on Blu-ray Discs. 


AJ-PS003G 


Software Key 
for AVC-LongG P2 file export. 


AJ-PS004G 


Software Key 
for AVC-LongG file import to edit. 


*Please refer to the "service and support” on the Panasonic website (https://pro-av.panasonic.net/). 


[= Optional Accessories As of September, 2018 


&/ &/ &/ &/& ¢ 
SY 8/ S/ E/ &/ &/ 8/ &/ #8 3 
Camera Recorders and Recorders Ey cy ey ey & ey $ ¥ ¥ 3 
y y ? ? e ? ? ? ? FY) 
Camera Adapter AG-CA3006 v v v v v 9 
Base Station AG-BS300 v v v v v 3 
Extension Control Unit AG-EC4G va v v v v a 
Remote Operation Panel (ROP) AK-HRP200G v v v v v 
Color HD EVF AG-CVF15G vo v v v v 
50.8 mm (2 inches) HD EVF AJ-HVF21KG v v v v 
38.1mm (1.5 inches) HD EVF —AJ-CVF50G v v v v v = 
HD/SD LCD Monitor BT-LH910G ve ve S dell all vet 9° 
Stereo Microphone AJ-MC9006 vi v 3 
Microphone Kit (monaural) AJ-MC700P v a 
XLR Microphone (monaural) AG-MC2006 @ y y v v = 
Tripod Adaptor SHAN-TM700 v v v 
Video Encoder Board AG-YDX600G vA 
HD/SD SDI Input Board AG-YA600G v v 
AVCHD Codec Board AJ-YCX5006 vi 
Wireless Module AJ-WM50 v v v v v v 
Wireless Module AJ-WM30 v v v v ve v v 
eee Upgrade AG-SFU602G v 
ee ee Upgrade  pg_sry603G vy 
he is as Editing Upgrade AG-SFU604G ys 
Battery Pack (11,800 mAh) AG-VBR118G. v v v 
Battery Pack (8,850 mAh) AG-VBR89G v v v 
Battery Pack (5,900 mAh) AG-VBR59 v v v Gr 
Battery Charger AG-BRD50 v v v 9 
Battery Pack (5,800 mAh) VW-VBD58 v v v FI 
Battery Pack (5,400 mAh) CGA-D54/D54s v v v 5 
Battery Charger AG-B23 v v df 2 
Rain Cover SHAN-RC700 v v v v v 
P2 card (F series) pevoeeeels v v v v v v v v 
microP2 card (B series) AJ-P2M064BG v v vn v vr v v v v 
SDXC Memory Card v v v v v v v v 
SDHC/SD Memory Card v v v v v v v v v 
Memory Card Adapter AJ-P2AD1G ao aro ee Vier) vis vrs 


r 
ie) 
o 
= 
) 
= 
- 
(2) 
S 


v: It is possible to use it. *A version upgrade may be required for the software version of some camera recorders. For details, please visit the following website. 
https://pro-av.panasonic.net/ (Service and Support) *1: A mounting bracket (purchased separately) is required to mount on a camera recorder. 

*2: The bundled AG-SFU601G Upgrade Software Key is required to use the AJ-WM30 Wireless Module. *3: In addition to the AG-SFU604G Upgrade Software 
Key, the AG-YDX600G Video Encoder Board and bundled AG-SFU601G Upgrade Software Key are required for operation. For a wireless LAN connection, the 
AJ-WM30 Wireless Module is also required. *4: Memory Card Adapter AJ-P2AD1G is required. *5: “AVC-Intra100 of 1080/59.94p,50p recording” and 
“AVC-Intra200 recording” is not supported. 
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[= Optional Accessories 


Bound Cable made by Canare Electric 


V2PCS25-5CFWCE-SF-SC (82 feet /25 m) 
V2PCS50-5CFWCE-SF-SC (164 feet /50 m) 
V2PCS100-SCFWCE-SF-SC (328 feet /100 m) 


AG-CA300G 
Camera Adapter 


Remote Cable 
(bundled with AG-CA300G) 


AG-BS300 


Power supply Base Station 


————————— GIL, Return Video, Tally 
HD/SD roy 
a Id AG-ECAG 
P2HD Camera Recorder jx ———————| GIL a aeeensen Control Unit 
> max. 328 feet /100 m Tally > 
Headset Headset 
(produced by (produced by 
other manufacturer) other manufacturer) 
AG-CA300G AG-BS300 AG-EC4G AK-HRP200G 
Camera Adapter Base Station Extension Control Unit Remote Operation Panel (ROP) 
AG-CVF15G AJ-HVF21KG AJ-CVF50G BT-LH910G 
87.6 mm (3.45 inches) 50.8 mm (2 inches) HD EVF 38.1 mm (1.5 inches) HD EVF 228.6 mm (9 inches) 
Color HD EVF * Not available in some areas. HD/SD LCD monitor 
AJ-MC900G AJ-MC700P AG-MC200G SHAN-TM700 
Stereo Microphone Microphone Kit XLR Microphone Tripod Adaptor 


e 
AVCEIE .'S 


AG-YDX600G AG-YA600G AJ-YCX500G AJ-WM50 
Video Encoder Board HD/SD SDI Input Board AVCHD Codec Board Wireless Module 
* Not available in some areas. 


AJ-WM30 
Wireless Module 
* Not available in some areas. 


AG-SFU602G 
Production Package Upgrade 
Software Key 


AG-VBR118G 
Battery Pack (11,800 mAh) 


AG-VBR89G 
Battery Pack (8,850 mAh) 


VW-VBD58 
Battery Pack (5,800 mAh) 


CGA-D54/CGA-D54s 
Battery Pack (5,400 mAh) 


i Operation-Verified 3rd Party Devices 


2/3-type CAC Applicable Lenses 
The use of Canon, Fujinon and Angenieux lenses with 
CAC (Chromatic Aberration Compensation) is recommended. 


* For the latest information on CAC applicable lenses, see “Support & 
Download” on the Panasonic website (https://pro-av.panasonic.net/). The 
installation of CAC data might be required depending on the lens. Some 
Angenieux lenses do not support CAC operation. Be sure to specify CAC. 
applicability when purchasing lenses. 


Bound Cable for Camera Studio System 
(Between AG-BS300 and AG-CA300G) 


[Canare] 


V2PCS25-5CFWCE-SF-SC (82 feet/25 meters) 
V2PCS50-5CFWCE-SF-SC (164 feet/50 meters) 


V2PCS100-5CFWCE-SF-SC (328 feet/100 meters) 


AG-SFU603G 
LiveU Uplink Solution Upgrade 
Software Key 


As of September, 2018 


AG-SFU604G 
Proxy Playlist Editing Upgrade 
Software Key 


AG-VBR59 AG-BRDS50 
Battery Pack (6,900 mAh) Battery Charger 
AG-B23 SHAN-RC700 
Battery Charger Rain Cover 


* Not available in some areas. 


Power Cable for Camera Studio System 
(Between AG-BS300 and AG-CA300G) 


[Canare] 
DC50V10-CE01PS-SC (164 feet/50 meters) 
DC100V10-CE01PS-SC (328 feet/100 meters) 


LiveU LU200 
LiveU Portable Uplink Unit 


TVU One 


TVU Networks Mobile Video Transmission System 


Canare Electric CO., Ltd. http://www.canare.co.jp/oversea/mainmenu.html 
Contract with LiveU is required separately. LiveU: http://www.liveu.tv 
Contact: info_us@liveu.tv (US & Americas), info@liveu.tv (International) 
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[= Recording Codecs and Proxy Modes 


lM Recording Codec Specifications 


Digital Video 


Sampling Frequency 


Quantizing Video Compression 


Digital Audio 


Recording Audio Signal*! Headroom 


Recording 
Times*? 


Card x 1 (64 GB) 


(69.94 Hz) Y: 74.1758 MHz 
Ps/Pr: 37.0879 MHz P MPEG-4 AVC/ 48 kHz/24 bit, 16 CH Approx. 
AVC-Intra200li5q Hz) —_Y: 74.2500 MHz 10 bit |44.264 Intra Profile 48 kHz/24 bit, 4 CH 32 min. 
Ps/Pr: 37.1250 MHz 
(69.94 Hz) Y: 74.1758 MHz 48 kHz/16 bit, 8 CH 
AVC-Intra100 Pe/Pr: 37.0879 MHZ | 49 pj MPEG-4 AVC/ 48 kHz/16 bit, 4 CH Approx. 
(50Hz) — Y: 74.2500 MHz H.264 Intra Profile |48 kHz/24 bit, 8 CH 64 min. 
Ps/Pr: 37.1250 MHz 48 kHz/24 bit, 4 CH 
(69.94 Hz) Y: 74.1758 MHz 48 kHz/16 bit, 8 CH 
AVC-Intra50 Pe/Pr: 37.0879 MHZ | 49 pj MPEG-4 AVC/ 48 kHz/16 bit, 4 CH Approx. 
(50Hz) — Y: 74.2500 MHz H.264 Intra Profile |48 kHz/24 bit, 8 CH 128 min. 
Ps/Pr: 37.1250 MHz 48 kHz/24 bit, 4 CH 
(69.94 Hz) Y: 74.1758 MHz 
Ps/Pr: 37.0879 MHz F 48 kHz/24 bit, 8 CH Approx. 
AVC-LongG50 |isq 2): 74.2500 MHz 10 bit = |MPEG-4 AVC/H.264 | 48 (117/04 bit, 4 CH 128 min. 
Ps/Pr: 37.1250 MHz 
ae asta bt 8oH |rzagy ARBOR 
AVC-LongG25 Be Re or 2 110 bi MPEG-4 AVC/H.264 18 dB/ : 
(50 Hz) Y: 74.2500 MHz 48 kHz/24 bit, 4 CH Approx. 
Pp/Pr: 37.1250 MHz Its 20dB [256 min. 
(69.94 Hz) Y: 74.1758 MHz 
Pp/Pr: 37.0879 MHz A A Approx. 
AVC-LongG12 |i5q 442): 74.2500 MHz 8 bi MPEG-4 AVC/H.264 |48 kHz/24 bit, 4 CH 480 min. 
Ps/Pr: 37.1250 MHz 
pacts pe berPa 87-0879 MHz ae peel 48 kHz/16 bit, 8 CH Approx. 
(50Hz) —Y: 74.2500 MHz (SMPTE370M) 48 kHz/16 bit, 4 CH 64 min. 
Pp/Pr: 37.1250 MHz 
DV-Based z 
Y: 13.5 MHz A A 48 kHz/16 bit, 8 CH Approx. 
DVCPRO 50 7 8 bi compression ae ; 
Ps/Pr: 6.75 MHz (SMPTE314M) 48 kHz/16 bit, 4 CH 128 min. 
DV-Based é 
Y: 13.5 MHz . A 48 kHz/16 bit, 4 CH Approx. 
DVCPRO . 8 bi compression : : 
Ps/Pr: 3.375 MHz (SMPTE314M) 48 kHz/16 bit, 2 CH 256 min. 
DV Y: 13.5 MHz 8 bi DV Compression 48 kHz/16 bit, 4 CH Approx. 
Ps/Pr: 3.375 MHz (IEC 61834-2) 48 kHz/16 bit, 2 CH 256 min. 


*Each recording codecs differ for every model. Please look at the following table for details. Depending on a model and a codec, upgrade is required. Please 
go to the Product Information on the Panasonic web page (https://pro-av.panasonic.net/) *1: Each recording audio signal differ for every model. Eight-channel 
record is impossible for a camera recorder all model. *2: For 1080/60p and 1080/50p, the recording times become 1/2 of those shown above. All of the times 
apply when single clips are recorded continuously one after the other onto a P2 card. Depending on the number of clips to be recorded, the recordable time 
may be shorter than the times given. *3: This mode can be chosen only from the AJ-PX270/PX230/PD500/PG50. 


Supported Recording Codec by Model 


Recording Codecs AJ- zxE Os AJ- Exes AJ-PX8006 AJ-PX3806 i 


AVC-Intra200 
AVC-Intra100 
AVC-Intra50 
AVC-LongG50 
AVC-LongG25 
AVC-LongG12 
DVCPRO HD 
DVCPRO 50 
DVCPRO/DV 
AVCHD 


<I sBs 


A Ba 


chilled AVC-Proxy iittala Mode by Model 
a 


rs G6 2CH MOV 


SHQ 2CH MOV 
HQ 4CH MOV 
HQ 2CH MOV 


LOW 2CH MOV* 


STD 2CH MP4 


a < ie < 


*Each Recording modes differ for every model. 
*1: Requires the optional AJ-YCX500G AVCHD codec board. *2: Requires the optional AG-YDX600G video encoder board. 


SS S By 


A i BS BS 


v 


vo 
v 


Be IN BS BS 


v 


v 
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Mi AVC-Proxy Recording Mode Specifications 


Video Audio 


Recording Mode Resolution 


° 
5 
® 
Codec Bit Rate Codec CH Bit Rate/1CH Fd 
| 4080i mode: 1920 x 1080 H.264 ; ° 
AVC-G6 2CH MOV | 7 0 re 0s 720 High Profile |6Mbps |AAC-LC_ |2.CH_|64 kbps g 
H.264 ; a 
SHQ2CH Mov |g60 x 540 High Profile [2500 Kops |Linear PCM 2H |768 kbps g 
HQ 4CH MOV 640 x 360 Heese 1500 kbps |AAC-LC ~—- |4CH_ [64 kb 
x High Profile PS PS 
HQ 2CH MOV 640 x 360 Hebe 1500 kbps |AAC-LC —-|2CH_ [64 kbps 
High Profile P P 
1080i mode: 480 x 270 
480 59.941 mode: 352 x 240 (SIF_NTSC) 
576 50i mode: 352 x 288 (SIF_PAL) H.264 = 
LOW 2CH MOV" |1080 60/50p mode: 320 x 180 Baseline 800 kbps |AAC-LC  |2CH_ |64kbps 
1080 30/25/24p mode: 480 x 270 Profile 800 9 
720 60/50p mode: 320 x 180 3 
720 30/25/24p mode: 480 x 270 3 
STD2CHMP4 —_|320 x 240 (QVGA) MEEG 4 1500 kbps |AAC-LC ~—-|2CH_ | 64 kb g 
* Simple Profile BS PS = 
® 


Each Recording modes differ for every model. 


@ Streaming Mode Specifications (AJ-Px5100GJ/PX5000G/PX800G/PX380G/PX270/PG50) 


Mode Resolution Frame Rate Bit Rate Codec*' 
1920 x 1080*? 30 fps/25 fps 
AVC-G6 6 Mbps 
1280 x 720*° 60 fps/50 fps H.264 High Profile 
HQ 640 x 360 30 fps/25 fps 1,500 kbps 
LOW 480 x 270 30 fps/25 fps 800 kbps H.264 Baseline Profile 
1920 x 1080*? 30 fps/25 fps Variable depending on the 
AVC-G (QoS)** communication bandwidth H.264 High Profile 
1280 x 720% 60 fps/50 fps Maximum 9 Mbps 
Variable depending on the 
SHQ (QoS)** 960 x 540 30 fps/25 fps communication bandwidth H.264 High Profile 
Maximum 6 Mbps 


“1: The audio codec is AAC LC 2ch in all streaming mode. *2: When only the record signal is 1080/59.94i or 1080/50i. *3: When only the record signal is 
720/59.94p or 720/50p. *4: The AJ-PX800G/PG50 does not support QoS modes. 


=e] AG-HPX610 AJ-PX270 AJ-PX230 AJ-PD500 AJ-PG5O 
v v v v 


ae 

v v v v v i] 
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[= Specifications 


AJ-PX5100GJ PRELIMINARY 


General 
Power Supply: DC 12 V (11.0 V - 17.0 V) 
Power Consumption: 29 W 
(body only, 1080/59.94i, AVC-Intra100 standard 
recording status, LCD ON) 
70W 
(with all optional accessories connected and 
maximum power supplied from each output terminal) 
Operating Temperature: O°C to 40°C (32°F to 104°F) 
Operating Humidity: 10 % to 85 % (relative humidity) 
Storage Temperature: -20°C to 60 °C (-4°F to 140°F) 
Weight: Approx. 3.4 kg (7.5 Ibs.) 
(body only, excluding the battery and accessories) 
Dimensions: 147 mm (W) x 267 mm (H) x 342 mm (D) 


(5-25/32 inches x 10-1/2 inches x 13-15/32 inches) 
Body only, excluding protrusion 


Recording Format: AVC-Intra200/AVC-Intra100/AVC-Intra50/ 


AVC-LongG50/AVC-LongG25/AVC-LongG12/ 
DVCPRO HD/DVCPRO50/DVCPRO/DV 
formats switchable 


Recording Video Signal: 


1080/59.94p, 1080/59.94i, 1080/29.97pN, 
1080/23.98pN, 720/59.94p, 720/29.97pN, 
720/23.98pN, 480/59.94i, 

1080/50p, 1080/50i, 1080/25pN, 

720/50p, 720/25pN, 576/50i 


*Please see 41 - 42 page for Digital Video, Digital Audio and Proxy 


Specifications. 


Video Input/Output 


SDI IN: BNC x 1 
Camera Section HD SDI: 3 G: 0.8 V [p-p], 75 Q 
Pickup Device: _2/3-type, 2.2 million pixels, MOS x 3 1.5 G: 0.8 V [p-p], 75 @ 
Lens Mount: 2/3-type bayonet SD SDI: 0.8 V [p-p], 75 2 
CC Filter: A: 3200 K, B: 4300 K, C: 5600 K, D: 6300 K Switch the menuitojuseias ; 
- <SDI IN> terminal/return video input terminal/ 
ND Filter: CLEAR, 1/4, /16, 1/64 <GENLOCK INs terminal 
Gain Setting: NORMAL mode: SDI OUT1: BNC x1 
-3 dB, 0 dB, 3 GB, 6 dB, 9 GB, 12 cB, is 5 5 
15 dB, 18 dB, 21 dB, 24 dB, 27 dB, 30 dB mo Dh a ean cee 
HIGH SENS mode: SD SDI: 0.8 V [p-p], 75 Q, 
—6 dB, -3 dB, 0 dB, 3 GB, 6 dB, 9 GB, 12 cB, SDI OUT2: BNC x1 
15 dB, 18 dB, 21 dB, 24 dB, 27 dB, 30 dB . HD SDI: 3 G: 0.8 V [p-p], 75 2 
Digital Super Gain: Selectable from 6 dB, 10 dB, 12 dB, 15 dB, . 15 G08 Vv [p-pl, 75 Q 
(OS.GAIN) 20 dB, 24 dB, 28 dB, 34 dB SD SDI: 0.8 V [p-p], 75 2 
Super Gain (S.GAIN): Selectable from 30 dB, 36 dB, 42 dB VIDEO OUT: BNC x1 
Shutter Speed: [59.94 Hz] Composite: 1.0 V [p-p], 75 Q 
(Preset) 60i/60p mode: 1/100 sec., 1/120 sec., 1/250 sec., HDMI OUT: HDMI x 1 (HDMI type A terminal, not compatible 
1/500 sec., 1/1000 sec., 1/2000 sec., HALF with VIERA Link) 
30p mode: 1/100 sec., 1/120 sec., 1/250 sec., 
1/500 sec., 1/1000 sec., 1/2000 sec., HALF Audio Input/Output 
eae. oe, : eres ; CaAte AUDIO IN: XLR x 2, 3-pin, LINE/MIC/MIC +48 V switchable type 
180.0 deg, 172.8 deg, 144.0 deg (CH1/CH2) LINE: 4 dBu (-3 dBu/O dBu/4 dBu selectable menu) 
120.0 deg, 90.0 deg 45.0 deg MIC: -60 dBu (-60 dBu/—50 dBu selectable menu) 
[50 Hz] a , MIC+48 V: Phantom +48 V supported, —-60 dBu 
50i/50p mode: 1/60 sec., 1/120 sec., 1/250 sec., (-60 dBu/-50 dBu selectable menu) 
1/500 sec., 1/1000 sec., 1/2000 sec., HALF MIC IN: XLR x 1, 5-pin 
25p mode: 1/60 sec., 1/120 sec., 1/250 sec., Phantom +48 V (selectable menu), 
1/500 sec., 1/1000 sec., 1/2000 sec., HALF ~40 dBu (50 dBu/—40 dBu selectable menu) 
180.0 deg, 172.8 deg, 144.0 deg, Wireless Slot: 25-pin, D-SUB, —40 dBu, 2 CH supported 
120.0 deg, 90.0 deg, 45.0 deg AUDIO OUT: XLR x 1, 5-pin, equilibrium low impedance 
Shutter Speed: — 60i/60p mode: 1/60.1 sec. to 1/7200 sec. (CH1/CH2) 4 dBu (-3 dBu/0 dBu/4 dBu selectable menu) 
(Synchro Scan) 30p mode: 1/30.1 sec. to 1/3600 sec. PHONES Out: Stere o mini jack x 2 
24p mode: 1/24.1 sec. to 1/2880 sec. Speaker: 20 mm diameter, round x 1 
50i/50p mode: 1/50.1 sec. to 1/6000 sec. 
25p mode: 1/25.1 sec. to 1/3000 sec. Other Input/Output 
Shutter Open Angle: Configurable between 3 deg and 359.5 deg GENLOCK IN: BNC x 1, 1.0 V [p-p], 75 Q 
__ (in 0.5 deg steps) TC IN: BNC x 1, 0.5 V [p-p] to 8 V [p-p], 10 kQ 
Sensitivity: NORMAL mode: ; ; TC OUT: BNC x 1, 2.0 V [p-p] +0.5 V [p-p], low impedance 
F9 (2000 Ix, 3200 K, 89.9 % reflection, 1080/59.94i) DC IN: XLR x 1, 4-pin, DC 12 V (DC 11.0 Vto 17.0 V) 
F10 (2000 Ix, 3200 K, 89.9 % reflection, 1080/50i) = 
HIGH SENS mode: DC OUT: 4-pin, DC 12 V (DC 11.0 V to 17.0 V), 
F12 (2000 Ix, 3200 K, 89.9 % reflection, 1080/59.94i) maximum output current 1.5 A 
F13 (2000 Ix, 3200 K, 89.9 % reflection, 1080/50i) REMOTE: 10-pin 
Minimum Subject Illumination: LENS: 12-pin 
Approx. 0.004 Ix VE: 20-pin 
(F1.4, +42 dB (S.GAIN), +34 dB (DS.GAIN)) LAN: 100BASE-TX/10BASE-T 


Image S/N: 


62 dB (standard) 


USB 2.0 (Device): 


Type B connector, 4-pin 


Horizontal Resolution: 


1000 TV or higher (center) 


USB 3.0 (Host): 


Type A connector, 9-pin 


Memory Card Recorder Section 


Recording Media: 


P2 card, microP2 card 


System Format: 


1080/59.94p, 1080/59.94i, 1080/23.98PsF, 
720/59.94p, 480/59.94i, 1080/50p, 1080/50i, 
720/50p, 576/50i 


USB 2.0 (Host): 


Type A connector, 4-pin 


LIGHT: 


2-pin, DC 12 V (DC 11.0 V to 17.0 V), 
maximum output current 4.5 A 
(up to 50 W equivalent) 


LCD Monitor: 


3.5-type QHD color monitor (approx. 1560000 dots) 


Included Accessories 


Shoulder strap, Mount cap 


AJ-PX5000G 


General 


Power Supply: DC 12 V (11.0 V- 17.0 V) 
Power Consumption: 29 W 
(body only, 1080/59.94i, AVC-Intra100 standard 
recording status, LCD ON) 
70 W 
(with all optional accessories connected and 
maximum power supplied from each output terminal) 
Operating Temperature: 0°C to 40°C (32°F to 104°F) 
Operating Humidity: 10 % to 85 % (relative humidity) 
Storage Temperature: -20°C to 60 °C (-4°F to 140°F) 


Weight: Approx. 3.4 kg (7.5 Ibs.) 
(body only, excluding the battery and accessories) 
Dimensions: 147 mm (W) x 267 mm (H) x 342 mm (D) 


(5-25/32 inches x 10-1/2 inches x 13-15/32 inches) 
Body only, excluding protrusion 


Camera Section 


Pickup Device: 2/3-type, 2.2 million pixels, MOS x 3 

Lens Mount: 2/3-type bayonet 

CC Filter: A: 3200 K, B: 4300 K, C: 5600 K, D: 6300 K 
ND Filter: CLEAR, 1/4, /16, 1/64 

Gain Setting: NORMAL mode: 


—3 dB, 0 GB, 3 GB, 6 dB, 9 dB, 12 dB, 

15 dB, 18 dB, 21 dB, 24 dB, 27 dB, 30 dB 
HIGH SENS mode: 

-6 dB, -3 dB, 0 GB, 3 GB, 6 GB, 9 dB, 12 dB, 
15 dB, 18 dB, 21 dB, 24 dB, 27 dB, 30 dB 

Digital Super Gain: Selectable from 6 dB, 10 dB, 12 dB, 15 dB, 

(DS.GAIN) 20 dB, 24 dB, 28 dB, 34 dB 

Super Gain (S.GAIN): Selectable from 30 dB, 36 dB, 42 dB 

Shutter Speed: [59.94 Hz] 

(Preset) 60i/60p mode: 1/100 sec., 1/120 sec., 1/250 sec., 
1/500 sec., 1/1000 sec., 1/2000 sec., HALF 
30p mode: 1/100 sec., 1/120 sec., 1/250 sec., 
1/500 sec., 1/1000 sec., 1/2000 sec., HALF 
24p mode: 1/100 sec., 1/120 sec., 1/250 sec., 
1/500 sec., 1/1000 sec., 1/2000 sec., HALF 
180.0 deg, 172.8 deg, 144.0 deg, 
120.0 deg, 90.0 deg, 45.0 deg 
[50 Hz] 
50i/50p mode: 1/60 sec., 1/120 sec., 1/250 sec., 
1/500 sec., 1/1000 sec., 1/2000 sec., HALF 
25p mode: 1/60 sec., 1/120 sec., 1/250 sec., 
1/500 sec., 1/1000 sec., 1/2000 sec., HALF 
180.0 deg, 172.8 deg, 144.0 deg, 

120.0 deg, 90.0 deg, 45.0 deg 


1/60.1 sec. to 1/7200 sec. 
(1080/59.94i, 1080/59.94p, 480/59.94i) 
1/50.1 sec. to 1/6000 sec. 

(1080/50, 1080/50p, 576/50i) 

1/30.1 sec. to 1/3600 sec. 
(1080/29.97p, 480/29.97p) 

1/24.1 sec. to 1/2880 sec. 
(1080/23.98p, 480/23.98p) 

1/25.1 sec. to 1/3000 sec. 

(1080/25p, 576/25p) 


Shutter Speed: 
(Synchro Scan) 


Shutter Open Angle: Configurable between 3 deg and 359.5 deg 
(in 0.5 deg steps) 


NORMAL mode: 

F9 (2000 Ix, 3200 K, 89.9 % reflection, 1080/59.94i) 
F10 (2000 Ix, 3200 K, 89.9 % reflection, 1080/50i) 
HIGH SENS mode: 

F12 (2000 Ix, 3200 K, 89.9 % reflection, 1080/59.94i) 
F13 (2000 Ix, 3200 K, 89.9 % reflection, 1080/50i) 


Sensitivity: 


Minimum Subject Illumination: 
Approx. 0.004 Ix 
(F1.4, +42 dB (S.GAIN), +34 dB (DS.GAIN)) 


Image S/N: 62 dB (standard) 


Horizontal Resolution: 1000 TV or higher (center) 


Memory Card Recorder Section 


Recording Media: P2 card, microP2 card 


System Format: 1080/59.94p, 1080/59.94i, 1080/23.98PsF, 
720/59.94p, 480/59.94i, 1080/50p, 1080/50i, 
720/50p, 576/50i 


As of September, 2018 


Recording Format: AVC-Intra200/AVC-Intra100/AVC-Intra50/ 
AVC-LongG50/AVC-LongG25/AVC-LongG12/ 
DVCPRO HD/DVCPRO50/DVCPRO/DV 
formats switchable 

Recording Video Signal: 
1080/59.94p, 1080/59.94i, 1080/29.97pN, 
1080/23.98pN, 720/59.94p, 720/29.97pN, 
720/23.98pN, 480/59.94i, 
1080/50p, 1080/50i, 1080/25pN, 
720/50p, 720/25pN, 576/50i 


*Please see 41 - 42 page for Digital Video, Digital Audio and Proxy 
Specifications. 


Video Input/Output 


SDI IN: BNC x1 
HD SDI: 3 G: 0.8 V [p-p], 75 Q 
1.5 G: 0.8 V [p-p], 75 Q 
SD SDI: 0.8 V [p-p], 75 Q 
Switch the menu to use as 
<VIDEO IN> terminal/return video input terminal/ 
<GENLOCK IN> terminal 
BNC x1 
HD SDI: 3 G: 0.8 V [p-p], 75 Q, 
1.5 G: 0.8 V [p-p], 75 Q 
SD SDI: 0.8 V [p-p], 75 Q, 
BNC x1 
HD SDI: 3 G: 0.8 V [p-p], 75 Q, 
1.5 G: 0.8 V [p-p], 75 Q 
SD SDI: 0.8 V [p-p], 75 Q 
BNC x1 
Composite: 1.0 V [p-p], 75 Q 
HDMI x 1 (HDMI type A terminal, not compatible 
with VIERA Link) 


SDI OUT1: 


SDI OUT2: 


VIDEO OUT: 


HDMI OUT: 


Audio Input/Output 


AUDIO IN: XLR x 2, 3-pin, LINE/MIC/MIC +48 V switchable type 

(CH1/CH2) LINE: 4 dBu (-3 dBu/O dBu/4 dBu selectable menu) 
MIC: -60 dBu (-60 dBu/—50 dBu selectable menu) 
MIC+48 V: Phantom +48 V supported, —60 dBu 
(-60 dBu/-50 dBu selectable menu) 

MIC IN: XLR x 1, 5-pin 


Phantom +48 V (selectable menu), 
-40 dBu (-50 dBu/—40 dBu selectable menu) 
25-pin, D-SUB, —40 dBu, 2 CH supported 


Wireless Slot: 


AUDIO OUT: XLR x 1, 5-pin, equilibrium low impedance 

(CH1/CH2) 4 dBu (-3 dBu/O dBu/4 dBu selectable menu) 

PHONES Out: Stere o mini jack x 2 

Speaker: 20 mm diameter, round x 1 

Other Input/Output 

GENLOCK IN: BNC x 1, 1.0 V [p-p], 75 Q 

TC IN: BNC x 1, 0.5 V [p-p] to 8 V [p-p], 10 kQ 

TC OUT: BNC x 1, 2.0 V [p-p] +0.5 V [p-p], low impedance 

DC IN: XLR x 1, 4-pin, DC 12 V (DC 11.0 V to 17.0 V) 

DC OUT: 4-pin, DC 12 V (DC 11.0 V to 17.0 V), 
maximum output current 1.5 A 

REMOTE: 10-pin 

LENS: 12-pin 

VE: 20-pin 

LAN: 100BASE-TX/10BASE-T 


USB 2.0 (Device): Type B connector, 4-pin 

USB 3.0 (Host): Type A connector, 9-pin 

USB 2.0 (Host): | Type A connector, 4-pin 

LIGHT: 2-pin, DC 12 V (DC 11.0 V to 17.0 V), 
maximum output current 4.5 A 

(up to 50 W equivalent) 

8.76 cm (3.45 inches) LCD monitor, 
approx. 921,000 dots (16:9) 


LCD Monitor: 


Included Accessories 
Shoulder strap, Mount cap 
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[= Specifications 


AJ-PX800G 


General Video Input/Output 
Power Supply: DC 12 V (11.0 V - 17.0 V) SDI OUT/IN*: BNC x1 
Power Consumption: 22 W (body + AG-YA600G) 1.5 GHD SDI: 0.8 V [p-p], 75 Q 
Operating Temperature: 0°C to 40°C (32°F to 104°F) SD SDI: 0.8 V [p-p], 75 Q 
Operating Humidity: 10 % to 85 % (relative humidity) MON OUT: BNC x1 ; 
Storage Temperature: -20°C to 60°C (-4°F to 140°F) (Can be switched to HD SDI/SD SDI/ 
analog composite on SmartUI.) 
Weight: Approx. 2.8 kg (6.2 Ibs.) 
s F 1.5 GHD SDI: 0.8 V [p-p], 75 Q 
body only, excluding the battery and accessories SD SDI: 0.8 V [p-p], 75 2 
Dimensions: 144 mm (W) x 267 mm (H) x 350 mm (D) Composite: 1.0V [pp] 750 
loal/Se inches 10-1/e inenes x1g-2b/Celinches) HDMI OUT: HDMI x 1 (HDMI type A terminal, not compatible 


body only, excluding protrusion 


Camera Section 


Pickup Device: 2/3-type 2.2 million pixels, MOS x 3 


with VIERA Link) 


Audio Input/Output 


Audio IN: XLR x 2, 3-pin 

Lens Mount: 2/3-type bayonet LINE/MIC (switch selection) 
ND Filter: CLEAR, 1/4, 1/16, 1/64 LINE: 0 dBu 
Gain Setting: NORMAL mode: MIC: -50 dBu/-60 dBu (menu selection), 

-3 dB, 0 GB, 3 GB, 6 GB, 9 GB, 12 dB, 15 GB, +48 V ON/OFF (switch selection) 

18 dB, 21 dB, 24 dB, 27 dB, 30 dB MIC IN: XLR x 1, 5-pin 

HIGH SENS mode: MIC IN: XLR x1, 3-pin 

—6 dB, -3 dB, 0 dB, 3 GB, 6 dB, 9 GB, 12 dB, +48 V supported (selectable menu) 

15 dB, 18 dB, 21 dB, 24 dB, 27 dB, 30 dB -40 dBu/-50 dBu/-60 dBu (selectable menu) 
Super Gain (S.GAIN): Selectable from 30 dB, 36 dB, 42 dB Wireless IN: 25-pin, D-SUB, —40 dBu, 2 CH supported 
Shutter Speed: 60i/60p mode: 1/60 (OFF) sec., 1/100 sec., Audio OUT: Pin jack x 2 (CH1, CH2), 
(Preset) 1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec., Output level: 600 Q, 316 mV 

1/2000 sec. Phones OUT: 3.5 mm diameter stereo mini jack x1 

30p mode: 1/30 (OFF) sec., 1/50 sec., 1/60 sec., Speaker: 20 mm diameter, round x 1 

1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec. - 2 

24p mode: 1/24 (OFF) sec., 1/50 sec., 1/60 sec., 

1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec. Other Input/Output 

50i/50p mode: 1/50 (OFF) sec., 1/60 sec., GENLOCK IN: BNC x 1, 1.0 V [p-p], 75 Q 

1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec., TC IN/OUT: BNC x 1, IN/OUT switch selection 

1/2000 sec. IN: 0.5 V [p-p] to 8 V [p-p], 10 ks 

25p mode: 1/25 (OFF) sec., 1/50 sec., 1/60 sec., OUT: 2.0 V [p-p] +0.5 V [p-p], Low impedance 

1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec. DC IN: XLR x1, 4-pin, DC 12 V (DC 11.0 V to 17.0 V) 
Shutter Speed: 60i/60p mode: 1/60.0 sec. to 1/250.0 sec. DC OUT: 4-pin, DC 12 V (DC 11.0 V to 17.0 V), 
(Synchro Scan) 30p mode: 1/30.0 sec. to 1/250.0 sec. maximum output current 1.5 A 

24p mode: 1/24.0 sec. to 1/250.0 sec. REMOTE: 10-pin 

50i/S0p mode: 1/50.0 sec. to 1/250.0 sec. Lens: 12-pin 

25p mode: 1/25.0 sec. to 1/250.0 sec. VF: 20-pin 
Shutter Speed: 60i/60p mode: 1/15 sec., 1/30 sec. LAN: 400BASE-TX/10BASE-T 
(Slow) 30p mode: 1/15 sec. 


24p mode: 1/12 sec. 
50i/50p mode: 1/12.5 sec., 1/25 sec. 
25p mode: 1/12.5 sec. 


Shutter Open Angle: 3.0 deg to 360.0 deg 
(in 0.5 deg steps, angle display) 


Sensitivity: NORMAL mode: 
F9 (2000 Ix, 3200 K, 89.9 % reflection, 1080/59.94i) 
F10 (2000 Ix, 3200 K, 89.9 % reflection, 1080/50i) 


HIGH SENS mode: 


F12 (2000 Ix, 3200 K, 89.9 % reflection, 1080/59.94i) 


F13 (2000 Ix, 3200 K, 89.9 % reflection, 1080/50i) 


Minimum Subject Illumination: 
Approx. 0.22 Ix (F1.4, +42 dB (S.GAIN)) 


Image S/N: 62 dB (standard) 


Horizontal Resolution: 1000 TV or higher (center) 


Memory Card Recorder Section 


Recording Media: P2 card (for microP2 card: adaptor is required) 


System Format: 1080/59.94i, 1080/23.98psF, 720/59.94p, 
480/59.94i, 1080/50i, 720/50p, 576/50i 


Recording Format: AVC-Intra100/AVC-Intra50/AVC-LongG50/ 
AVC-LongG25/AVC-LongG12/DVCPRO HD/ 
DVCPRO50/DVCPRO/DV formats switchable 


Recording Video Signal: 
1080/59.94i, 1080/29.97pN, 1080/23.98pN, 
720/59.94p, 720/29.97pN, 720/23.98pN, 
480/59.94i, 480/29.97p, 
1080/50i, 1080/25pN, 720/50p, 720/25pN, 
576/50i, 576/25p 


*Please see 41 - 42 page for Digital Video, Digital Audio and Proxy 
Specifications. 


USB 2.0 (Host): 


Type A connector, 4-pin 


USB 2.0 (Device): 


Type B connector, 4-pin 


USB 2.0 (Sub Host): Type A connector, 4-pin 


(exclusively for wireless module AJ-WM30) 


Included Accessories 


Shoulder strap, Mount cap 


* The optional AJ-YA600G SDI board is required. 


AJ-PX380G 


General 


Power: DC 12 V (11.0 V- 17.0 V) 

Power Consumption: 19 W (body only, 1080/60i, AVC-Intra 100 
standard recording status, LCD ON) 
58W (with all optional accessories connected 
and maximum power supplied from each output 
terminal) 

Operating Temperature: O°C to 40°C (32°F to 104°F) 

Operating Humidity: 10 % to 85 % (relative humidity) 


As of September, 2018 


*Please see 41 - 42 page for Digital Video, Digital Audio and Proxy 
Specifications. 


Video Input/Output 


SDI OUT!: BNCx1 
HD SDi (3 G/1.5 G), SD SDI: 0.8 V [p-p], 75 Q 


SDI OUT2/IN: BNC x1, SDI OUT2, SDI IN (menu selection) 
(Can be switched to HD SDI/SD SDI on SmartUI.) 


HD SDi (1.5 G), SD SDI: 0.8 V [p-p], 75 Q 


Storage Temperature: -20°C to 60°C (-4°F to 140°F) 


Weight: Approx. 2.7 kg (6.0 Ib) 
body only, excluding the battery and accessories 
Dimensions: 144 mm (W) x 267 mm (H) x 348 mm (D) 


(5-21/32 inches x 10-1/2 inches x 13-11/16 inches) 
body only, excluding protrusion 


Camera Unit 


Pickup Device: 1/3-type 2.2 million pixels, MOS x 3 

Lens Mount: 1/3-type bayonet 

ND Filter: 1CLEAR, 1/4ND, 1/16ND, 1/64ND 

Gain Setting: NORMAL mode: 
0 dB, 3 dB, 6 dB, 9 dB, 12 dB, 15 dB, 18 dB 
HIGH SENS mode: 
—3 dB, 0 GB, 3 GB, 6 dB, 9 dB, 12 dB, 15 GB, 
18 dB 


Super Gain (S.GAIN): Selectable from 24 dB, 30 dB, 36 dB 


Shutter Speed: 60i/60p mode: 1/60 (OFF) sec., 1/100 sec., 
1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec., 
1/2000 sec. 
30p mode: 1/30 (OFF) sec., 1/50 sec., 1/60 sec., 
1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec. 
24p mode: 1/24 (OFF) sec., 1/50 sec., 1/60 sec., 
1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec. 
50i/50p mode: 1/50 (OFF) sec., 1/60 sec., 

1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec., 
1/2000 sec. 

25p mode: 1/25 (OFF) sec., 1/50 sec., 1/60 sec., 
1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec. 


Shutter Speed: 60i/60p mode: 1/60.0 sec. to 1/249.8 sec. 

(Synchro Scan) 30p mode: 1/30.0 sec. to 1/249.8 sec. 
24p mode: 1/24.0 sec. to 1/249.8 sec. 
50i/50p mode: 1/50.0 sec. to 1/250.0 sec. 
25p mode: 1/25.0 sec. to 1/250.0 sec. 


Shutter Speed: 60i/60p mode: 1/15 sec., 1/30 sec. 
(Slow) 30p mode: 1/15 sec. 
24p mode: 1/12 sec. 
50i/50p mode: 1/12.5, 1/25 sec. 
25p mode: 1/12.5 sec. 


Shutter Open Angle: 3.0 deg to 360.0 deg 
(in 0.5 deg steps, angle display) 


GL IN/VIDEO OUT: BNC x1, GENLOCK IN, 
VIDEO OUT (menu selection) 
GENLOCK IN: 1.0 V [p-p], 75 Q 
VIDEO OUT: Composite, 1.0 V [p-p], 75 Q 


HDMI OUT: HDMI x 1 (HDMI type A terminal, 


not compatible with VIERA Link) 


Audio Input/Output 


Audio IN CH1/3, AUDIO IN CH2/4: 
XLR (3-pin) x 2, LINE/MIC (switch selection) 
LINE: OdBu 
MIC: -50 dBu/-60 dBu (menu selection), 
+48 V ON/OFF (switch selection) 


MIC IN: XLR (8-pin) x 1, 

+48 V supported (selectable menu) 

-40 dBu/-50 dBu/—60 dBu (selectable menu) 
Wireless IN: 25-pin, D-SUB, —40 dBu, 2 CH supported 
Audio OUT: Pin jack x 2 (CH1, CH2), 

Output level: 600 Q, 316 mV 
Phones OUT: 3.5 mm diameter stereo mini jack x1 
Speaker: 20 mm diameter, round x 1 
Other Input/Output 
TC IN/OUT: BNC x1, IN/OUT (menu selection) 


IN: 0.5 V [p-p] to 8 V [p-p], 10 kQ 
OUT: 2.0 V [p-p] +0.5 V [p-p], Low impedance 


LAN: 100BASE-TX/10BASE-T 


USB2.0 (device): Type B connector, 4-pin 


USB2.0 (host): Type A connector, 4-pin 


USB2.0 (sub host): Type A connector, 4-pin 
(exclusively for wireless module AJ-WM30) 


DC IN: XLR x 1, 4-pin, DC 12 V (DC 11.0 V to 17.0 V) 


DC OUT: 4-pin, DC 12 V (DC 11.0 V to 17.0 V), 
maximum output current 1.5 A 

REMOTE: 10-pin 

Lens: 12-pin 

EVF: 20-pin 


Included Accessories 


Shoulder strap, Mount cap 


NORMAL mode: 

F8 (2000 Ix, 3200 K, 89.9 % reflection, 1080/59.94i) 
F9 (2000 Ix, 3200 K, 89.9 % reflection, 1080/50i) 
HIGH SENS mode: 

F11 (2000 Ix, 3200 K, 89.9 % reflection, 1080/59.94i) 
F12 (2000 Ix, 3200 K, 89.9 % reflection, 1080/50i) 


Sensitivity: 


Horizontal Resolution: 1000 TV or higher (center) 


Memory Card Recorder 


Recording Media: P2 card x 1, microP2 card x 2 


System Format: 1080/59.94p, 1080/59.94i, 1080/23.98psF, 
720/59.94p, 480/59.94i, 
1080/50p, 1080/50i, 720/50p, 576/50: 


Recording Format: AVC-Intra100/AVC-Intra50/AVC-LongG50/ 
AVC-LongG25/ AVC-LongG12/DVCPRO HD/ 
DVCPROS50/DVCPRO/DV 
formats switchable 


Recording Video Signal: 
1080/59.94p, 1080/59.94i, 
1080/29.97pN, 1080/23.98pN, 
720/59.94p, 720/29.97pN, 720/23.98pN, 
480/59.94i, 480/29.97p, 
1080/50p, 1080/50i, 1080/25pN, 
720/50p, 720/25pN, 576/50i, 576/25p 
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[= Specifications 


AG-HPX610 


General Memory Card Recorder Section 

Power Supply: DC 12 V (DC 11.0 V- 17.0 V) Recording Media: P2 card 

Power Consumption: 18 W (body only) System Formats: 1080/59.94i, 1080/23.98PsF”, 720/59.94p, 
22 W (with AG-YDX600G and AG-YA600G) 480/59.94i, 1080/50i, 720/50p, 576/50i 

Operating Temperature: O°C to 40°C (32°F to 104°F) Recording Formats: AVC-Intra100/AVC-Intra50/DVCPRO HD/ 

Operating Humidity: 10 % to 85 % (no condensation) DVCPRO 50/DVCPRO/DV formats switchable 

Storage Temperature: —20°C to 60°C (-4°F to 140°F) Recording Video Signal: 

Weight: Approx. 2.8 kg (6.2 Ib) 1080/59.94i, 1080/29.97p, 1080/29.97pN, 
body only, excluding the battery and accessories 1080/23.98p, 1080/23.98pA, 1080/23.98pN, 

Dimensions: 144 mm (W) x 267 mm (H) x 350 mm (D) 1080/50i, 1080/25p, 1080/25pN, 


(5-21/32 inches x 10-1/2 inches x 13-25/32 inches) 
excluding prominent parts 


Camera Section 


Pickup Device: 


2/3-type MOS x 1 


Lens Mount: 


2/3-type bayonet type 


ND Filter: 


CLEAR, 1/4, 1/16, 1/64 


Gain Selection*': 


-3 dB, 0 GB, 3 GB, 6 GB, 9 GB, 12 dB, 18 dB 
(18 dB: USER SW allocation) 


Color Temperature Settings: 


ATW, ATW LOCK, A CH, B CH, 
Preset 3200 K/Preset 5600 K/VAR 
(2400 K to 9900 K) 


Shutter Speed: 
(Preset) 


[59.94 Hz] 

60i/60p mode: 1/60 (OFF) sec., 1/100 sec., 
1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec., 
1/2000 sec. 

30p mode: 1/30 (OFF) sec., 1/50 sec., 1/60 sec., 
1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec. 
24p mode: 1/24 (OFF) sec., 1/50 sec., 1/60 sec., 
1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec. 
[50 Hz] 

50i/50p mode: 1/50 (OFF ) sec., 1/60 sec., 
1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec., 
1/2000 sec. 

25p mode: 1/25 (OFF ) sec., 1/50 sec., 1/60 sec., 
1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec. 


Shutter Speed: 
(Syncro Scan) 


59.94 Hz] 

60i/60p mode: 1/60.0 sec. to 1/249.8 sec. 
30p mode: 1/30.0 sec. to 1/249.8 sec. 
24p mode: 1/24.0 sec. to 1/249.8 sec. 

50 Hz] 

50i/50p mode: 1/50.0 sec. to 1/250.0 sec. 
25p mode: 1/25.0 sec. to 1/250.0 sec. 


Shutter Speed: 
(Slow) 


59.94 Hz] 

60i/60p mode: 1/15 sec., 1/30 sec. 
30p mode: 1/15 sec. 

24p mode: 1/12 sec. 

50 Hz] 

50i/50p mode: 1/12.5 sec., 1/25 sec. 
25p mode: 1/12.5 sec. 


Shutter Open Angle: 


SCENE FILE VFR = OFF 

3 deg to 360 deg, 0.5 deg step select 
SCENE FILE VFR = ON* 

(FRAME RATE 12p or more) 

3 deg to 360 deg, 0.5 deg step select 
SCENE FILE VFR = ON*2 

(Less than FRAME RATE 12p) 

3 deg to 22.5 deg, 0.5 deg step select 
45 deg, 90 deg, 180 deg, 360 deg 


Frame Rates**: 
(69.94 Hz mode) 


1080: 1/2/4/6/9/12/15/18/20/21/22/24/25/26/27/ 
28/30 fps (frames per second) 17 steps 

720: 1/2/4/6/9/12/15/1 8/20/21 /22/24/25/26/27/ 
28/30/32/34/36/40/44/48/54/60 fps 

(frames per second) 25 steps 


Frame Rates**: 
(60 Hz mode) 


1080: 1/2/4/6/9/12/15/18/20/21/22/23/24/25 fps 
(frames per second) 14 steps 

720: 1/2/4/6/9/12/15/18/20/21/22/23/24/25/26/ 
27/28/30/32/34/37/42/45/48/50 fps 

(frames per second) 25 steps 


Sensitivity**: F12 (2000 Ix, 3200 K, 89.9 % reflect, 1080/59.94i) 
F13 (2000 Ix, 3200 K, 89.9 % reflect, 1080/50i) 

Video S/N**: 59 dB (standard) 

Digital Zoom: 2x, 4x 


720/59.94p, 720/29.97p, 720/29.97pN, 
720/23.98p, 720/23.98pN, 

720/50p, 720/25p, 720/25pN, 
480/59.94i, 480/29.97p, 480/23.98p, 
480/23.98pA, 576/50i, 576/25p 


*Please see 41 - 42 page for Digital Video and Digital Audio 
Specifications. 


Video Input/Output 

SDI OUT/IN (OP)**: BNC x 1 
HD SDI: 0.8 V [p-p], 75 Q 
SD SDI: 0.8 V [p-p], 75 Q 


MON OUT: BNC x 1, 
HD SDI/SD SDI/VBS (Analog Composite) 
can be switched on SmatUI 
HD SDI: 0.8 V [p-p], 75 Q 
SD SDI: 0.8 V [p-p], 75 Q 
VBS: 1.0 V [p-p], 75 Q 
HDMI OUT: HDMI x 1 (HDMI TypeA terminal), 
VIERA Link not supported 
Audio Input/Output 
AUDIO IN: XLR x 2, 3-pin 
LINE/MIC switchable, high impedance, 
LINE: 0 dBu 
MIC:—50 dBu/-60 dBu (switching via menu) 
MIC +48 V ON/OFF (switchable) 
MIC IN: XLR x 1, 3-pin 
+MIC/+48 V switchable, 
-40 dBu/—50 dBu/-60 dBu (switching via menu) 
WIRELESS IN: 25-pin, D-SUB, —40 dBu 2 CH supported 
AUDIO OUT: Pin jack x 2 (CH1/CH2), Output: 316 mV, 600 Q 
PHONES OUT: 3.5 mm stereo mini jack x 1 
Speaker: 20 mm diameter x 1 


Other Input/Output 


GENLOCK IN: BNC x 1, 1.0 V [p-p], 75 Q 

TC IN/OUT: IN: BNC x 1, 0.5 V [p-p] to 8 V [p-p], 10 kQ 
OUT: BNC x 1, 2.0 V [p-p] +0.5 V [p-p], 
low impedance (IN/OUT switching via menu) 

DC IN: XLR x 1, 4-pin, DC 12 V (DC 11.0 V to 17.0 V) 

DC OUT: 4-pin, DC 12 V (DC 11.0 V to 17.0 V), Max. 1.5A 

REMOTE: 10-pin 

LENS: 12-pin 

VF: 20-pin 

LAN*: 100BASE-TX/10BASE-T 

USB 2.0 (Host): Type-A, 4-pin 

USB 2.0 (Device): Type-B, 4-pin 

USB 2.0 (Host)*®: Type-A, 4-pin (for Wireless Module AJ-WM30 or 
for UPLINK USB cable) 


Included Accessories 
Shoulder strap, Mount cap*®, CD-ROM 


*1: When SHOOTING MODE is NORMAL on SYSTEM SETUP MENU, 

-3 dB setting is treated as OdB and 18dB setting can not be active. 

*2: AG-SFU602 Upgrade Software Key is required. 

*3: When SHOOTING MODE is LOW LIGHT on SYSTEM SETUP MENU 
*4: Mounting the optional AG-YA600G HD/SD SDI Input Board makes this 
system SDI Input. (SDI OUT/IN switching via menu) 

*5: When Upgrade Software Key AG-SFU601 is installed, the network 
function of cable LAN and wireless LAN becomes effective. 

*6: It is attached to the main body. 


AJ-PX270 


General 


DC 7.2 V (when the battery is used) 
DC 12 V (when the AC adaptor is used) 


Power Supply: 


Power Consumption: 19.5 W (when the LCD monitor is used) 


Operating Temperature: O°C to 40°C (32°F to 104°F) 


Operating Humidity: 10 % to 80 % (no condensation) 


Weight: Approx. 2.2 kg (4.9 Ibs.) body only, 
excluding lens hood, battery, and accessories 
Approx. 2.6 kg (5.7 Ibs.) including lens hood, 
supplied battery, and microphone holder 


Dimensions: 176 mm (H) x 171 mm (W) x 329 mm (D) 
(6-15/16 inches x 6-23/32 inches x 12-15/16 inches) 


(excluding protrusion) 


Camera Section 


Pickup Device: 1/3-type 2.2 million pixels, 
MOS solid state image sensor x 3 


Lens: Optical image stabilizer lens, 
optical 22x motorized zoom 
F1.6 to F3.2 (f=3.9 mm to 86 mm) 
35 mm conversion: 28 mm to 616 mm (16:9) 


Filter Diameter: 72mm 


Optical System: Prism system 


ND Filter: OFF, 1/4, 1/16, 1/64 


Shortest Shooting Distance: 
1.1 m from the front lens (M.O.D.) 
Approx. 0.06 m from front lens 
(When Macro=On, at wide-end) 


L/M/H selector switch, 

-3 dB to 18 dB (in 1 dB steps) 

(Negative value of gain is only in [HIGH SENS.] mode.) 
(When assigning [S.GAIN] to the USER button: 
Switching between 24 dB, 30 dB, and 36 dB) 


Gain Setting: 


Color Temperature Setting: 
ATW, ATW LOCK, A CH, B CH, 
preset 3200 K/preset 5600 K/VAR 
(2000 K to 15000 kK) 


Shutter Speed: [59.94 Hz] 

(Preset) 60i/60p mode: 1/60 (shutter off) sec., 
1/100 sec., 1/120 sec., 1/250 sec., 1/500 sec., 
1/1000 sec., 1/2000 sec. 
30p mode: 1/30 sec., 1/50 (shutter off) sec., 
1/60 sec., 1/120 sec., 1/250 sec., 1/500 sec., 
1/1000 sec., 1/2000 sec. 
24p mode: 1/24 sec., 1/50 (shutter off) sec., 
1/60 sec., 1/120 sec., 1/250 sec., 1/500 sec., 
1/1000 sec., 1/2000 sec. 
[50 Hz] 
50i/50p mode: 1/50 (shutter off) sec., 1/60 sec., 
1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec., 
1/2000 sec. 
25p mode: 1/25 sec., 1/50 (shutter off) sec., 
1/60 sec., 1/120 sec., 1/250 sec., 1/500 sec., 
1/1000 sec., 1/2000 sec. 

Shutter Speed: [59.94 Hz] 


(Synchro Scan) 60i/60p mode: 1/60.0 sec. to 1/249.8 sec. 
30p mode: 1/30.0 sec. to 1/249.8 sec. 
24p mode: 1/24.0 sec. to 1/249.8 sec. 
[50 Hz] 
50i/50p mode: 1/50.0 sec. to 1/250.0 sec. 
25p mode: 1/25.0 sec. to 1/250.0 sec. 


Shutter Speed: Setting is possible when [VFR]=[OFF] 
(Slow) [59.94 Hz] 
60i/60p mode: 1/1 sec., 1/2 sec., 1/4 sec., 
1/6 sec., 1/15 sec., 1/30 sec. 
30p mode: 1/1 sec., 1/2 sec., 1/4 sec., 1/6sec., 
1/15 sec. 
24p mode: 1/1 sec., 1/2 sec., 1/4 sec., 1/6 sec., 
1/12 sec. 
[50 Hz] 
50i/50p mode: 1/1 sec., 1/2 sec., 1/4 sec., 
1/6 sec., 1/12 sec., 1/25 sec. 
25p mode: 1/1 sec., 1/2 sec., 1/4 sec., 1/6 sec., 
1/12 sec. 


Shutter Open Angle: 3.0 deg to 180.0 deg to 360.0 deg 
(in 0.5 deg steps, angle display) 


Frame Rate: 1080/59.94p: 1/2/4/6/ 9/12/15/18/20/21/22/24/ 
25/26/27/28/30/32/34/36/40/44/48/54/60 fps 
(frames per second) 25 steps 

1080/50p: 1/2/4/6/9/12/15/18/20/21/22/23/ 
24/25/26/27/28/30/32/34/37/42/45/48/50 fps 


(frames per second) 25 steps 


As of September, 2018 


Sensitivity: [HIGH SENS.] mode 
F11 (2000 Ix, 3200 K, 89.9 % reflection, 1080/59.94i) 
F12 (2000 Ix, 3200 K, 89.9 % reflection, 1080/50i) 


Minimum Subject Illumination: 


0.02 Ix 

(F1.6, gain 18 dB, [1S.EXP], [HIGH SENS.] mode) 
Digital Zoom: 2x, 5x, 10x 
Lens Hood: Hood with lens cover 


Memory Card Recorder Section 


Recording Media: microP2 card, P2 card 


Recording Slot: microP2 card slot x 2, P2 card slot x 1 


System Format: 1080/59.94p, 1080/59.94i, 1080/23.98PsF, 
720/59.94p, 480/59.94i, 
1080/50p, 1080/50i, 720/50p, 576/50i 


Recording Format: AVC-Intra200/AVC-Intra100/AVC-Intra50/ 
AVC-LongG50/AVC-LongG25/AVC-LongG12/ 
DVCPRO HD/DVCPRO50/DVCPRO/DV formats 


Recording Video Signal: 
1080/59.94p, 1080/59.94i, 1080/29.97pN, 
1080/23.98pN, 720/59.94p, 720/29.97pN, 
720/23.98pN, 480/59.94i, 480/29.97p 
1080/50p, 1080/50i, 1080/25pN, 
720/50p, 720/25pN, 576/50i, 576/25p 


*Please see 41 - 42 page for Digital Video, Digital Audio and Proxy 
Specifications. 


Video Input/Output 


SDI OUT: BNC x 1, HD (3 G/1.5 G), SD: 0.8 V [p-p], 75 Q 
VIDEO OUT: BNC x 1, Also used as the GENLOCK IN, 
IN/OUT switch selection 
Composite: 1.0 V [p-p], 75 Q 
HDMI OUT: HDMI x 1 (HDMI type A terminal, 


not compatible with VIERA Link) 


Audio Input 


Built-in Microphone: Supports stereo microphone 


AUDIO INPUT 1/AUDIO INPUT 2: 
XLR x 2, 3-pin.Input high impedance, 
LINE/MIC switch selection 
LINE: 4 dBu/O dBu (selectable menu) 
MIC: -40 dBu/-50 dBu/-60 dBu (selectable menu), 
+48 V ON/OFF (switch selection) 


Audio Output 


AUDIO OUT: 3.5 mm diameter stereo mini jack x 1, 
Output level: 600 Q, 316 mV 
Headphones: 3.5 mm diameter stereo mini jack x 1 
100 Q, -16 dBV 
(32 Q load, at maximum output level) 
Speaker: 20 mm diameter, round x 1 
Other Input/Output 
CAM REMOTE: 2.5 mm diameter super mini jack x 1 ZOOM S/S 
3.5 mm diameter mini jack x 1 FOCUS IRIS 
GENLOCK IN: BNC x 1, also used as the VIDEO OUT, 
IN/OUT switch selection, 1.0 V [p-p], 75 Q 
TC IN/OUT: BNC x 1, Used as the input and output terminals, 


IN/OUT switch selection 
Input: 1.0 V [p-p] to 4.0 V [p-p], 10 kQ 
Output: 2.0 V [p-p] +0.5 V [p-p], low impedance 


LAN: 100BASE-TX/10BASE-T 


USB 2.0 (Device): Type miniB connector, 4-pin 


USB 3.0 (Host): — Type A connector, 9-pin 


USB 2.0 (Sub-Host): Type A connector, 4-pin 
(exclusively for wireless module AJ-WM30) 


DC IN 12 V: DC 12 V (DC 10.5 V- 13.5 V), EIAJ type 4 


Monitor and Viewfinder 


LCD Monitor: 3.5-type QHD color monitor (approx. 1560000 dots) 


Viewfinder: 0.5-type OLED (organic EL display) 
(Approx. 2360000 dots, video display area: 
Approx. 1770000 dots) 


Included Accessories 


Battery (VW-VBD58), Shoulder strap, Battery charger, AC adaptor, 
Microphone holder, Screw for microphone holder (12 mm), 
Power code x 2, Eye cup, Lens hood, Grip belt 
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[= Specifications 


AJ-PX230 


General 


Power Supply: DC 7.2 V (when the battery is used) 


DC 12 V (when the AC adaptor is used) 


Power Consumption: 19.5 W (when the LCD monitor is used) 


Operating Temperature: 0°C to 40°C (32°F to 104°F) 


Operating Humidity: 10 % to 80 % (no condensation) 


Weight: Approx. 2.2 kg (4.9 Ibs.) body only, 
excluding lens hood, battery, and accessories 
Approx. 2.6 kg (5.7 Ibs.) including lens hood, 
supplied battery, and microphone holder 
Dimensions: 176 mm (H) x 171 mm (W) x 329 mm (D) 


(6-15/16 inches x 6-23/32 inches x 12-15/16 inches) 
(excluding protrusions) 


Camera Section 


Pickup Device: 1/3-type 2.2 megapixels, 


MOS solid state image sensor x3 


Lens: Optical image stabilizer lens, 
optical 22x motorized zoom 
F1.6 to F3.2 (f=3.9 mm to 86 mm) 
35 mm conversion: 28 mm to 616 mm (16:9) 


Filter Diameter: 72mm 


Optical System: Prism system 


ND Filter: OFF, 1/4, 1/16, 1/64 


Shortest Shooting Distance: 
1.1 m from the front lens (M.O.D.) 
Approx. 0.06 m from front lens 
(When Macro=On, at wide-end) 


L/M/H selector switch, 

-3 dB to 18 dB (in 1 dB steps) 

(Negative value of gain is only in [HIGH SENS.] mode.) 
(When assigning [S.GAIN] to the USER button: 
Switching between 24 dB, 30 dB, and 36 dB) 


Gain Setting: 


Color Temperature Setting: 
ATW, ATW LOCK, A ch, B ch, 
preset 3200 K/preset 5600 K/VAR 
(2000 K to 15000 k) 


Sensitivity: [HIGH SENS.] mode 
F11 (2000 Ix, 3200 K, 89.9 % reflection, 1080/59.94i) 
F12 (2000 Ix, 3200 K, 89.9 % reflection, 1080/50i) 


Minimum Subject Illumination: 


0.02 Ix 

(F1.6, gain 18 dB, [1S.EXP], [HIGH SENS.] mode) 
Digital Zoom: 2x, 5x, 10x 
Lens Hood: Hood with lens cover 


Memory Card Recorder Section 


Recording Media: microP2 card 
Recording Slot: microP2 card slot x 2 
System Format: 1080/59.94p, 1080/59.94i, 1080/23.98PsF, 
720/59.94p, 480/59.94i, 
1080/50p, 1080/50i, 720/50p, 576/50: 
Recording Format: AVC-Intra200/AVC-Intra100/AVC-Intra50/ 
AVC-LongG50/AVC-LongG25/AVC-LongG12/ 
DVCPRO HD/DVCPRO50/DVCPRO/DV formats 
Recording Video Signal: 
1080/59.94p, 1080/59.94i, 1080/29.97pN, 
1080/23.98pN, 720/59.94p, 720/29.97pN, 
720/23.98pN, 480/59.94i, 480/29.97p 
1080/50p, 1080/50i, 1080/25pN, 
720/50p, 720/25pN, 576/50i, 576/25p 


*Please see 41 - 42 page for Digital Video and Digital Audio 
Specifications. 


Video Input/Output 


SDI OUT: BNC x 1, HD (8 G/1.5 G), SD: 0.8 V [p-p], 75 Q 

HDMI OUT: HDMI x 1 (HDMI type A terminal, not compatible 
with VIERA Link) 

Audio Input 


Built-in Microphone: Supports stereo microphone 
AUDIO INPUT 1/AUDIO INPUT 2: 


Shutter Speed: [59.94 Hz] XLR x 2, 3-pin.Input high impedance, 
(Preset) 60i/60p mode: 1/60 (shutter off) sec., LINE/MIC switch selection 
1/100 sec., 1/120 sec., 1/250 sec., 1/500 sec., LINE: 4 dBu/O dBu (selectable menu) 
1/1000 sec., 1/2000 sec. MIC: -40 dBu/—-50 dBu/-60 dBu (selectable menu), 
30p mode: 1/30 sec., 1/50 (shutter off) sec., +48 V ON/OFF (switch selection) 
1/60 sec., 1/120 sec., 1/250 sec., 1/500 sec., , 
1/1000 sec., 1/2000 sec. Audio Output 
24p mode: 1/24 sec., 1/50 (shutter off) sec., Headphones: 3.5 mm diameter stereo mini jack x 1 
1/60 sec., 1/120 sec., 1/250 sec., 1/500 sec., 100 Q, -16 dBV 
pete sec., 1/2000 sec. (32 Q load, at maximum output level) 
50i/50p mode: 1/50 (shutter off) sec., 1/60 sec., Speaker: 20\mmidiameter, round x: 
1/120 sec., 1/250 sec., 1/500 sec., 1/1000 sec., 
4/2000 sec. Other Input/Output 
25p mode: 1/25 sec., 1/50 (shutter off) sec., CAM REMOTE: 2.5 mm diameter super mini jack x 1 ZOOM S/S 
1/60 sec., 1/120 sec., 1/250 sec., 1/500 sec., 3.5 mm diameter mini jack x 1 FOCUS IRIS 
1/1000 sec., 1/2000 sec. USB 2.0 (Device): Type miniB connector, 4-pin 
Shutter Speed: [59.94 Hz] USB 2.0 (Sub-Host): Type A connector, 4-pin 
(Synchro Scan) 60i/60p mode: 1/60.0 sec. to 1/249.8 sec. (exclusively for maintenance) 
30p mode: 1/30.0 sec. to 1/249.8 sec. DC IN 12 V: DC 12 V (DC 10.5 V - 13.5 V), EIAJ type 4 
24p mode: 1/24.0 sec. to 1/249.8 sec. 
[50 Hz] Monitor and Viewfinder 
50i/50p nee 1/00.0 Sec: to“1/250.0'sec. LCD Monitor: 3.5-type QHD color monitor (Approx. 1560000 dots) 
Bop mode 25:0 Soest /250.0 Sos Viewfinder: 0.5-type OLED (organic EL display) 
Shutter Speed: Setting is possible when [VFR]=[OF| : Real a a 
(Slow) Pr (59.94 Hz] (VFRI=[OFF] (Approx. 2360000 dots, video display area: 


60i/60p mode: 1/1 sec., 1/2 sec., 1/4 sec., 

1/6 sec., 1/15 sec., 1/30 sec. 

30p mode: 1/1 sec., 1/2 sec., 1/4 sec., 1/6sec., 
1/15 sec. 

24p mode: 1/1 sec., 1/2 sec., 1/4 sec., 1/6 sec., 
1/12 sec. 

[50 Hz] 

50i/50p mode: 1/1 sec., 1/2 sec., 1/4 sec., 

1/6 sec., 1/12 sec., 1/25 sec. 

25p mode: 1/1 sec., 1/2 sec., 1/4 sec., 1/6 sec., 
1/12 sec. 


Shutter Open Angle: 3.0 deg to 180.0 deg to 360.0 deg 
(in 0.5 deg steps, angle display) 


Frame Rate: 1080/59.94p: 1/2/4/6/ 9/12/15/18/20/21/22/24/ 
25/26/27/28/30/32/34/36/40/44/48/54/60 fps 
(frames per second) 25 steps 

1080/50p: 1/2/4/6/9/12/15/18/20/21/22/23/ 
24/25/26/27/28/30/32/34/37/42/45/48/50 fps 


(frames per second) 25 steps 


Approx. 1770000 dots) 


Included Accessories 


Battery (VW-VBD58), Shoulder strap, Battery charger, AC adaptor, 
Microphone holder, Screw for microphone holder (12 mm), 
Power code x 2, Eye cup, Lens hood, Grip belt 


AJ-PD500 


General 


Power Source: AC 100 - 240 V, 50 Hz/60 Hz, 45 W 


DC 12 V, 3.6 A (included option) 


Operating Temperature: 0°C to 40°C (32°F to 104°F) 


Operating Humidity: 10 % to 80 % (no condensation) 


Storage Temperature: -20°C to 50°C (-4°F to 122°F) 


Weight: Approx. 3.65 kg (8.05 Ibs) (main unit only) 


Dimensions: 210 mm (W) x 125.5 mm (H) x 253 mm (D) 
(8-9/32 inches x 4-15/16 inches x 9-31/32 inches) 
(not including the Handle, set foot, 
knob and terminal) 


As of September, 2018 


Resolution: AVC-Intra100/AVC-LongG25/AVC-LongG12: 
4920x1080 (1080/59.94p, 1080/50p) 
AVC-Intra200/AVC-Intra1 00/AVC-LongG50/ 
AVC-LongG25/AVC-LongG12: 

1920 x 1080 (1080/59.94i, 1080/50i), 

1280 x 720 (720/59.94p, 720/50p) 
AVC-Intra50: 

1440x1080 (1080/59.94i, 1080/50i) 

960x720 (720/59.94p, 720/50p) 


Audio Specification (Digital Audio) 


Recording Media: P2 card, microP2 card 


Recording Formats: AVC-Intra200/AVC-Intra100/AVC-Intra50/ 
AVC-LongG50/AVC-LongG25/AVC-LongG12/ 
DVCPRO HD/DVCPRO50/DVCPRO/DV 
(selectable) 


Proxy: File Format: 

MP4 (ISO/IEC 14496 standard), 
MOV (QuickTime format) 

Video Compression Formats: 
MPEG4 Simple Profile, 
H.264/AVC Baseline Profile, 
H.264/AVC High Profile 

Audio: 
AAC-LC, Linear PCM 


Video Recording Signals: 
1080/59.94p, 1080/50p, 1080/59.94i, 1080/50i, 
1080/29.97PsF, 1080/25PsF, 
1080/24PsF, 1080/23.98PsF, 
720/59.94p, 720/50p, 480/59.94i, 576/50i 


Audio Recording Signals: 

AVC-Intra200/AVC-LongG50/AVC-LongG25: 

48 kHz, 24 bit, 8 CH 
AVC-LongG12: 48 kHz, 16 bit, 4 CH 
AVC-Intra100/AVC-Intra50: 

48 kHz, 24 bit, 8 CH 

48 kHz, 16 bit, 8 CH 
DVCPRO HD: 48 kHz, 16 bit, 8 CH 
DVCPRO 50: = 48 kHz, 16 bit, 4 CH 
DVCPRO/DV: 48 kHz, 16 bit, 4 CH 


Sampling Frequency: 
48 kHz (synchronized with video) 


Quantizing: AVC-Intra200/AVC-LongG50/AVC-LongG25: 
24 bit 

AVC-Intra100/AVC-Intra50: 

24 bit/16 bit (selectable) 
AVC-LongG12/DVCPRO HD/DVCPRO50/ 
DVCPRO/DV: 

16 bit 


Headroom: 12 dB/18 dB/20 dB (selectable) 


De-emphasis: T1=50 ys, T2=15 ps (ON/OFF auto) 


Video Input 


Reference Input: BNC x1, 
Auto switching of black burst/HD 3-value sync 


SDI Input: BNC x 1 


Video Output 


Monitor Output: | BNC x 1, SD analog composite 


Reference through Output: 
BNC x1 


SDI Output: BNC x 2 (HD/SD switchable) 


SDI Monitor Output: 
BNC x 1 (HD/SD switchable) 


HDMI Output*": HDMI x 1 (HDMI TypeA terminal), 


VIERA Link not supported 


Audio Input 


Video Specification (Digital Video) 


Sampling Frequency: 
AVC-Intra200/AVC-Intra100/AVC-LongG50/ 
AVC-LongG25/DVCPRO HD: 
(59.94 Hz) Y: 74.1758 MHz, Ps/Pr: 37.0879 MHz 
(50 Hz) Y: 74.2500 MHz, Ps/Pr: 37.1250 MHz 
AVC-Intra100/AVC-LongG25 
(1080/59p) Y: 148.3516 MHz, PB/PRr: 74.1758 MHz 
(1080/50p) Y: 148.5000 MHz, PB/Pr: 74.2500 MHz 
DVCPROSO: Y: 13.5 MHz, Ps/Pr: 6.75 MHz 
DVCPRO: Y: 13.5 MHz, PB/PrR: 3.375 MHz 


Analog Input: XLR x 2 (CH1, CH2) 

Digital Input: BNC x 2 (CH1/2, CH3/4), AES/EBU Format 
SDI Input: BNC x 1 

Audio Output 

SDI Output: BNC x3 

Analog Output: — XLR x 2(CH1, CH2), 


Monitor Output (L/R) switchable 


Digital Output: BNC x 2(CH1/2, CH3/4), AES/EBU Format 


Headphone Output: @3.5 mm Stereo Mini Jack x 1, 
8 Q, variable level 


AVC-Intra200/AVC-Intra1 00/AVC-Intra50/ 
AVC-LongG50/AVC-LongG25: 10 bit 
AVC-LongG12/DVCPRO HD/ 
DVCPROS50/DVCPRO/DV: 8 bit 


Quantizing: 


HDMI Output: 2 channels (Linear PCM) 


Internal Speaker: Round x 1 (monaural) 


Other Input/Output 


Video Compression Methods: 
AVC-Intra200/AVC-Intra100/AVC-Intra50: 
MPEG-4 AVC/H.264 Intra Profile 
AVC-LongG50/AVC-LongG25/AVC-LongG12/: 
MPEG-4 AVC/H.264 High Profile 
DVCPRO HD: 

DV-Based Compression (SMPTE ST 370) 
DVCPROS0/DVCPRO: 

DV-Based Compression (SMPTE ST 314) 
DV: 

DV Compression (IEC 61834-2) 


Color Sampling: © AVC-Intra200/AVC-Intra100/ 
AVC-LongG50/AVC-LongG25: 
Y: Pp: PR = 4: 2:2 


Time Code Input: BNC x 1, 0.5 V [p-p] to 8.0 V [p-p], 10 kQ 


Time Code Output: BNC x 1, low impedance, 2.0 V [p-p] +0.5 V [p-p] 


REMOTE: D-SUB 9-pin x 1, RS-422A Interface 
PARALLEL REMOTE: 
D-SUB 15-pin x 1 
LAN: RJ-45 x 1, 1000BASE-T/100BASE-TX/10BASE-T 
USB Host: USB 3.0 HOST (TYPE A) x 1 
USB Device: USB 2.0 DEVICE (TYPE B) x 1 
Keyboard*?: USB 2.0 (TYPE A) x 1 (maximum 100 mA) 


Standard Accessories 


AC cable, CD-ROM (Manuals) 


*1: HDMI output does not support 480/59.94i and 576/50i. Convert to 
480/59.94p and 576/50p for output. 

*2: This port is intended for keyboard connection. If the keyboard draws 
more than 100 mA, a protective circuit may shut down the unit. 
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[= Specifications 


AJ-PG50 


General 


Audio Specification (Digital Audio) 


Power Supply: DC 7.2 V (during battery use) 


DC 12 V (during AC Adaptor use) 


Sampling Frequency: 
48 kHz (synchronized with video) 


Power Consumption: 21.4 W 
Operating Temperature: O°C to 40°C (32°F to 104°F) 
Operating Humidity: 10 % to 80 % (non-condensing) 
Storage Temperature: -20°C to 50°C (-4°F to 122°F) 
Weight: 1.1 kg (2.4 Ibs) 
Dimensions: 108 mm (W) x 85 mm (H) x 217 mm (D) 
(4-1/4 inches x 3-3/8 inches x 8-9/16 inches) 
(Excluding the foot parts and protrusions 
such as the cap) 
Recording Media: P2 card, microP2 card 
Recording Formats: AVC-Intra200/AVC-Intra100/AVC-Intra50/ 
AVC-LongG50/AVC-LongG25/AVC-LongG12/ 
DVCPRO HD/DVCPRO50/DVCPRO/DV 
formats selectable 
Proxy: File Formats: 
MOV (QuickTime format) 
Video Compression Formats: 
H.264/AVC Baseline Profile, 
H.264/AVC High Profile 
Audio: 


Quantization: AVC-Intra200/AVC-LongG50/AVC-LongG25: 
24 bit 

AVC-Intra100/AVC-Intra50: 

24 bit/16 bit (selectable) 
AVC-LongG12/DVCPRO HD/DVCPROS0/ 
DVCPRO/DV: 

16 bit 

12 dB/18 dB/20 dB (selectable) 


T1=50 ys, T2=15 ps (ON/OFF auto select) 


Headroom: 
De-emphasis: 


Video Input 


SDI Input: BNC x1 
HDMI Input: HDMI x 1 (HDMI TYPE A connector) 
(VIERA Link not supported, HDCP supported) 
Video Output 
SDI Output: BNC x1 


HDMI Output*: HDMI x 1 (HDMI Type A) 


(VIERA link not supported) 


AAC-LC, Linear PCM Audio Input 
Video Recording Signals: Analog Input: XLR x 2 (CH1, CH2) 
1080/59.94p, 1080/50p, 1080/59.94i, 1080/50i, SDI Input: BNC x 1 
720/59.94p, 720/50p, 480/59.94i, 576/50i HDMI Input: 2 channels (Linear PCM), 16 bit 


Audio Recording Signals: 

AVC-Intra200/AVC-LongG50/AVC-LongG25: 

48 kHz, 24 bit, 4 CH 
AVC-Intra100/AVC-Intra50: 

48 kHz, 24 bit, 4 CH 

48 kHz, 16 bit, 4 CH 
AVC-LongG12: 48 kHz, 16 bit, 4 CH 
DVCPRO HD: 48 kHz, 16 bit, 4 CH 
DVCPRO 50: 48 kHz, 16 bit, 4 CH 
DVCPRO/DV: 48 kHz, 16 bit, 4 CH 


Video Specification (Digital Video) 

Sampling Frequencies: 

AVC-Intra200/AVC-Intra1 00/AVC-LongG50/ 
AVC-LongG25/DVCPRO HD: 

(59.94 Hz) Y: 74.1758 MHz, Ps/PrR: 37.0879 MHz 
(50 Hz) Y: 74.2500 MHz, Ps/Pr: 37.1250 MHz 
AVC-Intra100/AVC-LongG25: 

(1080/59.94p) Y: 148.3516 MHz, Ps/Pr: 74.1758 MHz 
(1080/50p) Y: 148.5000 MHz, Ps/Pr: 74.2500 MHz 
DVCPROSO: Y: 13.5 MHz, PB/Pr: 6.75 MHz 
DVCPRO: Y: 13.5 MHz, PsB/PrR: 3.375 MHz 
AVC-Intra200/AVC-Intra100/AVC-Intra50/ 
AVC-LongG50/AVC-LongG25: 10 bit 
AVC-LongG12/DVCPRO HD/DVCPRO50/ 
DVCPRO/DV: 8 bit 

Video Compression Methods: 

AVC-Intra200/AVC-Intra1 00/AVC-Intra50: 
MPEG-4 AVC/H.264 Intra Profile 
AVC-LongG50/AVC-LongG25/AVC-LongG12: 
MPEG-4 AVC/H.264 High Profile 

DVCPRO HD: 

DV-Based Compression (SMPTE ST 370) 
AVC-Intra200/AVC-Intra1 00/AVC-LongG50/ 
AVC-LongG25: Y:Pp:PR = 4:2:2 
AVC-Intra100/AVC-LongG25/AVC-LongG12: 
1920 x 1080 (1080/59.94p, 1080/50p) 
AVC-Intra200/AVC-Intra1 00/AVC-LongG50/ 
AVC-LongG25/AVC-LongG12: 

1920 x 1080 (1080/59.94i, 1080/50i) 

1280 x 720 (720/59.94p, 720/50p) 
AVC-Intra50: 

1440 x 1080 (1080/59.94i, 1080/50i) 

960 x 720 (720/59.94p, 720/50p) 


Quantization: 


Color Sampling: 


Resolution: 


Audio Output 


SDI Output: BNC x1 
Analog Output (monitor (L/R)): 
Stereo mini jack (3.5 mm (1/8 inch) dia.) 


Headphone Output: 
Stereo mini jack (3.5 mm (1/8 inch) dia.), 
variable level 

HDMI Output: 2 channels (Linear PCM), 16 bit 


Internal Speaker: Round x 1 (monaural) 


Other Input/Output 

Time Code Input: BNC x 1, 0.5 V [p-p] to 8.0 V [p-p], 10 kQ 
LAN: RJ-45 x 1, 100BASE-TX/10BASE-T 

USB HOST: USB 3.0 Host (Type A) x 1 

USB Device: USB 2.0 Device (Type B) x 1 


Standard Accessories 
Battery pack, AC adaptor/AC cable, Battery charger/AC cable 


*When “VIDEO” - “INPUT SEL” is set to “HDMI”, video, audio, and other 
signals from the HDMI output connector will not be output. 


Partners 


M@ AVC-ULTRA Partners 


As of September, 2018 


Leading Innovation >>> 
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AVC-ULTRA Partners are committed to continue expanding support as Panasonic introduces additional compression modes with AVC-ULTRA. And P2 Partners 
are committed to support the P2 format, including AVC-Intra100 and AVC-Intra50. Panasonic joins with its partners to offer new production workflows for the 


networking age. 
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HD Camcorder 


AVCHD Memory Card Camera Recorder 


Geared for the Mobile Shooter 
A New Dimension in Low-Light Shooting and 
Professional Functions. 


Built-in LED video light with a diffusion filter and a 
color conversion filter. 

29.5 mm wide-angle* and 20x zoom lens. 

5-axis hybrid O.1.S.+ (Optical Image Stabilizer). 
Intelligent AF achieves superior focus speed, 
excellent stability and high tracking performance. 
3.0-type slide-retractable LCD with touch operation. 
Supports AVCHD progressive recording PS mode. 
Supports MP4/MOV FHD 50Mbps high bit rate 
recording. 

Dual SD Memory Card slots achieves relay and 
simultaneous recording to dual memory cards. 
Professional designed of sturdy handle, tiltable 
viewfinder with eyecup and three manual rings. 
Two-channel XLR audio input terminals. 


AVCHD ». 


Progressive 


AG -AC3 0 *This model is not available in some areas. 


Memory Card Camera Recorder 


1/3.1-type 1MOS | PS/PH Mode SD Memory Card slot x 2 


Hom! 2%, MpoLey AUDIO’ 


* 35mm camera equivalent 


§ AG-AC30 Optional Accessories 


8 & se g 


AG-VBR89G AG-VBR59 AG-BRD50 VW-VBD58 

Battery Pack (8,850 mAh) Battery Pack (5,900 mAh) Battery Charger Battery Pack (5,800 mAh) 
g . x2 

AG-B23 AG-MC200G SDHC/SDXC Memory Card 

Battery Charger XLR Microphone 


53 


HD Camcorder Specifications 


AG-AC30 


General 


As of September, 2018 


Still Image Section 


Power Supply: DC 7.2 V (Battery) / DC12 V (AC Adaptor) 


Recording Format: JPEG (DCF/Exif2.2) 


Power Consumption: 11.7 W (Recording) / 27.4 W (Charging) 


Weight: Approx. 1500 g (3.31 Ib) 
without battery and SD Memory Cards 
Dimensions: 170 mm (W) x 170 mm (H) x 335 mm (D) 
(6.69 inches x 6.69 inches x 13.2 inches) 
Lens 
F Value: F1.8 (WIDE)/F3.6 (TELE) 
Zoom: Optical Zoom: 20x 
Intelligent Zoom OFF: 20x, ON: 40x 
Digital Zoom: 2x / 5x / 10x 


Focal Length: 4.08 mm to 81.6 mm 

35 mm Film Camera Equivalent: (Motion Image/Still Image) 
29.5 mm to 612 mm [16:9] 

49 mm 


Filter Diameter: 


Camera Section 
Image Sensor: 1/3.1-type BSI MOS Sensor 

Effective Pixels: 6.03 megapixels [16:9] 
Standard Illumination: 1400 Ix 
Minimum Illumination: 
59.94 Hz model] 1.4 Ix (Super Gain 36 dB, Shutter 1/30) 
50 Hz model] 1.2 Ix (Super Gain 36 dB, Shutter 1/25) 
White Balance: Auto/3200 K/5600 K/VAR (2000 K to 15000 k)/ 
Ach Fixed / Bch Fixed 


Shutter Speed: 
59.94 Hz model] 60p/60i: 1/8 to 1/8000 

23.98p: 1/6 to 1/8000 

Super Slow: 1/120 to 1/8000 

50p/50i: 1/6 to 1/8000 

Super Slow: 1/100 to 1/8000 

Super Slow Recording: 

59.94 Hz model] Shooting Frame Rate: FHD 120 fps, 

Slow Motion Effect: 1/2 speed, 1/4 speed, 1/5 speed 
Shooting Frame Rate: FHD 100 fps, 

Slow Motion Effect: 1/2 speed, 1/4 speed 


50 Hz model] 


50 Hz model] 


Recording Section 


Recording Media: SDHC/SDXC Memory Card 
Recording Format: MOV/MP4/AVCHD: AVCHD Progressive 


Recording Image Size: 
+ Recording Mode 
[16:9] 2.1 megapixels (1920 x 1080), 
0.2 megapixels (640 x 360) 
[4:3] 0.3 megapixels (640 x 480) 
+ Playback Mode 
[16:9] 2.1 megapixels (1920 x 1080), 
0.9 megapixels (1280 x 720) 


Interface 

AV OUT: Yes 

HDMI OUT: Type A 

XLR IN: XLR (3-pin) x 2, Line: 0 dBu/+4 dBu, 
Mic: -40 dBu/-50 dBu/-60 dBu 

Headphone: 3.5 mm stereo mini 


USB: Micro-B: USB 2.0 Hi-Speed, 

Mass Storage Function (read only) 

Type A: USB 2.0 Hi-Speed, for External Media 
Device Connection”, Bus Power Supply 

2.5 mm super mini jack x 1 (ZOOM S/S) 

3.5 mm mini jack x 1 (FOCUS/IRIS) 


Camera Remote: 


Monitor 

Monitor: 3.0-inch (3.0-type) Wide LCD monitor 
(Approx. 460 K dots) 

Viewfinder: 0.24-inch (0.24-type) Wide EVF 


(Approx. 1555 K dots equivalent) 


LED Video Light 

Average Illumination: 
Approx. 300 Ix (1.0 m) 

Irradiation Angle: Approx. 30° 

Color Temperature: Approx. 5000 K 

Average Illumination with Diffusion Filter: 
Approx. 70 Ix (1.0 m) 

Color Temperature with Color Conversion Filter: 
Approx. 3000 K 


Standard Accessory 


Video Compression: MPEG-4 AVC/H.264 

Audio Compression: MOV: LPCM (2 ch)/MP4: LPCM (2 ch)/ 
AVCHD: Dolby Digital (2 ch) 

Thumbnail Display: 20 thumbnails/page, 9 thumbnails/page, 

1 thumbnail/page 

Stereo Microphone 

Dynamic Type 


Microphone: 
Speaker: 


Recording Mode of 59.94 Hz Model 


AC Adaptor, AC Cable, Rechargeable Battery Pack (2900 mAh), 
AV Cable, Microphone Holder, Microphone Holder Screws (x2), 
Input Terminal Cap (x2), Eye Cup, Lens Cap, LED Light Filter 
(Diffusion Filter / Color Conversion Filter) 


* External media device with a capacity of 32 GB or less, or more 
than 2 TB, cannot be used. 


Recording Mode of 50 Hz Model 


MOV/MP4 | FHD | 1920 x 1080/59.94p/29.97p/23.98p/59.94i | 50 Mbps MOV/MP4 | FHD | 1920 x 1080/50.00p/25.00p/50.00i 50 Mbps 
PS | 1920 x 1080/59.94p 25 Mbps PS | 1920 x 1080/50.00p 25 Mbps 
PH 1920 x 1080/59.94i/23.98p 21 Mbps PH 1920 x 1080/50.00i 21 Mbps 
HA | 1920 x 1080/59.94i 17 Mbps HA | 1920 x 1080/50.00i 17 Mbps 

AVCHD HE | 1440 x 1080/59.94i 5 Mbps ANGHD, HE | 1440 x 1080/50.00i 5 Mbps 
PM_ | 1280 x 720/59.94p 8 Mbps PM _ | 1280 x 720/50.00p 8 Mbps 
SA _ | 720 x 480/59.94i (SIDE CROP/SQUEEZE) | 9 Mbps SA_ | 720 x 576/50.00i (SIDE CROP/SQUEEZE) | 9 Mbps 


Recording Time 


Recording Mode Bit Rate 32 GB Memory Card* 64 GB Memory Ca 128 GB Memory Card* 
MOV/MP4 FHD 50 Mbps Approx. 1 hour 20 min. Approx. 2 hours 40 min. Approx. 5 hours 20 min. 
PS 25 Mbps Approx. 2 hours 40 min. Approx. 5 hours 20 min. Approx. 11 hours 
PH 21 Mbps Approx. 3 hours Approx. 6 hours Approx. 12 hours 30 min. 
AVCHD HA 17 Mbps Approx. 4 hours 10 min. Approx. 8 hours 30 min. Approx. 17 hours 
HE 5 Mbps Approx. 13 hours 40 min. Approx. 27 hours 30 min. Approx. 56 hours 
PM 8 Mbps Approx. 8 hours 30 min. Approx. 17 hours 10 min. Approx. 35 hours 
SA 9 Mbps Approx. 8 hours Approx. 16 hours 30 min. Approx. 34 hours 


-These times are approximations. “A Class 4 or higher SDXC/SDHC Memory Card is required for AVCHD recording. A Class 10 or higher, or UHS Speed Class 
1 or higher SDXC/SDHC Memory Card is required for MP4/MOV 50Mbps recording. A UHS Speed Class 3 or higher SDXC/SDHC Memory Card is required for 
Super Slow recording. (The use of a Panasonic SDXC/SDHC Memory Card is recommended.) 
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HD Camcorder 


Portable Recorder System 


FOVCEAM 


AVCHD «= bl . 
Progressive Homi a CO DOLBY AUDIO 


AG-UMR20 AG-UCK20GJ 


Memory Card Portable Recorder Compact Camera Head (Special Option for the AG-UMR20) 

“POVCAM” with a Compact, Lightweight, Free Angle Free, High Quality Shooting with 29.5 mm 

Style Shooting and IP Networking Capability Wide-Angle Optical 20x Zoom Lens 

* Light weight, handy size. Improved recorder operation * Compact, lightweight design and remote operation*® 
with a touch-panel monitor and large buttons. allow the camera to be installed in places and angles 

* Capable of battery drive and DC12V power supply. where it previously couldn’t, for free-style operation. 


(Equipped with an AC adaptor.) Equipped with a 29.5 mm wide-angle 20x optical 
* LAN terminal for IP streaming and IP control. Recorded zoom lens. 
image files can be transferred to an FTP server. 16-axis independent color correction function 


* High quality FHD/4K (UHD)*' image acquisition are allows the fine color adjustment required in image 
supported. production applications. 

+ Equipped with double SD Memory Card Slots, + Five-axis hybrid (optical and electronic) image 
enabling Relay Recording with two memory cards stabilizer (HD mode only). 
to extend the recording time (SDXC/SDHC Memory + The optical ND filter can be manually switched. 
Card supported).*? + Equipped with an Infrared (IR) Shooting mode. 

* Two remote terminals provide fingertip control of + Equipped with a built-in microphone for recording 
Rec Start/Stop, Zoom, focus and iris. both images and sounds. 

* 3G-SDI input/output, HDMI output and a USB 2.0 + Scan Reverse mode (horizontal/vertical inversion) is 


connector. equipped for shooting with a ceiling-mount. 
* Time stamp and repeat playback. 
+ Waveform Monitor (WFM) and Vector Scope display 

(LCD only). 


AG-UCK20GJ Optional Cable 
Compact Camera Head 3 m (9.84 ft) /20 m (65.62 ft) 


be MIC/LINE* 


AG-UMR20 
Memory Card Portable Recorder 
External Source ky eal | 
LAN 


IP Controller, PC, Tablet etc. 


REMOTE (HN Remote Control 


*1: 4K acquisition is possible only when connected to Compact Camera Head. 4K refers to UHD (3840 x 2160) resolution. The maximum resolution in 4K 

shooting mode via HDMI/SDI output is FHD (1920 x 1080) 59.94i/50i. *2: Regardless of the memory card and recording mode, continuous recording that 

exceeds 10 hours is stopped and automatically restarted, causing the recording to stop for several seconds. *3: Requires the Camera Head Option Cable 
AG-C20003G/C20020G. *4: Audio input can not be used when a compact camera head is connected. 
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Surgical Image Recording System (medical specifications) 


POVCAM 
i3 a ate 
3 iF. |) 
de <u). ‘ . 
ws > 
. . ¢ 
- 
*The cable is optional. Ss 


AVCHD Wom 


Progressive 


AG-MDR25 


Memory Card Portable Recorder 


AG-MDC20GJ 


Compact Camera Head (Special Option for the AG-MDR25) 


2 opoisy aupio" 


Compact Portable Recorder System Suitable for 
Recording High-Quality Medical Video 


* Compact, lightweight, free-style shooting inherited 
from the 1st generation POVCAM. 

* Excellent network operation through IP remote and 
IP streaming. 

* High-quality, high-resolution image production for 
medical recording. 


Medical Functions 
(add with full functions of black model AG-UMR20/UCK20GJ) 


+ Recorder controls are covered with a membrane 
sheet for easy cleaning with an ethanol disinfectant. 

+ Surgical light mode for recording under surgical 
lamps, and 16-axis independent color correction 
function. 

* Optical ND filter ideal for bright surgical lights 
(manual switchable). 

+ Lens protector (MC Protector/Accessory) for the 
front panel Compact Camera Head is included. 


“4: 4K acquisition is possible only when connected to Compact Camera Head. 4K refers to UHD (3840 x 2160) resolution. The maximum resolution in 4K 
shooting mode via HDMI/SDI output is FHD (1920 x 1080) 59.94i/50i. *2: Requires the Camera Head Option Cable AG-C20003G/C20020G. 

Note: Regardless of the memory card and recording mode, continuous recording that exceeds 10 hours is stopped and automatically restarted, causing the 
recording to stop for several seconds. Audio input can not be used when a compact camera head is connected. 


li POVCAM-Compatible PC Software (Free of Charge) 


Main Screen of 
PTZ Control Center 


View Screen of PTZ Control Center 


PTZ Control Center . 


Images from multiple LAN-connected POVCAMs can be 
controlled (Focus, Iris, Zoom, Gain, White Balance, Shutter, ND 
Filter, and Rec Start/Stop) while they are monitored on a PC 
screen. 


PTZ Virtual USB Driver 

This driver allows LAN-connected POVCAMSs to be used as 
USB cameras. This is helpful for network distribution and 
conferences. Up to 5 POVCAMs can be registered. 


Download Site: https://pro-av.panasonic.net/en/products/ptz_software/index.html 


i AG-UMR20/AG-MDR25 Optional Accessories 


AG-VBR89G 
Battery Pack (8,850 mAh) 


AG-VBR118G 
Battery Pack (11,800 mAh) 


VW-VBD58 
Battery Pack (5,800 mAh) 


AG-B23 
Battery Charger 


AG-VBR59 
Battery Pack (6,900 mAh) 


AG-C20003G 
AG-C20020G 20 m (65.62 ft) 
Camera Head Option Cable 


Y oe 


AG-BRD50 
Battery Charger 


3m (9.84 ft) SDXC/SDHC Memory Card 
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HD Camcorder Specifications 


AG-UMR20/AG-MDR25 


General 


External Terminal 


Power: DC 7.28 V (with battery), 
DC 12 V (with AC adaptor) 


Power Consumption: In standalone condition: 


CAMERA: 20 pin dedicated interface*' 
LAN: IP contro! LAN connector (RJ-45) 
Straight/cross cable auto-detect function 


1.1 A (with battery), 0.7 A (with AC adaptor) REMOTE: 2.5 mm diameter stereo mini jack x 1 (ZOOM, S/S) 
With the optional Camera Head”: 3.5 mm diameter mini jack x 1 (FOCUS, IRIS) 
2.2 A (with battery), 1.4 A (with AC adaptor) USB 2.0: Type Mini-B connector, mass storage (read/write) 
Operating Temperature:0 °C to 40 °C (32 °F to 104 °F) DC IN 12 V: DC 12 V (11.4 V to 12.6 V) EIAJ Type4 
Operating Humidity:10 % to 80 % (no condensation) 
Weight: Approx. 590 g (1.3 lbs) Monitor 
Dimensions: 100 mm (W) x 53.5 mm (H) x140 mm (D) LCD Monitor: 3.5-type LCD monitor, approx. 1,150,000 dots 
(excluding protrusion) 
(3-15/16 inches x 2-3/32 inches x 5-1/2 inches) Network 


Memory Card Recorder 


Recording Media: SDXC Memory Card (48 GB to 128 GB), 
SDHC Memory Card (4 GB to 32 GB) 
MP4: more than Class10, 
AVCHD: more than Class4 


Recording Slot: 2 Slots 


System Format: 59.94 Hz / 50.00 Hz 


Motion Recording: Recording system: MP4, AVCHD 
Recording mode/Recording time: 
Please see page 60 for the “Recording Format” table 


Still Picture Recording: 
Recording system: JPEG (DCF/Exif2.2) 


Digital Video/Digital Audio 


Output Video Signal: 
8 bit 4:2:2 


Recording Video Signal: 
8 bit 4:2:0 


Video Compression: MP4: MPEG-4, AVCHD: AVC/H.264 High Profile 


Recording Audio Signal: 
48 kHz/16 bit 2 CH 


Audio Compression:MP4: LPCM, AVCHD: Dolby Audio 


Headroom: 12 dB 


Video Input/Output 


SDI IN: BNC x 1, 0.8 V [p-p], 
75 Q, 3 G/1.5 G HD SDI supported 
Input format: 
1080/59.94p LEVEL-A/LEVEL-B, 
1080/50p LEVEL-A/LEVEL-B, 
1080/29.97PsF/25PsF/23.98PsF, 


Video Compression:Motion JPEG 
MP4:MPEG-4, AVCHD: AVC/H.264 High Profile 
Audio Compression:AAC-LC (48kHz, 16 bit, 2 CH, 128 kbps) 
Transfer Mode*: Resolution 640 x 360: 
(JPEG) Frame rate (59.94 Hz) : 30 fps, 15 fps, 5 fps 
Frame rate (50.00 Hz) : 25 fps, 12.5 fps, 5 fps 
Transfer Mode“: Resolution 3840 x 2160/640 x 360: 
(H.264) Frame rate (59.94 Hz) : 30 fps, 15 fps, 5 fps 
Frame rate (50.00 Hz) : 25 fps, 12.5 fps, 5 fps 
Resolution 1920 x 1080/1280 x 720: 
Frame rate (59.94 Hz) : 60 fps, 30 fps, 15 fps, 5 fps 
Frame rate (50.00 Hz) : 50 fps, 25 fps, 12.5 fps, 5 fps 
Supported Protocol: 
TCP/IP, UDP/IP, HTTP, HTTPS, RTSP, RTP, 
RTP/RTCP, FTP, DHCP, DNS, NTP, IGMP, 
UPnP, ICMP, ARP, RTSP over TCP, 
RTSP over HTTP, SSL (TLS) , MultiCast/UniCast 
IP Connector Cable: LAN cable*® (more than category 5) max. 100 m 


Supported OS 


Windows: Microsoft® Windows 10 (32 bit/64 bit) Pro, 
Microsoft® Windows 7 (32 bit/64 bit) 
Professional SP1**, 
Internet Explorer 11*° 

Mac: MacOS 10.12, OS X v10.11, Safari10 


Supported Browser 


iOS Device: iPhone/iPad/iPod touch, 
iOS 10, standard browser 
Android: Android OS 4.4/6.0, standard browser 


Supported Controller 


1080/59.94i/50i, 720/59.94p/50p Controller*®: AW-RPS50, AW-RP120G, AK-HRP200G 
SDI OUT: BNC x 1, 0.8 V [p-p], 

75 Q, 3 G/1.5 G HD SDI supported AC Adaptor 

Output format: same as input format Rated Input Voltage: AC 100 V - 240 V, 50 Hz/60 Hz, 1.2 A 
HDMI OUT: Type A connector x 1, VIERA Link not supported Input Capacitance: 79 VA (AC 100 V) , 99 VA (AC 240 V) 


Output format: 

2160/29.97p/25p/23.98p, 1080/59.94p/50p/ 
29.97p/25p/23.98p/59.94i/50i, 720/59.94p/50p, 
480/59.94p, 576/50p 


Audio Input/Output 


MIC/LINE IN: 3.5 mm diameter, 
stereo mini jack (MIC IN and LINE IN) 
MIC: -60 dBV (sensitivity -40 dB equivalent, 
0 dB=1 V/Pa 1 kHz), plug in power supported 
LINE : -10 dBV 
SDI OUT: 2 CH (LPCM), 
Gain: 0 dB/-6 dB/-12 dB (selectable menu) 
HDMI OUT: 2 CH (LPCM) 
Headphone: 3.5 mm diameter, stereo mini jack x 1 
Speaker: 20 mm diameter, round x 1 


Rated Output: DC 12 V,3.0A 

Operating Temperature:0 °C to 40 °C (32 °F to 104 °F) 

Operating Humidity: 10 % to 90 % (no condensation) 

Weight: Approx. 225 g (0.496 Ibs) 

Dimensions: 115 mm (W) x 37 mm (H) x 57 mm (D) 
(excluding DC code) 
(4-1/2 inches x 1-7/16 inches x 2-1/4 inches) 


*1: AG-UMR20 option camera head is AG-UCK20GJ. AG-MDR25 option 
Camera head is AG-MDC20GJ. 


*2: By the conditions, the frame rate is lower than setting. 
*3: STP (Shielded Twisted Pair) recommend. 

*4: Windows XP Compatible Mode cannot be used. 

*5: Microsoft Edge cannot be used. 

*6: Depending on a model, upgrade is required. 


AG-UCK20GJ/AG-MDC20GJ 


As of September, 2018 


General 
Power: DC 9 V (supplied from the Portable Recorder) Shutter Speed: —_59.94i/59.94p mode: 
*AG-UCK20Gu is supplied from AG-UMR20. 1/60 sec., 1/100 sec., 1/120 sec., 1/180 sec., 
*AG-MDC20Gu is supplied from AG-MDR25. ee sec., bate sec., Line sec., 1/750 sec., 
ae 1/1000 sec., 1/1500 sec., 1/2000 sec., 
BOWE Goneumpuon ue a 5 5 5 1/3000 sec., 1/4000 sec., 1/8000 sec. 
Operating Temperature:0 °C to 40 °C (32 °F to 104 °F) 29.97p mode: 
Operating Humidity: 10 % to 80 % (no condensation) 4/30 sec., 1/50 sec., 1/60 sec., 1/100 sec., 
Weight: AG-UCK20GJ/AG-MDC20GJ: 1/120 sec., 1/180 sec. to 1/8000 sec. 
approx. 325 g (0.717 Ibs) (same as above) 
AG-MDC20Gu (including protector): 23.98p mode: 
approx. 333 g (0.734 Ibs) 1/24 sec., 1/48 sec., 1/50 sec., 1/60 sec., 
Dimensions: AG-UCK20GJ/AG-MDC20GJ 1/100 sec., 1/120 sec., 1/180 sec. to 1/8000 sec. 
(excluding protrusion): (same as above) 
64 mm (W) x 72 mm (H) x 131 mm (D) 50i/50p mode: 
(2-17/32 inches x 2-27/32 inches x 5-5/32 inches) 1/50 sec., 1/60 sec., 1/100 sec., 
AG-MDC20Gu (including lens protector): 1/125 sec., 1/180 sec. to 1/8000 sec. 
64 mm (W) x 72 mm (H) x 134.5 mm (D) (same as above) 
(2-17/32 inches x 2-27/32 inches x 5-9/32 inches) 25.00p mode: 
1/25 sec., 1/50 sec., 1/60 sec., 1/100 sec., 
Camera 1/125 sec., 1/180 sec. to 1/8000 sec. 
Pickup Device: — 1/2.3-type MOS solid state image sensor (same as above) 
Total pixels: 4168 x 3062 Slow Shutter: 59.94i/59.94p mode: 
(approx. 12.76 megapixels) 1/2 sec., 1/4 sec., 1/8 sec., 1/15 sec., 1/30 sec. 
Lens: Optical image stabilizer lens 29.97p mode: 
Zoom: optical 20x motorized zoom 1/2 sec., 1/4 sec., 1/8 sec., 1/15 sec. 
F value: F1.8 to F3.6, 23.98p mode: 
Focal length: f= 4.08 mm to 81.6 mm 1/2 sec., 1/3 sec., 1/6 sec., 1/12 sec. 
35 mm conversion: 29.5 mm to 612.0 mm 50i/50p mode: 
(Hybrid O.1.S. mode “OFF”) 1/2 sec., 1/3 sec., 1/6 sec., 1/12 sec., 1/25 sec., 
Filter diameter: 49 mm, 25.00p mode: 
ND filter (built-in): CLEAR, 1/4, 1/16, 1/64 1/2 sec., 1/3 sec., 1/6 sec., 1/12 sec. 
Shortest shooting distance: Synchro Scan: 59.94i/59.94p mode: 1/60.0 sec. to 1/285.6 sec. 
1.5 m (4.9 ft) at zoom range, 29.97p mode: 1/30.0 sec. to 1/206.5 sec. 
3.cm (0.1 ft) at wide angle 23.98p mode: 1/24.0 sec. to 1/280.1 sec. 
IR cut filter: 50i/50p mode: 1/50.0 sec. to 1/209.2 sec. 
incorporates the ON/OFF control function 25p mode: 1/25.0 sec. to 1/224.3 sec. 
Zoom: i. Zoom: x30 (HD), x22 (4K) Minimum Illumination:0.2 Ix (slow shutter: 1/2 sec., gain: +36 dB) 


Digital zoom: x1.4, x2, x4, x6, x8 


Image Stabilizer: 


Optical image stabilizer (HD/4Kk) 
5-Axis hybrid image stabilizer (HD) 


Horizontal Resolution: 1300 TV lines (HDMI output 2160/29.97p, 
(Typ, Center) when 25.00p playback) 
1000 TV lines (HDMI output 1080/59.94p, 


Gain Setting: Automatic, manual 0 dB to 30 dB(1 dB step), when 50.00p playback) 

Super Gain 33 dB, 36 dB 

*At auto mode, 3 dB to 30 dB (3 dB steps) can Input/Output 

be selected with AGC limit setting. AUDIO IN: Built-in microphone (2 CH stereo) 
White balance: ATW, ATW LOCK, AWB A, AWB B, Connector: 20 pin dedicated interface 


P3200K, P5600K, VAR (2000 K to 15000 Kk) 


*AG-UCK20GiJ is connected with AG-UMR20. 
*AG-MDC20Gu is connected with AG-MDR25. 


Recording Format (AG-UMR20/AG-MDR25 Memory Card Portable Recorder) 


Frame Rate i ime*? 
Recording Mode Image Size Bit Rate Borodin 50.00 Hz Audio gored the 
MP4*" 4K 3840 x 2160 50 Mbps (VBR) pants 25p LPCM 1.5 Mbps Approx. 5 hours 20 min. 
PS 25 Mbps (VBR) 59.94p 50p Approx. 11 hours 
59.941 Dolby Audio 384 kbps 
PH 1920 x 1080 21 Mbps (VBR) 7 50i Approx. 12 hours 30 min. 
23.98p 
HA 17 Mbps (VBR) 59.941 50i Approx. 17 hours 
AVCHD Dolby Audio 256 kbps 
HE 1440 x 1080 5 Mbps (VBR) 59.941 50i Approx. 56 hours 
PH 21 Mbps (VBR) 59.94p 50p Dolby Audio 384 kbps Approx. 12 hours 30 min. 
1280 x 720 
PM 8 Mbps (VBR) 59.94p 50p Dolby Audio 256 kbps Approx. 35 hours 


“1: When using optional Camera Head. *2: When continuous recording exceeds 10 hours, the recording is stopped and 
automatically restarted approximately each 10 hours, causing the recording to stop for several seconds. 
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BT-4LH310 


Connector: { SDI (3G) 1/2/3/4 )( Display Port1/2 )({ HDMI 1/2 ) 
{ GPI__}( RS-232C }(_ RS-485 (HEADPHONE } 
Power: (AG )(_bG_) Homi 


A Reference Monitor Supporting 4K Image 
Production and 2K/HD Operation 


+ Supports both 4K (4096 x 2160) and 
QFHD (3840 x 2160) resolution. 

+ LUT (look-up table) upload function. 

+ HDR (High Dynamic Range) compatibility. 

* Compatibility with BT.2020 color space. 

+ Three types of 4K video input: 
3G-SDI (4 lines or 2 lines), DisplayPort (2 lines or 
1 line) and HDMI (2 lines or 1 line). 


BT-LH910G 


Connector: { $D11(3G)"" }( SDI2 )( VIDEO )( HDMI )( VWF) 
(_YPePr_}(__GPI__)(_RS-485_ } (HEADPHONE ) 
Power: BATTERY Homi 


High-Resolution Meets the Needs of Acquisition, 
OB Van Installation and Live Broadcasting. 


+ WXGA (1280 x 768) resolution IPS panel. 
+ 15-pin viewfinder terminal can be used as 
a viewfinder for camera recorders. 
+ Various professional functions, including 
3D* shooting assist. 
+ DC operation (Anton Bauer/DC IN). 
"1: 3G-SDI supports 1080/50p, 1080/59.94p, and 1080/60p of the SMPTE 
ST 425-A standard. 


*2: These functions assist 3D shooting with a 2D image display. 
The BT-LH910G does not display 3D images. 


BT-LH1770P 


Connector: ( SDI 1/2 (3G) )(_ VBS )( HDMI }( AUDIOIN ) (HEADPHONE } 


Power: Homi 


From the Studio to Live Broadcasting — 
High-Quality, Full-HD, 16.5-inch Model 


High-contrast 1500:1, 10-bit display with high 
quality IPS LCD panel for Full-HD resolution. 
Equipped with convenient external USB Memory 
function for setting data and screen captures. 
CC (Closed Caption) data embedded in the SDI 
signal can be decoded and displayed. 
Functions such as adjustment assist, versatile 
display functions, and USB mouse operation. 
Network functions via a LAN connector. 
Mountable in a 19” rack. Optional stand and 
brackets are also available. 


As of September, 2018 


i BT-4LH310 Features of Picture Quality 


DCI (P3) Color Gamut Md 
Surpasses the EBU TV color gamut, and covers 96% (u’, v’ conversion) 
of the DCI (P3) color gamut for digital cinema use. The LCD monitor 
displays colors accurately. It has a 100% color gamut coverage for 


—e BT.2020 
—e+ DCI (P3) 
—— EBU 
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ITU-R BT709, EBU and SMPTE-C. 0.6 
Compatibility with BT.2020 color space* 
“ITU-2020 emu” is added to the color space selection menu. This mode 0.4 


enables an emulation display to support the wide color gamut of the 

ITU-R BT.2020 standard. 

* The display color space of the BT-4LH310 does not completely comply with BT.2020. The 0.2 
BT-4LH310 shifts the color balance of the displayed image to correspond with the BT.2020 . 
color gamut. 


HDR (High Dynamic Range) Support 

“HDR?” is added to the gamma selection menu. The HDR mode provides 
a high dynamic range in compliance with SMPTE’s FOTF standard, ST 
2084. This mode provides rich gradation to contrast, color and shadow 
in dark image areas that could not previously be reproduced due to 


blackout, thus resulting in more realistic image display. 

* The peak brightness of the product is clipped at 450 cd/m2 in the HDR mode. However, the 
displayable range can be varied by adjusting the contrast and brightness, so that the clipped 
high-brightness or low-brightness image sections can be checked. 


0 0.2 0.4 0.6 0.8 x 


Color Space Comparison 
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3D-LUT and 6-Axis Color Correction 

Eliminates color phase shifts (drift) in the LCD panel caused by 
luminance level differences. By providing a look-up table for each 
luminance level and applying 12 bit image processing to each RGB color, 
it balances the six coordinate axes of the three primary colors (RGB) and 
their complementary colors (CMY). This helps to reproduce the 
intermediate shades of extremely fine colors. 


LUT Upload Function* 


Capable of LUT (look-up table) uploading. Brings high-precision color 
management to the digital cinema workflow. When shooting, images can 
be checked on the LCD monitor with the same color setting as that used 


for editing. 6-Axis (RGB/CMY) Coordinate Correction 
“APC and monitor utility software are required. For more information, visit the Panasonic 
website [http://pro-av.panasonic.net/]. 


ACQUISITION 


4K Camera Making LUT 
— A 
1001 
3G-SDI ~~) 4K RAW > 


LUT Data 


” 4 
3-Axis (RGB) Coordinate Correction 
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Color Gradings/VFX 


Upload 
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Panasonic supply 
PC application software 


Color Matching 


LCD Monitor Specifications/Dimensions 


BT-4LH310 


General Connectors 
Power Requirement: AC 100 V - 240 V, 50 Hz/60 Hz, 1.71A SDI Input: BNC x 4, 

DC 28V-5.48A SMPTE ST424/425-1/274/296/372 compliant, 
Operating Temperature: 5 °C to 35 °C (41 °F to 95 °F) Se oe — 

(up to 2 000 m above sea level) SDI compliant, 
Operating Humidity: 20% to 80% (non-condensing) oe Pe ales gga 
Storage Temperature:-20 °C to 60 °C (-4 °F to 140 °F) 48 kHz . 8CH a cai ata d 
Weight: hanes Ege Ibs) HDMI Input: HDMI x 2 (Type A), HDCP supported, 

Approx. a6 5 ke (40.8 Ibs) embedded audio supported, 

Pe eee ke ae VIERA Link not supported 

{unit only; not including stand) DisplayPort Input: DisplayPort x 2, HDCP supported 
Dimensions: 758 mm (W) x 495 mm (H) x 258 mm (D) i enibadded audio supported ‘ 

(including stand) 5 < - 

(29-13/16 inches x 19-1/2 inches x 10-3/16 inches) SDI Output: BNC x 4, with active through-out 

758 mm (W) x 474 mm (H) x 132 mm (D) GPI: D-SUB, 9-pin, 

(unit only, not including stand) RS-232C: D-SUB, 9-pin 

(29-13/16 inches x 18-5/8 inches x 5-3/16 inches) RS-485: RJ-45 x 2 (Input, Output) 

Headphone Output:M8 stereo mini jack x 1, 32 Q, Variable Level 

LCD Panel 
Panel Size: 789 mm (31.1 inches) (effective display area) Other Outputs 
Aspect Ratio: V7:9 - Speaker Output: 0.5 W, Monaural 
Resolution: 4096 pixels x 2160 pixels Tally Output (display): Red, Green, Amber 
Display Colors: Approx. 1,000,000,000 colors 
Viewing Angle: 178° both horizontal and vertical (contrast >10:1) Others 


Supplied Accessories: 
Power cord, Stand, Stand screw, 
Protective panel screw 


4K (3840 x 2160 Resolution) Video Inputs 


YCbCr 4:2:2 
10 bit 


24, 25,30) 50, 60 


YCbCr 4:4:4 / RGB 4:4:4 
8 bit 10 bit 


24, 25, 30 24, 25, 30| 50, 60 


Color Space 
Max. Bit 8 bit 


Frame Frequency 24. 25. 30 
Hz) ee 


12 bit 
24, 25,30} 50, 60 


50, 60 50, 60 


v(t) 


DisplayPort 
3G-SDI 


¥ (4/2") ¥ (4/2") 


YCbCr 4:2:2 
10 bit 


Color Space 
Max. Bit 


Frame Frequency 25 


vq) 


DisplayPort 


v (4/2*1) | v (4/2"1) v (4/21) | v (4/2*1) 
Color Space 1 4:4:4 / RGB 4:4:4 
Max. Bit 10 bit 


Frame Frequency 25 


50, 60 


DisplayPort 
3G-SDI 


*The numerical value in a parenthesis shows the number of the cables simultaneously connected to each terminal. 
*1: The connection of dual link (3G Level B-DS) is possible. 
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Cinema Camera Camcorder HD Camcorder LCD Monitor 
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(2-9/16 inches, 


As of September, 2018 
65 mm (2-5/8 inches) 
| 6 mm (1/4 inches) 
[3mm (1/8 inches) 
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Monitor Specifications/Dimensions/Optional Accessories 


BT-LH910G 


General Connectors 
Power Requirement:DC 12 V (11.0 V- 17.0 V), 1.9 A (DC 12 V) Video Input: BNC x 1, (shares with analog component Y) 
Operating Temperature: 0 °C to 40 °C (32 °F to 104 °F) Analog Component (YPsPr/RGB) Input: 
Operating Humidity: 10 % to 85 % (no condensation) BNC x 3, (Y shares with Video) 
Storage Temperature:—20 °C to 60 °C (-4 °F to 140 °F) HDMI Input: HDMI x 1 (Type A), HDCP supported, 
Weight: Approx. 2.4 kg (5.3 Ibs) embedded audio supported, 

(including stand) VIERA Link not supported 

Approx. 1.7 kg (3.7 Ibs) SDI Input: BNC x 2, 

(unit only, not including stand) SMPTE274M/296M/259M-C/ITU-R BT.656-4 
Dimensions: 230 mm (W) x 214.5 mm (H) x 170 mm (D) compliant, 

(including stand) embedded audio supported 

(9-1/16 inches x 8-7/16 inches x 7-11/16 inches) HD SDI: SMPTE299M compliant 

230 mm (W) x 183 mm (H) x 78.5 mm (D) SD SDI: SMPTE272M compliant 

(unit only, not including stand) SDI Output: BNC x 2, active through-out 

(9-1/16 inches x 7-13/64 inches x 3-1/16 inches) VF: D-SUB, 15-pin x 1 

GPI: D-SUB, 9-pin 

LCD Panel RS-232C: D-SUB, 9-pin 
Panel Size: 230 mm (9 inches) of effective display area Headphone Output: M3 stereo mini jack x 1, 32 Q, Variable Level 
Aspect Ratio: 15:9 
Resolution: 1280 pixels x 768 pixels (WXGA) Others 
Display Colors: Approx. 16,770,000 colors Supplied Accessories: 
Viewing Angle: 176° both of horizontal and vertical Battery holder for Anton/Bauer battery 


(pre installed) 


Wi Supported Video Input Formats 


VF-VIDEO VF-YPsPR SDI 1 (8G-SDI) 
NTSC 

PAL 

640 x 480 (59.94 Hz) 
640 x 480 (60 Hz) 
480/59.94i 
480/59.94p 
576/50i 

576/50p 

720/50p 
720/59.94p 
720/60p 
1035/59.94i 
1035/60i 
1080/23.98PsF 
1080/24PsF 
1080/25PsF 
1080/23.98p 
1080/24p 
1080/25p 
1080/29.97p 
1080/30p 
1080/50i 
1080/50p 
1080/59.94i 
1080/60i 
1080/59.94p 
1080/60p 


NEVER CECE CECE GEGEGIN 


v: Supported *1: When a 1035/59.94i signal is input, images are displayed in 1080/59.94i. In that case, the displayed markers are for 1080/59.94i. 
*2: When 1035/60i signal is input, images are displayed in 1080/60i. In that case, the displayed markers are for 1080/60i. *3: 1080/25PsF input is displayed as 
1080/50i. *4: 3G-SDI supports 1080/50p, 1080/59.94p, and 1080/60p of the SMPTE ST 425-A standard. *5: RGB444 and YCbCr422 (12 bit) are not supported. 
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° 
AW-PS551* AW-PS550N* BT-CS910G Q 
AC Adaptor AC Adaptor VF Cable = 
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* Not available in some areas. 
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Monitor Specifications/Dimensions/Optional Accessories 


BT-LH1770P enn mede: Wi Supported Video Input Formats 


Supplied Accessories: 1080/50p 
Operation Manual, Parallel remote connector, 
AC power cord, Monitor stand, 1080/59.94p 
Screw for monitor stand 1080/60p 


*The two outputs can be used as two inputs depending on the setting. v: Supported 

* RGB444 and YCbCr422 (12 bit) are not supported. 

*4: When 1035/59.94i signal is input, images are displayed in 1080/59.94i. 
In that case, the displayed markers are for 1080/59.94i. 

*2: When 1035/60i signal is input, images are displayed in 1080/60i. In that 
case, the displayed markers are for 1080/60i. 

*3: When SDI is input at 1080/23.98PsF signal, status display shows as 
1080/48i. 

*4: When SDI is input at 1080/24PsF signal, status display shows as 
1080/48i. 

*5: When 1080/25PsF signal is input, status display shows as 1080/50i. 

*6: When SDI is input at 1080/29.97PsF signal, status display shows as 
1080/60i. 

*7: When HDM1 is input at 59.94i/p signal, status display shows as 60i/p. 

*8: When HDMI is input at 29.97p signal, status display shows as 30p. 

*9: When HDMI is input at 23.98p signal, status display shows as 24p. 


General 
Power Supply: AC 100 V—120 V, 50 Hz/60 Hz Video Input Signal VIDEO. 
AC 200 V—240 V, 50 Hz/60 Hz NTSC 
DC 12V (10.5 V—18 V) 
Power Consumption: AC Input: 40 W PAL 
DC (12V) Input: 36 W 480/59.94i 
Operating Temperature: 0 °C to 40 °C (32 °F to 104 °F) 480/59.94p 
Operating Humidity: 20 % to 85 % (no condensation) 5 7 
Storage Temperature:—20 °C to 60 °C (-4 °F to 140 °F) 576/501 
Storage Humidity: 5 % to 85 % (no condensation) 576/50p 
Weight: oe 5.8 kg uae Ibs) ‘ 720/23.98p v 
unit only, not including stan 7 
Dimensions: 428 mm (W) x 301 mm (H) x 80 mm (D) TDAS 
(16-7/8 inches x 11-7/8 inches x 3-1/8 inches) 720/25p v 
(unit only, not including stand) 720/29.97p v 
LCD Panel 720/30p v 
Panel Size: 42 cm (16.5 V inches) of effective display area 720/50p v 
Aspect Ratio: 16:9 720/59.94p v 
Resolution: 1920 dots x 1080 dots 720/60p v 
Display Colors: 1000.7 million colors 5 
Viewing Angle: 178° both of horizontal and vertical HOS 5/5 ci 
1035/60i 
Connectors 1080/23.98PsF 
Video (VBS) Input: BNC x 1 (loop-through), 
analog composite (NTSC/PAL-B) signal UGEIOBARS 
SDI Input: BNC x 2 (3G-SDI/HD SDI/SD SDI), 1080/25PsF 
embedded audio supported 1080/29.97PsF 
HDMI Input: HDMI x 1, HDCP supported, 41080/30PsF v 
embedded audio supported = ; 
SDI Output: BNC x 2*, active through-out 1080/50i 
Analog Audio Input: 1080/59.94i v 
@3.5 stereo mini jack, 1080/60i v 
0 dBV max (0 dBV=1 Vrms) 
Headphone Output: @3.5 stereo mini jack type, 85 mW/ch (RL: 32 Q) 1080/23.98p ¥“ 
1080/24p v 
Other Output 1080/25p v 
Speaker Output: _1W or more 1080/29.97p ¥ 
Others 1080/30p v 
v 
v 
v 


Wi Supported PC Input Signal 


VGA (640 x 480) 
SVGA (800 x 600) 
XGA (1024 x 768) 
WXGA (1280 x 768) 
SXGA (1280 x 1024) 
UXGA (1600 x 1200) 
WUXGA (1920 x 1200) 
v: Supported *Not all frequencies are supported. 
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i Dimensions 
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40 mm 
(1-9/16 inches) 


(8.-1/16 inches) 


i 220mm \—S 
| (8-11/16 inches) | \y.o4.8¢ 

260 mm E 
(10-1/4 inches) i 


(9/16 inches)(6-13/16 inches) 


18 mm 80 mm 
(11/16 inches) (3-1/8 inches) 428 mm (16-7/8 inches) 


JOPJOOWLD Hy 


314 mm (12-3/8 inches) 


he 


179 mm (7-1/16 inches) 


13mm 


(1/2 inches)| 301 mm (11-7/8 inches) 


i Optional Accessories for BT-LH1770P (US Only Model) 


ay || Of 


BT-MA1772G BT-MA1773G BT-MA1774G 
Tilt Stand Rack Mount Bracket Rack Mount Bracket 
(with Tilt Function) 
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*NOTES REGARDING THE HANDLING OF P2 FILES USING A PC 


Mounting and Transferring Files 

The PC must be installed with the included P2 driver in order to recognize, 
copy and transfer P2 files. This driver is also necessary when using the PC 
card slot and when handling P2 files stored on a hard-disk device, such as P2 
store. For other operating requirements, refer to the P2 installation manual. 
The P2 driver and the P2 installation manual can be downloaded free from 
a Panasonic website. Visit <https://pro-av.panasonic.net/en/download/> 


Preview and Nonlinear Editing 

To preview (play) P2 files on a PC, it is necessary to install P2 Viewer Plus 
software (downloadable for free, for Windows and Mac), both from Panasonic, 
or P2-compatible editing software available from other companies (for details, 
visit <https://pro-av.panasonic.net/en/sales_o/p2/pariners.html>). Note that 
each software places specific requirements on the operating environment, 
and the operating environment must meet additional requirements to play and 


edit HD content on Windows PCs and Macs. For P2 Viewer Plus download 
and operating requirement information, visit <https://pro-av.panasonic.net/ 
en/download/>. For operating requirements and details of other P2 editing 
software, visit the website of the relevant software manufacturer. 


** Notes Regarding Network Connections 

*For 4G/LTE connection: 4G/LTE module is required from a 3rd party. Availability of this function may vary depends on areas. For details, please visit Panasonic 
website <https://pro-av.panasonic.net/en/sales_o/p2/server/4glte.html>. 

-For wireless LAN connection: Wireless module (optional, AJ-WM30 or AJ-WM50) is required. For the OS, browser, device compatibility information, see “Service 
and Support” on the Panasonic website <https://pro-av.panasonic.net/>. Some functions are not supported by some devices. 

For iPad remote control: The P2 ROP App (downloadable free of charge from the Apple App Store) is required. For details, please visit Panasonic website <https:// 
pro-av.panasonic.net/en/sales_o/p2/ver_up/p2rop_app.html>. 

For streaming: Transfers only to a designated server (one server). The proxy image cannot be recorded while streaming. The streaming function cannot be used 
together with dual codec recording and simultaneous recording, or with the Rec during Uploading function. For details on downloading and the operating environment 
of video streaming compatible application software, see “Support & Download” on the Panasonic website <http://pro-av.panasonic.net/>. For streaming, 4G/LTE USB 
modem and PC must be able to access directly each other by Public IP (Global IP). Please contact your provider to get Public IP (Global IP). To display the streaming 
video using P2 browser, player is required (VLC MEDIA PLAYER for Windows PC, QuickTime Player for Mac). P2 Streaming Receiver software (Windows only, not 
supported by Mac; available free of charge) is required for receiving the QoS mode. Please visit Panasonic website <https://pro-av.panasonic.net/en/download/>. 
*For LiveU and TVU bonding services: Connection requires communication devices offered by both LiveU and TVU Networks. For details, please visit the following 
website. <https://pro-av.panasonic.net/en/sales_o/p2/bonding_devices/index.html> (Connection Confirmed Bonding Devices) 


Note Regarding 24 bit Audio 

Clips recorded using 24 bit audio must be played back with 24 bit compatible P2 equipment or the P2 Viewer/P2 Viewer Plus. If clips are played back with equipment 
not compatible with 24 bit audio, the clip number will be indicated in red and the clips will not be played back. A P2 Viewer not compatible with 24 bit audio will 
not reproduce the sound properly. To play back those clips, use the latest version of P2 Viewer/P2 Viewer Plus. For the latest information on 24 bit compatible P2 
equipment and P2 Viewer/P2 Viewer Plus, see “Support & Download” on the Panasonic website <https://pro-av.panasonic.net/>. 


Precautions When Using SDHC/SDXC Memory Cards with the AJ-P2AD1G Memory Card Adapter 

Only the DV, DVCPRO, DVCPROS0, and AVC-IntraS0 recording formats can be used when using the Memory Card Adapter on P2 Series products. Memory cards 
of Class 10 or higher are recommended, but recording may not be possible with some cards. -*DVCPRO HD and AVC-intra100 cannot be used. ‘Memory card data 
capacity must be 4 GB to 128 GB. «Interval Rec, One-Shot Rec, Loop Rec, or One-Clip Rec cannot be used. «If the reading performance is insufficient during playback, 
frames might be skipped (Best-effort playback). -When copying clips that extend over two SDHC/SDXC memory cards onto another SDXC/SDHC memory card, 
the connecting relationship between the cards will not be saved. Under certain conditions, the connecting relationship between original and copied SDXC/SDHC 
memory cards is saved. 


*™™P2”, “AVC-ULTRA’, “AVC-Intra”, “AVC-LongG”, “AVC-Proxy”, “DVCPRO HD”, “DVCPRO 50” and “DVCPRO” logos are registered trademarks of Panasonic 
Corporation. AVCHD and the AVCHD logo are registered trademark of Panasonic Corporation and Sony Corporation “Blu-ray Disc” and the Blu-ray Disc logo 
are trademarks. Dolby, Dolby Audio and the double-D symbol are trademarks of Dolby Laboratories. DV Logo is a trademark. The Linear Tape Open 3 logo is a 
registered trademark. miniSD is a trademark of the SD Memory Card Association. SDHC logo and SDXC logo are trademarks of SD-3C, LLC. The terms HDMI 
and HDMI High-Definition Multimedia Interface, and the HDMI Logo are trademarks or registered trademarks of HDMI Licensing Administrator, Inc. in the United 
States and other countries. DVCAM is a registered trademark of Sony Corporation. XDCAM is a registered trademark of Sony Corporation. Apple, Macintosh, Mac 
OS, Quick Time, Final Cut Pro, iPad, iOS 10 and Safari are trademarks of Apple Inc., registered in the U.S. and other countries. Adobe, the Adobe logo, and Adobe 
Premiere are either trademarks or registered trademarks of Adobe Systems Incorporated. Media Composer, is trademarks registered in the United States of Avid 
Technology, Inc. or its subsidiaries. EDIUS is registered trademark of Grass Valley USA, LLC. FOCUS is registered trademarks of FOCUS Enhancements, Inc. 
Linear Tape-Open, LTO, LTO logo, Ultrium and Ultrium logo are registered trademark of Hewlett-Packard Company, International Business Machines Corporation 
and Quantum Corporation. Leica and Dicomar are registered trademarks of Leica Microsystems IR GmbH. LoiLoScope is registered trademark of LoiLo Inc. 
Microsoft, Windows, Windows Vista, Windows 7, Windows 10, Windows Server, Internet Explorer and Direct X are registered trademarks of Microsoft corporation. 
SILKYPIX® is registered trademark of Ichikawa Soft Laboratory. UniSlot® is a trademark of Ikegami Tsusinki Co., Ltd. Thunderbolt™, Thunderbolt™ 3 and the 
Thunderbolt™ logo are trademarks of Intel Corporation, registered in the U.S. and other countries. 


*Specifications are subject to change without notice. 
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